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SECTION 1
Festo

•	 Cylinders
•	 Cylinder Accessories
•	 Proximity Sensors
•	 Guided Drives
•	 Rotary Drives
•	 Valves
•	 Valve Accessories
•	 Filters
•	 Regulators
•	 Lubricators
•	 Tubing
•	 Flow Regulators
•	 Function Fittings
•	 Flow Sensors
•	 Pressure Sensors
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PRESSURE SENSORS

SPAN Series with Display

Male Thread, BSPP with PNP or NPN Output
0009 Thread Pressure Range Bar Manufacturer’s Code
8035544 1/8” 0 to 10 SPAN-P10R-G18M-PN-PN-L1

Tech Sheet 70713

Female Thread, Metric & BSPP with PNP, NPN or IO-Link Output
0009 Thread Pressure Range Bar Manufacturer’s Code
8035539 M5 0 to 10 SPAN-P10R-M5F-PNLK-PNVBA-L1

Tech Sheet 70712

Female Thread, Metric & BSPP with PNP or NPN Output
0009 Thread Pressure Range Bar Manufacturer’s Code
8035550 M5 0 to 10 SPAN-P10R-M5F-PN-PN-L1

Tech Sheet 70711

4mm Push-in Connector with PNP, NPN or IO-Link Output
0009 Pressure Range Bar Manufacturer’s Code
8035541 0 to 10 SPAN-P10R-Q4-PNLK-PNVBA-L1

Tech Sheet 70718

4mm Push-in Connector with PNP or NPN Output
0009 Pressure Range Bar Manufacturer’s Code
8035552 0 to 10 SPAN-P10R-Q4-PN-PN-L1

Tech Sheet 70717

Mounting Brackets, PU
0009 Manufacturer’s Code
8003354 SAMH-PU-A

Tech Sheet 71593

Wall Mounting Brackets, PN
0009 Manufacturer’s Code
8035563 SAMH-PN-W

Tech Sheet 71594

Male Thread, BSPT with PNP or NPN Output
0009 Thread Pressure Range Bar Manufacturer’s Code
8035547 1/8” 0 to 10 SPAN-P10R-R18M-PN-PN-L1

Tech Sheet 70715

Male Thread, BSPP with PNP, NPN or IO-Link Output
0009 Thread Pressure Range Bar Manufacturer’s Code
8035533 1/8” 0 to 10 SPAN-P10R-G18M-PNLK-PNVBA-L1

Tech Sheet 70714

Male Thread, BSPT with PNP, NPN or IO-Link Output
0009 Thread Pressure Range Bar Manufacturer’s Code
8035536 1/8” 0 to 10 SPAN-P10R-R18M-PNLK-PNVBA-L1

Tech Sheet 70716

4 Pin PCB Plug Connector x 
4 Wire Open End with Label Holder

0009
Cable
Length
Metres

Connection
Angle

Manufacturer’s
Code

572576 2.5 Straight NEBS-L1G4-K-2.5-LE4
572577 5 Straight NEBS-L1G4-K-5-LE4

Tech Sheet 70286

Ambient Temperature:
0°C to +50°C

•	 For network monitoring, regulator monitoring, leak test and object detection
•	 For monitoring compressed air and non corrosive gases
•	 Relative measurement method based on a piezo-resistive measuring cell

•	 Serial communication integrated using IO-Link® 1.1
•	 Compact design
•	 High-contrast, blue backlit display

AccessoriesNEBS Series, Connecting 
Cables For Sensors

Accessory to: SPAN, SCDNAccessory to: SPANAccessories to: SPAN, SFAH, SCDN sensors
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SFAB SERIES, FLOW SENSORS

SFAM SERIES, FLOW SENSORS

Airflow Sensor

Airflow Sensor

4-20mA, H Rail Mounted Push-in with M12 x 1, 5 Pin Plug
0009 OD mm Maximum LPM Manufacturer’s Code
565401 10 600 SFAB-600U-HQ10-2SA-M12
565405 10 1000 SFAB-1000U-HQ10-2SA-M12

Tech Sheet 71588

4-20mA, Manifold Assembly
0009 LPM Manufacturer’s Code
564930 1000 SFAM-62-1000L-M-2SA-M12
564934 3000 SFAM-62-3000L-M-2SA-M12
564938 5000 SFAM-62-5000L-M-2SA-M12
573346 5000 SFAM-90-5000L-M-2SA-M12
573348 10000 SFAM-90-10000L-M-2SA-M12
573350 15000 SFAM-90-15000L-M-2SA-M12

Tech Sheet 71590

0-10V, Manifold Assembly
0009 LPM Manufacturer’s Code
564932 1000 SFAM-62-1000L-M-2SV-M12
564936 3000 SFAM-62-3000L-M-2SV-M12
564940 5000 SFAM-62-5000L-M-2SV-M12
573347 5000 SFAM-90-5000L-M-2SV-M12
573349 10000 SFAM-90-10000L-M-2SV-M12
573351 15000 SFAM-90-15000L-M-2SV-M12

Tech Sheet 71591

0-10V, H Rail Mounted Push-in with M12 x 1, 5 Pin Plug
0009 OD mm Maximum LPM Manufacturer’s Code
565402 10 600 SFAB-600U-HQ10-2SV-M12
565406 10 1000 SFAB-1000U-HQ10-2SV-M12

Tech Sheet 71589

Ambient Temperature:
0°C to +50°C

Ambient Temperature:
0°C to +50°C

•	 Freely selectable pulse output for consumption measurement
•	 Analogue filter for setting the rise time
•	 Digital filter for smoothing the display values

•	 Freely selectable pulse output for consumption measurement
•	 Analogue filter for setting the rise time
•	 Digital filter for smoothing the display values

Working Pressure:
0 to 16 bar

Working Pressure:
0 to 10 bar
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FUNCTION FITTINGS

Piloted Non-return ValvesOne-way Flow Control Valves, Elbow Outlet

Male Thread, BSPP

0009 Thread Manufacturer’s Code
530029 M5 HGL-M5-B
530030 G1/8” HGL-1/8-B
530031 G1/4” HGL-1/4-B
530032 G3/8” HGL-3/8-B
530033 G1/2” HGL-1/2-B

Tech Sheet 71243

Male Thread BSPP x Push-in

0009 OD mm Thread Manufacturer’s
Code

530038 4 M5 HGL-M5-QS-4
530039 4 G1/8” HGL-1/8-QS-4
530040 6 G1/8” HGL-1/8-QS-6
530041 8 G1/4” HGL-1/4-QS-8
530043 8 G3/8” HGL-3/8-QS-8
530042 10 G1/4” HGL-1/4-QS-10
530044 10 G3/8” HGL-3/8-QS-10
530045 12 G1/2” HGL-1/2-QS-12

Tech Sheet 71242

Supply Control, Slotted Head Screw, 
Male Thread, Metric & BSPP x Push-in

0009 OD mm Thread Manufacturer’s
Code

193153 3 M5 GRLZ-M5-QS-3-D
193156 3 G1/8” GRLZ-1/8-QS-3-D
193154 4 M5 GRLZ-M5-QS-4-D
193157 4 G1/8” GRLZ-1/8-QS-4-D
193155 6 M5 GRLZ-M5-QS-6-D
193158 6 G1/8” GRLZ-1/8-QS-6-D
193159 8 G1/8” GRLZ-1/8-QS-8-D

Tech Sheet 71232

Exhaust Control, Slotted Head Screw, 
Male Thread, Metric & BSPP x Push-in

0009 OD mm Thread Manufacturer’s
Code

193137 3 M5 GRLA-M5-QS-3-D
193142 3 G1/8” GRLA-1/8-QS-3-D
193138 4 M5 GRLA-M5-QS-4-D
193143 4 G1/8” GRLA-1/8-QS-4-D
193139 6 M5 GRLA-M5-QS-6-D
193144 6 G1/8” GRLA-1/8-QS-6-D
193146 6 G1/4” GRLA-1/4-QS-6-D
193149 6 G3/8” GRLA-3/8-QS-6-D
193145 8 G1/8” GRLA-1/8-QS-8-D
193147 8 G1/4” GRLA-1/4-QS-8-D
193150 8 G3/8” GRLA-3/8-QS-8-D
193148 10 G1/4” GRLA-1/4-QS-10-D
193151 10 G3/8” GRLA-3/8-QS-10-D
193152 12 G1/2” GRLA-1/2-QS-12-D

Tech Sheet 71233

Medium Flow, Exhaust Control,
Slotted Head Screw, Male Thread, 
Metric & BSPP x Push-in

0009 OD mm Thread Manufacturer’s
Code

537075 6 G1/8” GRLA-1/8-QS-6-MF-D
537076 8 G1/8” GRLA-1/8-QS-8-MF-D

Tech Sheet 71236

Exhaust Control, Knurled Screw, 
Male Thread, Metric & BSPP x Push-in

0009 OD mm Thread Manufacturer’s
Code

197576 3 M5 GRLA-M5-QS-3-RS-D
197579 3 G1/8” GRLA-1/8-QS-3-RS-D
197577 4 M5 GRLA-M5-QS-4-RS-D
197580 4 G1/8” GRLA-1/8-QS-4-RS-D
197578 6 M5 GRLA-M5-QS-6-RS-D
197581 6 G1/8” GRLA-1/8-QS-6-RS-D
534338 6 G1/4” GRLA-1/4-QS-6-RS-D
534341 6 G3/8” GRLA-3/8-QS-6-RS-D
534337 8 G1/8” GRLA-1/8-QS-8-RS-D
534339 8 G1/4” GRLA-1/4-QS-8-RS-D
534342 8 G3/8” GRLA-3/8-QS-8-RS-D
534340 10 G1/4” GRLA-1/4-QS-10-RS-D
534343 10 G3/8” GRLA-3/8-QS-10-RS-D
534344 12 G1/2” GRLA-1/2-QS-12-RS-D

Tech Sheet 71237

•	 Sturdy metal design
•	 Can be swivelled 360 around the screw-in axis after mounting
•	 Push-in connector

Ambient Temperature:
-10°C to +60°C

•	 Controlled, piloted non-return function
•	 Manual exhausting
•	 Rotatable when installed
•	 Push-in fitting

Ambient Temperature:
-10°C to +60°C

Working Pressure:
0.2 to 10 bar

Working Pressure:
0.2 to 10 bar

Working Pressure:
0.2 to 10 bar

Working Pressure:
0.2 to 10 bar

Working Pressure:
0.5 to 10 bar
Pilot Pressure:
2 to 10 bar (M5, 1/8, 1/4)
1 to 10 bar (3/8, 1/2)

Working Pressure:
0.5 to 10 bar
Pilot Pressure:
2 to 10 bar (M5,1/8.1/4)
1 to 10 bar (3/8, 1/2)
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Part Numbering

FLOW REGULATORS & 
FUNCTION FITTINGS

For the full range and more 
information, please contact 

one of our sales team.

FLOW REGULATORS

Features

Can be swivelled 
360oaround the

screw in axis

Sturdy metal design

Type

Pneumatic
Connection 1 

(Tubing)

Pneumatic
Connection 1 

(Type)
Pneumatic
Connection 

2

Adjusting
Element

Additional
Function

Generation 
Series

QS- -- - --

Push-in connector

GRLA M5 3 R S D
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POLYURETHANE TUBING

50 Metres
0009 OD mm ID mm Colour Manufacturer’s Code
197390 4 2.6 Black PUN-H-4X0,75-SW
8048673 4 2.6 Translucent Black PUN-H-4X0,75-TSW
8048675 4 2.6 Translucent Red PUN-H-4X0,75-TRT
197383 4 2.6 Blue PUN-H-4X0,75-BL
197376 4 2.6 Natural PUN-H-4X0,75-NT
558278 4 2.6 Silver PUN-H-4X0,75-SI
8048677 4 2.6 Translucent Green PUN-H-4X0,75-TGN
8048679 4 2.6 Translucent Yellow PUN-H-4X0,75-TGE
8048671 4 2.6 Translucent Blue PUN-H-4X0,75-TBL
8048683 6 4 Translucent Black PUN-H-6X1-TSW
197384 6 4 Blue PUN-H-6X1-BL
8048681 6 4 Translucent Blue PUN-H-6X1-TBL
197377 6 4 Natural PUN-H-6X1-NT
558279 6 4 Silver PUN-H-6X1-SI
197391 6 4 Black PUN-H-6X1-SW
8048681 6 4 Translucent Blue PUN-H-6X1-TBL
8048685 6 4 Translucent Red PUN-H-6X1-TRT
8048687 6 4 Translucent Green PUN-H-6X1-TGN

Working Temperature:
-35°C to +60°C

Maximum Working 
Pressure: 10 bar

•	 Extremely flexible polyurethane tubing
•	 Suitable for use with energy chains
•	 Operating media: compressed air, vacuum and water

Hydrolysis-resistant

0009 OD mm ID mm Colour Manufacturer’s Code
8048689 6 4 Translucent Yellow PUN-H-6X1-TGE
8048693 8 5.7 Translucent Black PUN-H-8X1,25-TSW
8048691 8 5.7 Translucent Blue PUN-H-8X1,25-TBL
8048691 8 5.7 Translucent Blue PUN-H-8X1,25-TBL
8048695 8 5.7 Translucent Red PUN-H-8X1,25-TRT
8048697 8 5.7 Translucent Green PUN-H-8X1,25-TGN
8048699 8 5.7 Translucent Yellow PUN-H-8X1,25-TGE
8048705 10 7 Translucent Red PUN-H-10X1,5-TRT
8048707 10 7 Translucent Green PUN-H-10X1,5-TGN
8048709 10 7 Translucent Yellow PUN-H-10X1,5-TGE
8048703 10 7 Translucent Black PUN-H-10X1,5-TSW
8048701 10 7 Translucent Blue PUN-H-10X1,5-TBL
8048715 12 8 Translucent Red PUN-H-12X2-TRT
8048717 12 8 Translucent Green PUN-H-12X2-TGN
8048719 12 8 Translucent Yellow PUN-H-12X2-TGE
8048713 12 8 Translucent Black PUN-H-12X2-TSW
8048711 12 8 Translucent Blue PUN-H-12X2-TBL

Tech Sheet 70006
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POLYURETHENE TUBING

Features

Standard
Tubing

Hydrolysis 
Resistant 
Material

OD x Wall
Thickness mm

Colour

Part Numbering

PUN H- - -

•	 Extremely flexible polyurethene tubing
•	 High resistance to stress cracks
•	 Suitable for use with energy chains
•	 Food safe - FDA Compliant

TUBING For the full range and more information,
please contact one of our sales team.

6X1 TSW
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Mounting Bracket
0009 To Suit Series Manufacturer’s Code
532184 MS4 MS4-WP
532195 MS6 MS6-WP

Tech Sheet 71269

Connecting Plate Set

0009 To Suit
Series Thread Manufacturer’s

Code
526069 MS4 G1/4” MS4-AGB
526082 MS6 G1/2” MS6-AGD
526083 MS6 G3/4” MS6-AGE

Tech Sheet 71271

•	 Adaptor for pneumatic connection

AIR PREPARATION MS SERIES

Brackets & Connection Accessories

Wall Mounting Bracket
0009 To Suit Series Manufacturer’s Code
532185 MS4 MS4-WB
532196 MS6 MS6-WB

Tech Sheet 71585

Wall Bracket, 
WPM with Distancing Space
0009 To Suit Series Manufacturer’s Code
526060 MS4 MS4-WPM-D
532186 MS6 MS6-WPM-2D

Tech Sheet 71586
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AIR PREPARATION MS SERIES

Equal Module Connectors
0009 To Suit Series Manufacturer’s Code
8119201 MS4 MS4-MV1
8119204 MS6 MS6-MV1
552950 MS9 MS9-MV

Tech Sheet 71257

Brackets & Connection Accessories

Module Connector for 
Installation of Modules with 
Regulating Knob Pointing Downwards
0009 To Suit Series Manufacturer’s Code
532800 MS4 MS4-MVM
532801 MS6 MS6-MVM

Tech Sheet 71261

Mouting Bracket 
with Distancing Piece
0009 To Suit Series Manufacturer’s Code
526073 M6 MS6-WPM-D

Tech Sheet 71268

Wall Mounting Bracket
0009 To Suit Series Manufacturer’s Code
526064 MS4 MS4-WR
526075 MS6 MS6-WR

Tech Sheet 71270

Branching Module

0009 To Suit
Series Thread Manufacturer’s

Code
529853 MS6 G1/2” MS6-FRM-1/2

Tech Sheet 71267

Wall Bracket
0009 To Suit Series Manufacturer’s Code
526063 MS4 MS4-WPB
526074 MS6 MS6-WPB

Tech Sheet 71266 

•	 Can be used as an intermediate distributor 
	 for varying air qualities
•	 Outlet at top and bottom
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AIR PREPARATION MS SERIES

Standard Modular Valves

Manual On-Off Valve, BSPP
0009 Thread Manufacturer’s Code
541258 G1/4” MS4-EM1-1/4 
541267 G1/2” MS6-EM1-1/2 

Tech Sheet 71132

Solenoid Actuated On-Off Valve, BSPP
0009 Thread Voltage Manufacturer’s Code
542578 G1/4” 24V DC MS4-EE-1/4-10V24 
542582 G1/2” 24V DC MS6-EE-1/2-10V24 

Tech Sheet 71136

Manual On-Off Valve with Silencer, BSPP
0009 Thread Manufacturer’s Code
541259 G1/4” MS4-EM1-1/4-S
541272 G1/4” MS6-EM1-1/4-S 
541268 G1/2” MS6-EM1-1/2-S 

Tech Sheet 71133

Pneumatically Operated Soft/Start, BSPP
0009 Thread Manufacturer’s Code
529531 G1/4” MS4-DL-1/4
529817 G1/2” MS6-DL-1/2

Tech Sheet 71145

Solenoid Actuated On-Off Valve 
with Silencer, BSPP
0009 Thread Voltage Manufacturer’s Code
542598 G1/4” 24V DC MS4-EE-1/4-10V24-S 
542602 G1/2” 24V DC MS6-EE-3/8-10V24-S 

Tech Sheet 71137

•	 For slowly pressurising and exhausting pneumatic 
	 installations (for use with on/off valves EM1 and EE)

•	 For pressurising and exhausting pneumatic systemsAmbient Temperature:
-10°C to +60°C

Working Pressure:
0 to 14 bar

Working Pressure:
0 to 18 bar

Working Pressure:
3 to 10 bar

Working Pressure:
4 to 18 bar

Working Pressure:
4 to 18 bar

Working Pressure:
4 to 18 bar

Soft-start & Quick Exhaust Valves
0009 Thread Manufacturer’s Code
8001469 G1/2” MS6-SV-1/2-C-10V24-S

Tech Sheet 71587
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Integrated Pressure Gauge, BSPP

0009 Thread LPM Pressure Regulation
Range Bar

Manufacturer’s
Code

529415 1/4” 2100 0.3 to 4 MS4-LR-1/4-D5-AS
529417 1/4” 1800 0.3 to 7 MS4-LR-1/4-D6-AS
529419 1/4” 1700 0.5 to 12 MS4-LR-1/4-D7-AS
529989 1/2” 7500 0.3 to 4 MS6-LR-1/2-D5-AS
529991 1/2” 6500 0.3 to 7 MS6-LR-1/2-D6-AS
529993 1/2” 5500 0.5 to 12 MS6-LR-1/2-D7-AS

Tech Sheet 71440

AIR PREPARATION MS SERIES

Pressure Regulators

•	 Maintains a constant working pressure independant 
	 of pressure fluctuations and air consumption
•	 High flow rate with minimal pressure drop
•	 Connection G1/4, G1/2
•	 Selected types in accordance with ATEX 
	 directive for potentially explosive atmospheres
•	 Lockable via accessories

Ambient Temperature:
-10°C to +60°C

Filter Regulators

Manual Drain, BSPP

0009 Thread LPM Micron Bowl
Type

Pressure
Regulation
Range Bar

Manufacturer’s
Code

529144 G1/4” 1500 5 Plastic 0.3 to 7 MS4-LFR-1/4-D6-CRM-AS
529148 G1/4” 1700 40 Plastic 0.3 to 7 MS4-LFR-1/4-D6-ERM-AS
529152 G1/4” 1700 5 Plastic 0.5 to 12 MS4-LFR-1/4-D7-CRM-AS
529156 G1/4” 1500 40 Plastic 0.5 to 12 MS4-LFR-1/4-D7-ERM-AS
535724 G1/4” 1500 40 Metal 0.5 to 12 MS4-LFR-1/4-D7-EUM-AS
529176 G1/2” 5600 5 Plastic 0.3 to 7 MS6-LFR-1/2-D6-CRM-AS
529180 G1/2” 5600 40 Plastic 0.3 to 7 MS6-LFR-1/2-D6-ERM-AS
529184 G1/2” 4000 5 Plastic 0.5 to 12 MS6-LFR-1/2-D7-CRM-AS
529188 G1/2” 4500 40 Plastic 0.5 to 12 MS6-LFR-1/2-D7-ERM-AS
530338 G1/2” 4000 5 Metal 0.5 to 12 MS6-LFR-1/2-D7-CUM-AS
529192 G1/2” 4500 40 Metal 0.5 to 12 MS6-LFR-1/2-D7-EUM-AS

Tech Sheet 71120

Automatic Drain, BSPP

0009 Thread LPM Micron Bowl
Type

Pressure 
Regulation
Range Bar

Manufacturer’s
Code

529146 G1/4” 1500 5 Plastic 0.3 to 7 MS4-LFR-1/4-D6-CRV-AS
529150 G1/4” 1700 40 Plastic 0.3 to 7 MS4-LFR-1/4-D6-ERV-AS
529158 G1/4” 1200 40 Plastic 0.5 to 12 MS4-LFR-1/4-D7-ERV-AS
535720 G1/4” 1200 5 Metal 0.5 to 12 MS4-LFR-1/4-D7-CUV-AS
535722 G1/4” 1200 40 Metal 0.5 to 12 MS4-LFR-1/4-D7-EUV-AS
529178 G1/2” 5600 5 Plastic 0.3 to 7 MS6-LFR-1/2-D6-CRV-AS
529182 G1/2” 6200 40 Plastic 0.3 to 7 MS6-LFR-1/2-D6-ERV-AS
529190 G1/2” 4500 40 Plastic 0.5 to 12 MS6-LFR-1/2-D7-ERV-AS
530340 G1/2” 4000 5 Metal 0.5 to 12 MS6-LFR-1/2-D7-CUV-AS
529194 G1/2” 4500 40 Metal 0.5 to 12 MS6-LFR-1/2-D7-EUV-AS

Tech Sheet 71122

•	 Filter and pressure regulator in a single unit
•	 Good regulation characteristics with minimal 
	 hysteresis and primary pressure compensation
•	 Good particle and condensate separation

Ambient Temperature:
-10°C to +60°C

Working Pressure:
1/4 BSPP 0.8 to 14 bar
1/2 BSPP 0.8 to 20 bar

Working Pressure:
1/4 BSPP  0.8 to 14 bar
1/2 BSPP  0.8 to 20 bar

Working Pressure:
2 to 12 bar
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AIR PREPARATION MS SERIES

Manual Drain Filter Regulator with Manual Shut-Off Valve

0009 Thread LPM Micron
Pressure

Regulation
Range Bar

Manufacturer’s
Code

8025354 G1/4” 1700 40 0.5 to 12 MSB4-1/4:C3:J1-WP
8025355 G1/2” 5100 40 0.5 to 12 MSB6-1/2:C3:J1-WP

Tech Sheet 71003

Manual Rotary Filter Regulator with Pressure Gauge, 
Rotary Knob with Detent & Lubricator

0009 Thread LPM Micron Bowl
Type

Pressure
Regulation
Range Bar

Manufacturer’s
Code

530244 G1/4” 850 40 Plastic +0.5 to +12 MSB6-1/2-FRC5:J1M1
531117 G1/2” 3700 40 Plastic +0.5 to +12 MSB4-1/4-FRC5:J1M1

Tech Sheet 71014

Working Pressure:
0.8 to 14 bar

Working Pressure:
0.8 to 14 bar

Working Pressure:
1.5 to 20 bar

Working Pressure:
0.8 to 10 bar

Filter Regulator, Manual Shut-off Valve & Pressure Gauge

Manual Drain Filter Regulator with
Manual Shut-Off & Pressure Sensor

0009 Thread LPM Micron
Pressure 

Regulation
Range Bar

Manufacturer’s
Code

8025356 G1/4” 1600 40 0.5 to 10 MSB4-1/4:C3:J1:F12-WP
8025357 G1/2” 4500 40 0.5 to 10 MSB6-1/2:C3:J1:F12-WP

Tech Sheet 71007

Manual Drain Filter Regulator with 
Manual Shut-Off Valve, Solenoid Valve & Pressure Sensor

0009 Thread LPM Micron
Pressure 

Regulation
Range Bar

Manufacturer’s
Code

8025358 G1/4” 1400 40 0.5 to 10 MSB4-1/4:C3:J1:D14-WP
8025359 G1/2” 4000 40 0.5 to 10 MSB6-1/2:C3:J1:D14-WP

Tech Sheet 71011

•	 For filtered and unlubricated compressed air
•	 Supply pressure can be opened and closed

•	 Output pressure is indefinitely adjustable within the pressure regulation range
•	 Manual rotary condensate drain

Ambient Temperature:
-10°C to +60°C
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AIR PREPARATION MS SERIES

High flow rate
and highly efficient in 

removing contaminants

Good regulation 
characteristics with 

minimal pressure

Features

Robust design,
perfect for harsh
environments

Available in both manual
and auto-drain options

Type

Size

Service
Function

Pneumatic
Connection

Pressure
Regulation 

Change

Grade of 
Filtration

Bowl Guard

Condensate
Drain

Security

Part Numbering

MS ASLFR- - - -- --

AIR PREPARATION For the full range and more information,
please contact one of our sales team.

4 1/4 D6 C R M
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3/2 Way, Normally Closed, Single Solenoid Valve 
with Internal Pilot Supply
0009 Thread Size mm Function LPM Manufacturer’s Code

575481 G1/4 25 Mechanical 
Spring 1000 VUVS-L25-M32C-MD-G14-F8-1B2

575574 G3/8 30 Mechanical 
Spring 2300 VUVS-L30-M32C-MD-G38-F8-1B2

Tech Sheet 71579

5/3 Way, Closed Mid Position, Solenoid Valve 
with Internal Pilot Supply
0009 Thread Size mm Function LPM Manufacturer’s Code

575527 G1/4 25 Mechanical 
Spring 1200 VUVS-L25-P53C-MD-G14-F8-1B2

575620 G3/8 30 Mechanical 
Spring 2300 VUVS-L30-P53C-MD-G38-F8-1B2

Tech Sheet 71582

5/3 Way, Exhausted Mid Position, Solenoid Valve 
with Internal Pilot Supply
0009 Thread Size mm Function LPM Manufacturer’s Code

575541 G1/4 25 Mechanical 
Spring 1000 VUVS-L25-P53E-MD-G14-F8-1B2

Tech Sheet 71583

5/3 Way, Closed Mid Position, Solenoid Valve 
with Internal Pilot Supply
0009 Thread Size mm Function LPM Manufacturer’s Code

575266 G1/8 20 Mechanical 
Spring 600 VUVS-L20-P53E-MD-G18-F7-1C1

Tech Sheet 71584

5/2 Way, Single Solenoid Valve with Internal Pilot Supply
0009 Thread Size mm Function LPM Manufacturer’s Code

575513 G1/4 25 Mechanical 
Spring 1300 VUVS-L25-M52-MD-G14-F8-1B2

575606 G3/8 30 Mechanical 
Spring 2300 VUVS-L30-M52-MD-G38-F8-1B2

Tech Sheet 71580

5/2 Way, Double Solenoid Valve with Internal Pilot Supply
0009 Thread Size mm Function LPM Manufacturer’s Code

575520 G1/4 25 Mechanical 
Spring 1300 VUVS-L25-B52-D-G14-F8-1B2

575613 G3/8 30 Mechanical 
Spring 2300 VUVS-L30-B52-D-G38-F8-1B2

Tech Sheet 71581

ELECTRICALLY ACTUATED 
DIRECTIONAL CONTROL VALVES
VUVS-L Series, Solenoid Valves, Type B, with 24V DC Soleniod Coil

VUVS-L Series, Solenoid Valves, Type C, 
with 24V DC Soleniod Coil
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ACCESSORIES FOR VALVES

Blanking Plates

Cover Plates for VUVS, Common Supply
0009 To Suit Manufacturer’s Code
576409 G3/8 VABB-B10-20-A
8026208 G1/2 VABB-B10-25-A
8026334 G3/4 VABB-B10-30-A

Tech Sheet 70159

Cover Plates for VUVS, 3/2 Way Valves
0009 To Suit Manufacturer’s Code
576411 G3/8 VABB-B10-20-E-P3
8026210 G1/2 VABB-B10-25-E-P3
8026336 G3/4 VABB-B10-30-E-P3

Tech Sheet 70161

Cover Plates for VUVS, 
5/2 & 5/3 Way Valves
0009 To Suit Manufacturer’s Code
576410 G3/8 VABB-B10-20-E
8026209 G1/2 VABB-B10-25-E
8026335 G3/4 VABB-B10-30-E

Tech Sheet 70160
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ACCESSORIES FOR VALVES

Common Supply Manifold for Mounting 
Both Sides, Size 25

0009 Thread No. of
Stations Manufacturer’s Code

8026219 G1/2 2 VABM-B10-25-G12-2-P53
8026221 G1/2 4 VABM-B10-25-G12-4-P53
8026223 G1/2 6 VABM-B10-25-G12-6-P53
8026225 G1/2 8 VABM-B10-25-G12-8-P53
8026227 G1/2 10 VABM-B10-25-G12-10-P53

Tech Sheet 71601

Common Supply Manifold for Mounting 
Both Sides, Size 20

0009 Thread No. of
Stations Manufacturer’s Code

576363 G3/8 2 VABM-B10-20-G38-2-P53
576365 G3/8 4 VABM-B10-20-G38-4-P53
576367 G3/8 6 VABM-B10-20-G38-6-P53
576369 G3/8 8 VABM-B10-20-G38-8-P53
576371 G3/8 10 VABM-B10-20-G38-10-P53

Tech Sheet 70145

Compact Manifold Blocks for 
5/2 & 5/3 Valves, Size 20

0009 Thread No. of
Stations Manufacturer’s Code

576417 G1/4 2 VABM-B10-20S-G14-2
576419 G1/4 4 VABM-B10-20S-G14-4
576421 G1/4 6 VABM-B10-20S-G14-6
576423 G1/4 8 VABM-B10-20S-G14-8
576425 G1/4 10 VABM-B10-20S-G14-10

Tech Sheet 70143

Compact Manifold Blocks for 3/2 Valves, 
Size 20

0009 Thread No. of
Stations Manufacturer’s Code

576465 G1/4 2 VABM-B10-20S-G14-2-P3
576467 G1/4 4 VABM-B10-20S-G14-4-P3
576469 G1/4 6 VABM-B10-20S-G14-6-P3
576471 G1/4 8 VABM-B10-20S-G14-8-P3
576473 G1/4 10 VABM-B10-20S-G14-10-P3

Tech Sheet 70159

Compact Manifold Blocks for 
5/2 & 5/3 Valves, Size 25

0009 Thread No. of
Stations Manufacturer’s Code

8026261 G3/8 2 VABM-B10-25S-G38-2
8026263 G3/8 4 VABM-B10-25S-G38-4
8026265 G3/8 6 VABM-B10-25S-G38-6
8026267 G3/8 8 VABM-B10-25S-G38-8
8026269 G3/8 10 VABM-B10-25S-G38-10

Tech Sheet 71602

Compact Manifold Blocks for 3/2 Valves, 
Size 25

0009 Thread No. of
Stations Manufacturer’s Code

8026297 G3/8 2 VABM-B10-25S-G38-2-P3
8026299 G3/8 4 VABM-B10-25S-G38-4-P3
8026301 G3/8 6 VABM-B10-25S-G38-6-P3
8026303 G3/8 8 VABM-B10-25S-G38-8-P3
576473 G1/4 10 VABM-B10-20S-G14-10-P3

Tech Sheet 70144

Solenoid Coil Without 
Plug Socket, Connection Pattern To 
EN 175301-803, Type C
0009 Voltage Manufacturer’s Code
8025331 12V DC VACS-C-C1-5
8025330 24V DC VACS-C-C1-1
8025336 48V DC VACS-C-C1-7
8025335 24V AC VACS-C-C1-1A
8025337 48V AC VACS-C-C1-7A

Tech Sheet 71578

To suit Type C to EN 175301-803

0009 Manufacturer’s Code
151687 MSSD-EB

Tech Sheet 70184

Plug Sockets MSSDSolenoid Coils VACS

Manifold Blocks includes Seals and Screws for Mounting Valves
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IN-LINE PISTON SPOOL VALVES, VUVS

In-line Electrical Connection Pattern Type C

3/2 Way Solenoid/Mechanical Spring 
with Internal Pilot Supply, Normally Closed
0009 Thread Size mm Voltage Manufacturer’s Code
575274 G1/8” 20 24V DC VUVS-L20-M32C-MD-G18-F7-1C1
575477 G1/4” 25 24V DC VUVS-L25-M32C-MD-G14-F8-1C1
575570 G3/8” 30 24V DC VUVS-L30-M32C-MD-G38-F8-1C1

Tech Sheet 70810

5/2 Way Solenoid/Pneumatic Spring
with Internal Pilot Supply
0009 Thread Size mm Voltage Manufacturer’s Code
575263 G1/8” 20 24V DC VUVS-L20-M52-AD-G18-F7-1C1
575503 G1/4” 25 24V DC VUVS-L25-M52-AD-G14-F8-1C1
575596 G3/8” 30 24V DC VUVS-L30-M52-AD-G38-F8-1C1

Tech Sheet 70812

5/2 Solenoid/Mechanical Spring Valves 
with Internal Pilot Supply
0009 Thread Size mm Voltage Manufacturer’s Code
575264 G1/8” 20 24V DC VUVS-L20-M52-MD-G18-F7-1C1
575511 G1/4” 25 24V DC VUVS-L25-M52-MD-G14-F8-1C1
575604 G3/8” 30 24V DC VUVS-L30-M52-MD-G38-F8-1C1

Tech Sheet 70811

3/2 Way Solenoid/Pneumatic Spring 
with Internal Pilot Supply, Normally Closed
0009 Thread Size mm Voltage Manufacturer’s Code
575475 G1/4” 25 24V DC VUVS-L25-M32C-AD-G14-F8-1C1
575568 G3/8” 30 24V DC VUVS-L30-M32C-AD-G38-F8-1C1

Tech Sheet 70809

5/3 Way Solenoid/Solenoid, Fully Closed
Mid Position with Internal Pilot Supply
0009 Thread Size mm Voltage Manufacturer’s Code
575268 G1/8” 20 24V DC VUVS-L20-P53C-MD-G18-F7-1C1
575525 G1/4” 25 24V DC VUVS-L25-P53C-MD-G14-F8-1C1
575618 G3/8” 30 24V DC VUVS-L30-P53C-MD-G38-F8-1C1

Tech Sheet 70814

5/2 Way Solenoid/Solenoid
with Internal Pilot Supply
0009 Thread Size mm Voltage Manufacturer’s Code
575265 G1/8” 20 24V DC VUVS-L20-B52-D-G18-F7-1C1
575518 G1/4” 25 24V DC VUVS-L25-B52-D-G14-F8-1C1
575611 G3/8” 30 24V DC VUVS-L30-B52-D-G38-F8-1C1

Tech Sheet 70813

•	 Flow rate up to 2300 l/min
•	 In-line valves can be used as individual valves or manifold valves
•	 Variable pressure zones

Ambient Temperature:
-5°C to +50°C

•	 Universal valve, sturdy and durable
•	 Low-cost, no limitations with regard to performance
•	 Can be used as individual valves or manifold valves VTUS

Working Pressure:
2.5 to 10 bar

Working Pressure:
2.5 to 10 bar

Working Pressure:
1.5 to 10 bar

Working Pressure:
2.5 to 10 bar

Working Pressure:
2.5 to 10 bar
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IN-LINE PISTON SPOOL VALVES 
WITH SEALING RING, VUVS

In-line Electrical Connection Pattern Type B

5/2 Way Solenoid/Pneumatic Spring with Internal Pilot Supply

0009 Thread Size mm Voltage Manufacturer’s Code
8043214 G1/8” 20 24V DC VUVS-LK20-M52-AD-G18-1C1-S

Tech Sheet 70807

5/2 Way Solenoid/Solenoid with Internal Pilot Supply

0009 Thread Size mm Voltage Manufacturer’s Code
8043215 G1/8”” 20 24V DC VUVS-LK20-B52-D-G18-1C1-S

Tech Sheet 70808

3/2 Way Solenoid/Pneumatic Spring 
with Internal Pilot Supply, Normally Closed
0009 Thread Size mm Voltage Manufacturer’s Code
8043213 G1/8” 20 24V DC VUVS-LK20-M32C-AD-G18-1C1-S

Tech Sheet 70806

3/2 Way Solenoid/Pneumatic Spring 
with Internal Pilot Supply, Normally Closed
0009 Thread Size mm Voltage Manufacturer’s Code
8043217 G1/4” 25 24V DC VUVS-LK25-M32C-AD-G14-1B2-S
8049880 G3/8” 30 24V DC VUVS-LK30-M32C-AD-G38-1B2-S

Tech Sheet 70803

5/2 Way Solenoid/Solenoid with Internal Pilot Supply

0009 Thread Size mm Voltage Manufacturer’s Code
8043219 G1/4” 25 24V DC VUVS-LK25-B52-D-G14-1B2-S
8049882 G3/8” 30 24V DC VUVS-LK30-B52-D-G38-1B2-S

Tech Sheet 70804

5/2 Way Solenoid/Pneumatic Spring with Internal Pilot Supply

0009 Thread Size mm Voltage Manufacturer’s Code
8043218 G1/4” 25 24V DC VUVS-LK25-M52-AD-G14-1B2-S
8049881 G3/8” 30 24V DC VUVS-LK30-M52-AD-G38-1B2-S

Tech Sheet 70805

•	 Flow rate up to 2300 l/min
•	 In-line valves can be used as individual valves or manifold valves
•	 Variable pressure zones

Ambient Temperature:
-5°C to +50°C

•	 Universal valve, sturdy and durable
•	 Low-cost, no limitations with regard to performance
•	 Can be used as individual valves or manifold valves VTUS

Working Pressure:
1.5 to 8 bar

Working Pressure:
1.5 to 8 bar

Working Pressure:
1.5 to 8 bar

Working Pressure:
1.5 to 8 bar

Working Pressure:
1.5 to 8 bar

Working Pressure:
1.5 to 8 bar

In-line Electrical Connection Pattern Type C



29

1

Fe
st

o
PN

EU
M

AT
IC

S

VUVS UNIVERSAL DIRECTIONAL CONTROL VALVES

Can be manifold mounted to create 
variable pressure zones

Excellent flow 
performance

Extensive range of
mounting accessories

Features

Robust design,
perfect for harsh
environments

In-line valves can be used as
individual valves or manifold valves

VALVES For the full range and more information,
please contact one of our sales team.
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Rotary Vane, Double Acting

Elastic Cushioning Rings, M3 Connection
0009 Size Nominal Swivel Angle Manufacturer’s Code
1845706 6 90° DRVS-6-90-P
1845707 6 180° DRVS-6-180-P
1845708 8 90° DRVS-8-90-P
1845709 8 180° DRVS-8-180-P

Tech Sheet 20564

Elastic Cushioning Rings, M5 Connection
0009 Size Nominal Swivel Angle Manufacturer’s Code
1845710 12 90° DRVS-12-90-P
1845711 12 180° DRVS-12-180-P
1845712 12 270° DRVS-12-270-P
1845713 16 90° DRVS-16-90-P
1845714 16 180° DRVS-16-180-P
1845715 16 270° DRVS-16-270-P
1845716 25 90° DRVS-25-90-P
1845717 25 180° DRVS-25-180-P
1845718 25 270° DRVS-25-270-P

Tech Sheet 71599

Elastic Cushioning Rings, G1/8 Connection
0009 Size Nominal Swivel Angle Manufacturer’s Code
1845719 32 90° DRVS-32-90-P
1845720 32 180° DRVS-32-180-P
1845721 32 270° DRVS-32-270-P
1845722 40 90° DRVS-40-90-P
1845723 40 180° DRVS-40-180-P
1845724 40 270° DRVS-40-270-P

Tech Sheet 71600

•	 Modern and compact design
•	 Lighter than other semi-rotary drives
•	 Housing protected against splash water and dust
•	 Selected types in accordance with ATEX directive 
	 for potentially explosive atmospheres

Ambient Temperature:
0°C to +80°C

Working Pressure:
3.5 to 8 bar (Piston: 6, 8mm)
2.5 to 8 bar (Piston: 12, 16, 25mm)
2 to 8 bar (Piston: 32, 40mm)

SEMI-ROTARY DRIVES, DRVS
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DRVS SEMI-ROTARY VANE DRIVE

Housing protected against 
splash, water and dust

End position cushioning
with elastic PU material
on the rotary valve

Cylinder
Type

Bore Size 
mm

Rotation
Angle

Elastic polymer 
buffer

Part Numbering

Features

DRVS 12 180 P

ATEX variants
available

Also available with 
closed unit sensor kit

for simple assembly
Available with 
swivel angle 
90o, 180o and 270o

CYLINDERS For the full range and more information,
please contact one of our sales team.

- - -
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TWIN PISTONS SEMI-ROTARY DRIVES, DRRD

Rack & Pinion

Elastic Cushioning Rings, M5 Connection
0009 Size mm Manufacturer’s Code
1577238 16 DRRD-16-180-FH-PA
1395606 20 DRRD-20-180-FH-PA
1359980 25 DRRD-25-180-FH-PA

Tech Sheet 70205

Elastic Cushioning Rings, G1/8 Connection
0009 Size mm Manufacturer’s Code
1578512 32 DRRD-32-180-FH-PA
1526825 35 DRRD-35-180-FH-PA
1503269 40 DRRD-40-180-FH-PA

Tech Sheet 70206

Self-adjusting Linear Shock Absorber, M5 Connection
0009 Size mm Manufacturer’s Code
1644389 16 DRRD-16-180-FH-Y9A
1427379 20 DRRD-20-180-FH-Y9A
1360248 25 DRRD-25-180-FH-Y9A

Tech Sheet 70207

Self-adjusting Linear Shock Absorber, G1/8 Connection
0009 Size mm Manufacturer’s Code
1578518 32 DRRD-32-180-FH-Y9A
1547102 35 DRRD-35-180-FH-Y9A
1526986 40 DRRD-40-180-FH-Y9A

Tech Sheet 70208

•	 Modern and compact design
•	 Lighter than other semi-rotary drives
•	 Housing protected against splash water and dust
•	 Selected types in accordance with ATEX directive 
	 for potentially explosive atmospheres

Ambient Temperature:
-10°C to +80°C

Working Pressure:
3 to 8 bar
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DRRD SEMI-ROTARY DRIVE

Increased bearing 
load capacity

Selected types in
accordance with ATEX

Cylinder
Type PA - Polymer Cushion 

Magnetic
Y9A - Shock Absorber 

Magnetic

Bore Size 
mm

Rotation
Angle

Flanged
Shaft

Precision positioning
in the end positions

Part Numbering

Features

DRRD 12 180 FH PA

High mass moments 
of inertia

CYLINDERS For the full range and more information,
please contact one of our sales team.

- - - -
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DRIVES WITH GUIDES, DFM

Recirculating Ball Bearing Guided Drives, Double Acting

M5 Connection, Magnetic

0009 Cylinder Bore
mm

Cylinder Stroke
Length mm

Manufacturer’s
Code

170899 12 10 DFM-12-10-P-A-KF
170900 12 20 DFM-12-20-P-A-KF
170901 12 25 DFM-12-25-P-A-KF
170902 12 30 DFM-12-30-P-A-KF
170903 12 40 DFM-12-40-P-A-KF
170904 12 50 DFM-12-50-P-A-KF
170905 12 80 DFM-12-80-P-A-KF
170906 12 100 DFM-12-100-P-A-KF
170907 16 10 DFM-16-10-P-A-KF
170908 16 20 DFM-16-20-P-A-KF
170909 16 25 DFM-16-25-P-A-KF
170910 16 30 DFM-16-30-P-A-KF
170911 16 40 DFM-16-40-P-A-KF
170912 16 50 DFM-16-50-P-A-KF
170913 16 80 DFM-16-80-P-A-KF
170914 16 100 DFM-16-100-P-A-KF
170915 20 20 DFM-20-20-P-A-KF
170916 20 25 DFM-20-25-P-A-KF
170917 20 30 DFM-20-30-P-A-KF
170918 20 40 DFM-20-40-P-A-KF
170919 20 50 DFM-20-50-P-A-KF
170920 20 80 DFM-20-80-P-A-KF
170921 20 100 DFM-20-100-P-A-KF

Tech Sheet 70200

G1/8 Connection, Magnetic

0009 Cylinder Bore
mm

Cylinder Stroke
Length mm

Manufacturer’s
Code

170922 25 20 DFM-25-20-P-A-KF
170923 25 25 DFM-25-25-P-A-KF
170924 25 30 DFM-25-30-P-A-KF
170925 25 40 DFM-25-40-P-A-KF
170926 25 50 DFM-25-50-P-A-KF
170927 25 80 DFM-25-80-P-A-KF
170928 25 100 DFM-25-100-P-A-KF
170929 32 20 DFM-32-20-P-A-KF
170930 32 25 DFM-32-25-P-A-KF
170931 32 30 DFM-32-30-P-A-KF
170932 32 40 DFM-32-40-P-A-KF
170933 32 50 DFM-32-50-P-A-KF
170934 32 80 DFM-32-80-P-A-KF
170935 32 100 DFM-32-100-P-A-KF
170936 32 125 DFM-32-125-P-A-KF
170937 32 160 DFM-32-160-P-A-KF
170938 32 200 DFM-32-200-P-A-KF
170939 40 25 DFM-40-25-P-A-KF
170940 40 50 DFM-40-50-P-A-KF
170941 40 80 DFM-40-80-P-A-KF
170942 40 100 DFM-40-100-P-A-KF
170943 40 125 DFM-40-125-P-A-KF
170944 40 160 DFM-40-160-P-A-KF
170945 40 200 DFM-40-200-P-A-KF

Tech Sheet 70201

G1/4 Connection, Magnetic

0009 Cylinder Bore
mm

Cylinder Stroke
Length mm

Manufacturer’s
Code

170946 50 25 DFM-50-25-P-A-KF
170947 50 50 DFM-50-50-P-A-KF
170948 50 80 DFM-50-80-P-A-KF
170949 50 100 DFM-50-100-P-A-KF
170950 50 125 DFM-50-125-P-A-KF
170951 50 160 DFM-50-160-P-A-KF
170952 50 200 DFM-50-200-P-A-KF
170953 63 25 DFM-63-25-P-A-KF
170954 63 50 DFM-63-50-P-A-KF
170955 63 80 DFM-63-80-P-A-KF
170956 63 100 DFM-63-100-P-A-KF
170957 63 125 DFM-63-125-P-A-KF
170958 63 160 DFM-63-160-P-A-KF
170959 63 200 DFM-63-200-P-A-KF

Tech Sheet 70202

•	 Drive and guide unit in a single housing
•	 Sturdy and precise
•	 Plain or Recirculating ball bearing guide
•	 High resistance to torques and lateral forces
•	 Wide range of applications
•	 Selected types in accordance with ATEX directive 
	 for potentially explosive atmospheres

Ambient Temperature:
-20°C to +80°C

Working Pressure:
2 to 10 bar (Piston: 12, 16, 20mm)
1.5 to 10 bar (Piston: 25, 32, 40mm)
1 to 10 bar (Piston: 50, 63mm)
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DRIVES WITH GUIDES, DFM

Sliding Guided Drives with Plain Bearing, Double Acting

M3 Connection, Magnetic

0009 Cylinder Bore
mm

Cylinder Stroke
Length mm

Manufacturer’s
Code

4149944 6 5 DFM-6-5-P-A-GF
4149945 6 10 DFM-6-10-P-A-GF
4149946 6 15 DFM-6-15-P-A-GF
4149947 6 20 DFM-6-20-P-A-GF
4154768 10 5 DFM-10-5-P-A-GF
4154769 10 10 DFM-10-10-P-A-GF
4154770 10 15 DFM-10-15-P-A-GF
4154799 10 20 DFM-10-20-P-A-GF

Tech Sheet 70196

M5 Connection, Magnetic

0009 Cylinder Bore
mm

Cylinder Stroke
Length mm

Manufacturer’s
Code

170824 12 10 DFM-12-10-P-A-GF
170825 12 20 DFM-12-20-P-A-GF
170826 12 25 DFM-12-25-P-A-GF
170827 12 30 DFM-12-30-P-A-GF
170828 12 40 DFM-12-40-P-A-GF
170829 12 50 DFM-12-50-P-A-GF
170830 12 80 DFM-12-80-P-A-GF
170831 12 100 DFM-12-100-P-A-GF
170832 16 10 DFM-16-10-P-A-GF
170833 16 20 DFM-16-20-P-A-GF
170834 16 25 DFM-16-25-P-A-GF
170835 16 30 DFM-16-30-P-A-GF
170836 16 40 DFM-16-40-P-A-GF
170837 16 50 DFM-16-50-P-A-GF
170838 16 80 DFM-16-80-P-A-GF
170839 16 100 DFM-16-100-P-A-GF
170840 20 20 DFM-20-20-P-A-GF
170841 20 25 DFM-20-25-P-A-GF
170842 20 30 DFM-20-30-P-A-GF
170843 20 40 DFM-20-40-P-A-GF
170844 20 50 DFM-20-50-P-A-GF
170845 20 80 DFM-20-80-P-A-GF
170846 20 100 DFM-20-100-P-A-GF

Tech Sheet 70197

G1/8 Connection, Magnetic

0009 Cylinder Bore
mm

Cylinder Stroke
Length mm

Manufacturer’s
Code

170847 25 20 DFM-25-20-P-A-GF
170848 25 25 DFM-25-25-P-A-GF
170849 25 30 DFM-25-30-P-A-GF
170850 25 40 DFM-25-40-P-A-GF
170851 25 50 DFM-25-50-P-A-GF
170852 25 80 DFM-25-80-P-A-GF
170853 25 100 DFM-25-100-P-A-GF
170854 32 20 DFM-32-20-P-A-GF
170855 32 25 DFM-32-25-P-A-GF
170856 32 30 DFM-32-30-P-A-GF
170857 32 40 DFM-32-40-P-A-GF
170858 32 50 DFM-32-50-P-A-GF
170859 32 80 DFM-32-80-P-A-GF
170860 32 100 DFM-32-100-P-A-GF
170861 32 125 DFM-32-125-P-A-GF
170862 32 160 DFM-32-160-P-A-GF
170863 32 200 DFM-32-200-P-A-GF
170864 40 25 DFM-40-25-P-A-GF
170865 40 50 DFM-40-50-P-A-GF
170866 40 80 DFM-40-80-P-A-GF
170867 40 100 DFM-40-100-P-A-GF
170868 40 125 DFM-40-125-P-A-GF
170869 40 160 DFM-40-160-P-A-GF
170870 40 200 DFM-40-200-P-A-GF

Tech Sheet 70198

G1/4 Connection, Magnetic

0009 Cylinder Bore
mm

Cylinder Stroke
Length mm

Manufacturer’s
Code

170871 50 25 DFM-50-25-P-A-GF
170872 50 50 DFM-50-50-P-A-GF
170873 50 80 DFM-50-80-P-A-GF
170874 50 100 DFM-50-100-P-A-GF
170875 50 125 DFM-50-125-P-A-GF
170876 50 160 DFM-50-160-P-A-GF
170877 50 200 DFM-50-200-P-A-GF
170878 63 25 DFM-63-25-P-A-GF
170879 63 50 DFM-63-50-P-A-GF
170880 63 80 DFM-63-80-P-A-GF
170881 63 100 DFM-63-100-P-A-GF
170882 63 125 DFM-63-125-P-A-GF
170883 63 160 DFM-63-160-P-A-GF
170884 63 200 DFM-63-200-P-A-GF

Tech Sheet 70199

•	 Drive and guide unit in a single housing
•	 Sturdy and precise
•	 Plain bearing guide
•	 High resistance to torques and lateral forces
•	 Wide range of applications
•	 Selected types in accordance with ATEX directive 
	 for potentially explosive atmospheres

Ambient Temperature:
-20°C to +80°C

Working Pressure:
2 to 8 bar (Piston: 6mm)
1.5 to 8 bar (Piston: 10mm)
2 to 10 bar (Piston: 12, 16, 20mm)
1.5 to 10 bar (Piston: 25, 32, 40mm)
1 to 10 bar (Piston: 50, 63mm)
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DFM GUIDED DRIVES

100% increase in
guide capacity

Reliable and sturdy
due to superior guide 

characteristics

Cylinder
Type

GF Plain bearing guide
KF Ball bearing guide

Bore Size 
mm

Stroke Size 
mm Polymer

Cushioning

Magnetic

Part Numbering

Features

DFM 32 80 P A GF

Compact and powerful,
can reliably move high
loads even in tight spaces

Choice of assembly 
and air port options 
for every application

CYLINDERS For the full range and more information,
please contact one of our sales team.

- - - - -
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PROXIMITY SENSORS

For T-Slot For C-Slot

With Reed Contacts

0009 Function Connection
Cable
Length
Metres

Manufacturer’s
Code

543872 N/O Contact, 
2 Wire Open End 2.5 SME-8M-ZS-24V-K-2,5-OE

543861 N/O Contact, 
3 Wire

M8 Thread 
Rotatable 0.3 SME-8M-DS-24V-K-0,3-M8D

543862 N/O Contact, 
3 Wire Open End 2.5 SME-8M-DS-24V-K-2,5-OE

543863 N/O Contact, 
3 Wire Open End 5.0 SME-8M-DS-24V-K-5,0-OE

546799 N/C Contact, 
3 Wire Open End 7.5 SME-8M-DO-24V-K-7,5-OE

Tech Sheet 70211

With Reed Contacts

0009 Function Connection
Cable
Length
Metres

Manufacturer’s
Code

551367 N/O Contact, 
3 Wire

M8 Thread 
Rotatable 0.3 SME-10M-DS-24V-E-0,3-L-M8D

551369 N/O Contact, 
2 Wire Open End 2.5 SME-10M-ZS-24V-E-2,5-L-OE

551365 N/O Contact, 
3 Wire Open End 2.5 SME-10M-DS-24V-E-2,5-L-OE

Tech Sheet 70213

Non-contacting

0009 Function Connection
Cable
Length
Metres

Manufacturer’s
Code

551379 NPN N/O Contact, 
3 Wire

M8 Thread 
Rotatable 0.3 SMT-10M-NS-24V-E-0,3-L-M8D

551375 PNP N/O Contact, 
3 Wire

M8 Thread 
Rotatable 0.3 SMT-10M-PS-24V-E-0,3-L-M8D

551382 PNP N/O Contact, 
2 Wire Open End 2.5 SMT-10M-ZS-24V-E-2,5-L-OE

551377 NPN N/O Contact, 
3 Wire Open End 2.5 SMT-10M-NS-24V-E-2,5-L-OE

551373 PNP N/O Contact, 
3 Wire Open End 2.5 SMT-10M-PS-24V-E-2,5-L-OE

Tech Sheet 70214

•	 Switching output via reed contact or non-contacting
•	 Insertable in the slot from above, does not protude beyond the cylinder profile
•	 Variant suitable for use with energy chains and robots
•	 Cable clip and inscription labels included in the scope of delivery
•	 With switching status indication
•	 Selected types in accordance with ATEX directive for potentially explosive atmospheres

•	 Switching output via reed contact or non-contacting
•	 Insertable in the slot from above, does not protude beyond the cylinder profile
•	 Suitable for use with energy chains and robots
•	 Cable clip and inscription labels included in the scope of delivery
•	 With switching status indication

Ambient Temperature: 
-40°C to +70°C

Ambient Temperature: 
-40°C to +70°C

Non-contacting

0009 Function Connection
Cable
Length
Metres

Manufacturer’s
Code

574334 PNP N/O Contact, 
3 Wire

M8 Thread 
Rotatable 0.3 SMT-8M-A-PS-24V-E-0,3-M8D

574337 PNP N/O Contact, 
3 Wire

M12 Thread 
Rotatable 0.3 SMT-8M-A-PS-24V-E-0,3-M12

574339 NPN N/O Contact, 
3 Wire

M8 Thread 
Rotatable 0.3 SMT-8M-A-NS-24V-E-0,3-M8D

574335 PNP N/O Contact, 
3 Wire Open End 2.5 SMT-8M-A-PS-24V-E-2,5-OE

574338 NPN N/O Contact, 
3 Wire Open End 2.5 SMT-8M-A-NS-24V-E-2,5-OE

574341 PNP N/O Contact, 
2 Wire Open End 5.0 SMT-8M-A-ZS-24V-E-5,0-OE-EX2

574336 PNP N/O Contact, 
3 Wire Open End 5.0 SMT-8M-A-PS-24V-E-5,0-OE

574340 PNP N/C Contact, 
3 Wire Open End 7.5 SMT-8M-A-PO-24V-E-7,5-OE

Tech Sheet 70212
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Magnetic Male Piston Rod Thread

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

572655 32 10 M10 x 1.25 ADN-32-10-A-PPS-A
572656 32 15 M10 x 1.25 ADN-32-15-A-PPS-A
572657 32 20 M10 x 1.25 ADN-32-20-A-PPS-A
572658 32 25 M10 x 1.25 ADN-32-25-A-PPS-A
572659 32 30 M10 x 1.25 ADN-32-30-A-PPS-A
572660 32 40 M10 x 1.25 ADN-32-40-A-PPS-A
572661 32 50 M10 x 1.25 ADN-32-50-A-PPS-A
572662 32 60 M10 x 1.25 ADN-32-60-A-PPS-A
572663 32 80 M10 x 1.25 ADN-32-80-A-PPS-A
572673 40 10 M10 x 1.25 ADN-40-10-A-PPS-A
572674 40 15 M10 x 1.25 ADN-40-15-A-PPS-A
572675 40 20 M10 x 1.25 ADN-40-20-A-PPS-A
572676 40 25 M10 x 1.25 ADN-40-25-A-PPS-A
572677 40 30 M10 x 1.25 ADN-40-30-A-PPS-A
572678 40 40 M10 x 1.25 ADN-40-40-A-PPS-A
572679 40 50 M10 x 1.25 ADN-40-50-A-PPS-A
572680 40 60 M10 x 1.25 ADN-40-60-A-PPS-A
572681 40 80 M10 x 1.25 ADN-40-80-A-PPS-A
572691 50 10 M12 x 1.25 ADN-50-10-A-PPS-A
572692 50 15 M12 x 1.25 ADN-50-15-A-PPS-A
572693 50 20 M12 x 1.25 ADN-50-20-A-PPS-A
572694 50 25 M12 x 1.25 ADN-50-25-A-PPS-A
572695 50 30 M12 x 1.25 ADN-50-30-A-PPS-A
572696 50 40 M12 x 1.25 ADN-50-40-A-PPS-A
572697 50 50 M12 x 1.25 ADN-50-50-A-PPS-A
572698 50 60 M12 x 1.25 ADN-50-60-A-PPS-A
572699 50 80 M12 x 1.25 ADN-50-80-A-PPS-A
572709 63 10 M12 x 1.25 ADN-63-10-A-PPS-A
572710 63 15 M12 x 1.25 ADN-63-15-A-PPS-A
572711 63 20 M12 x 1.25 ADN-63-20-A-PPS-A
572712 63 25 M12 x 1.25 ADN-63-25-A-PPS-A
572713 63 30 M12 x 1.25 ADN-63-30-A-PPS-A
572714 63 40 M12 x 1.25 ADN-63-40-A-PPS-A
572715 63 50 M12 x 1.25 ADN-63-50-A-PPS-A
572716 63 60 M12 x 1.25 ADN-63-60-A-PPS-A
572717 63 80 M12 x 1.25 ADN-63-80-A-PPS-A
572727 80 10 M16 x 1.5 ADN-80-10-A-PPS-A
572728 80 15 M16 x 1.5 ADN-80-15-A-PPS-A
572729 80 20 M16 x 1.5 ADN-80-20-A-PPS-A
572730 80 25 M16 x 1.5 ADN-80-25-A-PPS-A
572731 80 30 M16 x 1.5 ADN-80-30-A-PPS-A
572732 80 40 M16 x 1.5 ADN-80-40-A-PPS-A
572733 80 50 M16 x 1.5 ADN-80-50-A-PPS-A
572734 80 60 M16 x 1.5 ADN-80-60-A-PPS-A
572735 80 80 M16 x 1.5 ADN-80-80-A-PPS-A

Tech Sheet 71597

Magnetic Female Piston Rod Thread

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

572646 32 10 M8 ADN-32-10-I-PPS-A
572647 32 15 M8 ADN-32-15-I-PPS-A
572648 32 20 M8 ADN-32-20-I-PPS-A
572649 32 25 M8 ADN-32-25-I-PPS-A
572650 32 30 M8 ADN-32-30-I-PPS-A
572651 32 40 M8 ADN-32-40-I-PPS-A
572652 32 50 M8 ADN-32-50-I-PPS-A
572653-FESTO 32 60 M8 ADN-32-60-I-PPS-A
572654 32 80 M8 ADN-32-80-I-PPS-A
572664 40 10 M8 ADN-40-10-I-PPS-A
572665 40 15 M8 ADN-40-15-I-PPS-A
572666 40 20 M8 ADN-40-20-I-PPS-A
572667 40 25 M8 ADN-40-25-I-PPS-A
572668 40 30 M8 ADN-40-30-I-PPS-A
572669 40 40 M8 ADN-40-40-I-PPS-A
572670 40 50 M8 ADN-40-50-I-PPS-A
572671 40 60 M8 ADN-40-60-I-PPS-A
572672 40 80 M8 ADN-40-80-I-PPS-A
572682 50 10 M10 ADN-50-10-I-PPS-A
572683 50 15 M10 ADN-50-15-I-PPS-A
572684 50 20 M10 ADN-50-20-I-PPS-A
572685 50 25 M10 ADN-50-25-I-PPS-A
572686 50 30 M10 ADN-50-30-I-PPS-A
572687 50 40 M10 ADN-50-40-I-PPS-A
572688 50 50 M10 ADN-50-50-I-PPS-A
572689 50 60 M10 ADN-50-60-I-PPS-A
572690 50 80 M10 ADN-50-80-I-PPS-A
572700 63 10 M10 ADN-63-10-I-PPS-A
572701 63 15 M10 ADN-63-15-I-PPS-A
572702 63 20 M10 ADN-63-20-I-PPS-A
572703 63 25 M10 ADN-63-25-I-PPS-A
572704 63 30 M10 ADN-63-30-I-PPS-A
572705 63 40 M10 ADN-63-40-I-PPS-A
572706 63 50 M10 ADN-63-50-I-PPS-A
572707 63 60 M10 ADN-63-60-I-PPS-A
572708 63 80 M10 ADN-63-80-I-PPS-A
572718 80 10 M12 ADN-80-10-I-PPS-A
572719 80 15 M12 ADN-80-15-I-PPS-A
572720 80 20 M12 ADN-80-20-I-PPS-A
572721 80 25 M12 ADN-80-25-I-PPS-A
572722 80 30 M12 ADN-80-30-I-PPS-A
572723 80 40 M12 ADN-80-40-I-PPS-A
572724 80 50 M12 ADN-80-50-I-PPS-A
572725 80 60 M12 ADN-80-60-I-PPS-A
572726 80 80 M12 ADN-80-80-I-PPS-A

Tech Sheet 71598

Self-adjusting Cushioning

ISO 21287 COMPACT CYLINDERS, ADN

Double Acting, Self-adjusting Pneumatic Cushioning

•	 Compact cylinders with standard dimensions
•	 Comply with the standard ISO 21287
•	 Innovative technology for maximum speeds
•	 Flexible in use thanks to easy-to-configure variants
•	 Profile slot for proximity sensor

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1 to 10 bar



19

1

Fe
st

o
PN

EU
M

AT
IC

S

ISO 21287 COMPACT CYLINDERS, ADN

Double Acting, Elastic Cushioning Rings

Magnetic Female Piston Rod Thread

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

536278 32 5 M8 ADN-32-5-I-P-A
536279 32 10 M8 ADN-32-10-I-P-A
536280 32 15 M8 ADN-32-15-I-P-A
536281 32 20 M8 ADN-32-20-I-P-A
536282 32 25 M8 ADN-32-25-I-P-A
536283 32 30 M8 ADN-32-30-I-P-A
536284 32 40 M8 ADN-32-40-I-P-A
536285 32 50 M8 ADN-32-50-I-P-A
536286 32 60 M8 ADN-32-60-I-P-A
536287 32 80 M8 ADN-32-80-I-P-A
536299 40 5 M8 ADN-40-5-I-P-A
536300 40 10 M8 ADN-40-10-I-P-A
536301 40 15 M8 ADN-40-15-I-P-A
536302 40 20 M8 ADN-40-20-I-P-A
536303 40 25 M8 ADN-40-25-I-P-A
536304 40 30 M8 ADN-40-30-I-P-A
536305 40 40 M8 ADN-40-40-I-P-A
536306 40 50 M8 ADN-40-50-I-P-A
536307 40 60 M8 ADN-40-60-I-P-A
536308 40 80 M8 ADN-40-80-I-P-A
536320 50 5 M10 ADN-50-5-I-P-A
536321 50 10 M10 ADN-50-10-I-P-A
536322 50 15 M10 ADN-50-15-I-P-A
536323 50 20 M10 ADN-50-20-I-P-A
536324 50 25 M10 ADN-50-25-I-P-A
536325 50 30 M10 ADN-50-30-I-P-A
536326 50 40 M10 ADN-50-40-I-P-A
536327 50 50 M10 ADN-50-50-I-P-A
536328 50 60 M10 ADN-50-60-I-P-A
536329 50 80 M10 ADN-50-80-I-P-A
536342 63 10 M10 ADN-63-10-I-P-A
536343 63 15 M10 ADN-63-15-I-P-A
536344 63 20 M10 ADN-63-20-I-P-A
536345 63 25 M10 ADN-63-25-I-P-A
536346 63 30 M10 ADN-63-30-I-P-A
536347 63 40 M10 ADN-63-40-I-P-A
536348 63 50 M10 ADN-63-50-I-P-A
536349 63 60 M10 ADN-63-60-I-P-A
536350 63 80 M10 ADN-63-80-I-P-A
536363 80 10 M12 ADN-80-10-I-P-A
536364 80 15 M12 ADN-80-15-I-P-A
536365 80 20 M12 ADN-80-20-I-P-A
536366 80 25 M12 ADN-80-25-I-P-A
536367 80 30 M12 ADN-80-30-I-P-A
536368 80 40 M12 ADN-80-40-I-P-A
536369 80 50 M12 ADN-80-50-I-P-A
536370 80 60 M12 ADN-80-60-I-P-A
536371 80 80 M12 ADN-80-80-I-P-A

Tech Sheet 71596

Magnetic Male Piston Rod Thread

0009 Piston Diameter
 mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

536268 32 5 M10 x 1.25 ADN-32-5-A-P-A
536269 32 10 M10 x 1.25 ADN-32-10-A-P-A
536270 32 15 M10 x 1.25 ADN-32-15-A-P-A
536271 32 20 M10 x 1.25 ADN-32-20-A-P-A
536272 32 25 M10 x 1.25 ADN-32-25-A-P-A
536273 32 30 M10 x 1.25 ADN-32-30-A-P-A
536274 32 40 M10 x 1.25 ADN-32-40-A-P-A
536275 32 50 M10 x 1.25 ADN-32-50-A-P-A
536276 32 60 M10 x 1.25 ADN-32-60-A-P-A
536277 32 80 M10 x 1.25 ADN-32-80-A-P-A
536289 40 5 M10 x 1.25 ADN-40-5-A-P-A
536290 40 10 M10 x 1.25 ADN-40-10-A-P-A
536291 40 15 M10 x 1.25 ADN-40-15-A-P-A
536292 40 20 M10 x 1.25 ADN-40-20-A-P-A
536293 40 25 M10 x 1.25 ADN-40-25-A-P-A
536294 40 30 M10 x 1.25 ADN-40-30-A-P-A
536295 40 40 M10 x 1.25 ADN-40-40-A-P-A
536296 40 50 M10 x 1.25 ADN-40-50-A-P-A
536297 40 60 M10 x 1.25 ADN-40-60-A-P-A
536298 40 80 M10 x 1.25 ADN-40-80-A-P-A
536310 50 5 M12 x 1.25 ADN-50-5-A-P-A
536311 50 10 M12 x 1.25 ADN-50-10-A-P-A
536312 50 15 M12 x 1.25 ADN-50-15-A-P-A
536313 50 20 M12 x 1.25 ADN-50-20-A-P-A
536314 50 25 M12 x 1.25 ADN-50-25-A-P-A
536315 50 30 M12 x 1.25 ADN-50-30-A-P-A
536316 50 40 M12 x 1.25 ADN-50-40-A-P-A
536317 50 50 M12 x 1.25 ADN-50-50-A-P-A
536318 50 60 M12 x 1.25 ADN-50-60-A-P-A
536319 50 80 M12 x 1.25 ADN-50-80-A-P-A
536332 63 10 M12 x 1.25 ADN-63-10-A-P-A
536333 63 15 M12 x 1.25 ADN-63-15-A-P-A
536334 63 20 M12 x 1.25 ADN-63-20-A-P-A
536335 63 25 M12 x 1.25 ADN-63-25-A-P-A
536336 63 30 M12 x 1.25 ADN-63-30-A-P-A
536337 63 40 M12 x 1.25 ADN-63-40-A-P-A
536338 63 50 M12 x 1.25 ADN-63-50-A-P-A
536339 63 60 M12 x 1.25 ADN-63-60-A-P-A
536340 63 80 M12 x 1.25 ADN-63-80-A-P-A
536353 80 10 M16 x 1.5 ADN-80-10-A-P-A
536354 80 15 M16 x 1.5 ADN-80-15-A-P-A
536355 80 20 M16 x 1.5 ADN-80-20-A-P-A
536356 80 25 M16 x 1.5 ADN-80-25-A-P-A
536357 80 30 M16 x 1.5 ADN-80-30-A-P-A
536358 80 40 M16 x 1.5 ADN-80-40-A-P-A
536359 80 50 M16 x 1.5 ADN-80-50-A-P-A
536360 80 60 M16 x 1.5 ADN-80-60-A-P-A
536361 80 80 M16 x 1.5 ADN-80-80-A-P-A

Tech Sheet 71595

•	 Compact cylinders with standard dimensions
•	 Comply with the standard ISO 21287
•	 Innovative technology for maximum speeds
•	 Flexible in use thanks to easy-to-configure variants
•	 Profile slot for proximity sensor

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1 to 10 bar

Elastic Cushioning



18

1
Fe

st
o

PN
EU

M
AT

IC
S

ISO 21287 COMPACT CYLINDERS, ADN

Double Acting, Elastic Cushioning Rings

Magnetic Female Piston Rod Thread

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

536211 12 5 M3 ADN-12-5-I-P-A
536212 12 10 M3 ADN-12-10-I-P-A
536213 12 15 M3 ADN-12-15-I-P-A
536214 12 20 M3 ADN-12-20-I-P-A
536215 12 25 M3 ADN-12-25-I-P-A
536216 12 30 M3 ADN-12-30-I-P-A
536217 12 40 M3 ADN-12-40-I-P-A
536226 16 5 M4 ADN-16-5-I-P-A
536227 16 10 M4 ADN-16-10-I-P-A
536228 16 15 M4 ADN-16-15-I-P-A
536229 16 20 M4 ADN-16-20-I-P-A
536230 16 25 M4 ADN-16-25-I-P-A
536231 16 30 M4 ADN-16-30-I-P-A
536232 16 40 M4 ADN-16-40-I-P-A
536341 16 50 M4 ADN-16-50-I-P-A
536242 20 5 M6 ADN-20-5-I-P-A
536243 20 10 M6 ADN-20-10-I-P-A
536244 20 15 M6 ADN-20-15-I-P-A
536245 20 20 M6 ADN-20-20-I-P-A
536246 20 25 M6 ADN-20-25-I-P-A
536247 20 30 M6 ADN-20-30-I-P-A
536248 20 40 M6 ADN-20-40-I-P-A
536249 20 50 M6 ADN-20-50-I-P-A
536362 20 60 M6 ADN-20-60-I-P-A
536259 25 5 M6 ADN-25-5-I-P-A
536260 25 10 M6 ADN-25-10-I-P-A
536261 25 15 M6 ADN-25-15-I-P-A
536262 25 20 M6 ADN-25-20-I-P-A
536263 25 25 M6 ADN-25-25-I-P-A
536264 25 30 M6 ADN-25-30-I-P-A
536265 25 40 M6 ADN-25-40-I-P-A
536266 25 50 M6 ADN-25-50-I-P-A
536383 25 60 M6 ADN-25-60-I-P-A

Tech Sheet 20562

Magnetic Male Piston Rod Thread

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

536204 12 5 M5 ADN-12-5-A-P-A
536205 12 10 M5 ADN-12-10-A-P-A
536206 12 15 M5 ADN-12-15-A-P-A
536207 12 20 M5 ADN-12-20-A-P-A
536208 12 25 M5 ADN-12-25-A-P-A
536209 12 30 M5 ADN-12-30-A-P-A
536210 12 40 M5 ADN-12-40-A-P-A
536219 16 5 M5 ADN-16-5-A-P-A
536220 16 10 M5 ADN-16-10-A-P-A
536221 16 15 M5 ADN-16-15-A-P-A
536222 16 20 M5 ADN-16-20-A-P-A
536223 16 25 M5 ADN-16-25-A-P-A
536224 16 30 M5 ADN-16-30-A-P-A
536225 16 40 M5 ADN-16-40-A-P-A
536331 16 50 M5 ADN-16-50-A-P-A
536234 20 5 M8 ADN-20-5-A-P-A
536235 20 10 M8 ADN-20-10-A-P-A
536236 20 15 M8 ADN-20-15-A-P-A
536237 20 20 M8 ADN-20-20-A-P-A
536238 20 25 M8 ADN-20-25-A-P-A
536239 20 30 M8 ADN-20-30-A-P-A
536240 20 40 M8 ADN-20-40-A-P-A
536241 20 50 M8 ADN-20-50-A-P-A
536352 20 60 M8 ADN-20-60-A-P-A
536251 25 5 M8 ADN-25-5-A-P-A
536252 25 10 M8 ADN-25-10-A-P-A
536253 25 15 M8 ADN-25-15-A-P-A
536254 25 20 M8 ADN-25-20-A-P-A
536255 25 25 M8 ADN-25-25-A-P-A
536256 25 30 M8 ADN-25-30-A-P-A
536257 25 40 M8 ADN-25-40-A-P-A
536258 25 50 M8 ADN-25-50-A-P-A
536373 25 60 M8 ADN-25-60-A-P-A

Tech Sheet 20563

•	 Compact cylinders with standard dimensions
•	 Comply with the standard ISO 21287
•	 Innovative technology for maximum speeds
•	 Flexible in use thanks to easy-to-configure variants
•	 Profile slot for proximity sensor

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1 to 10 bar

Elastic Cushioning
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ADN COMPACT CYLINDER ISO 21286
(Male & Female Piston Rod)

Up to 50% less
fitting space
compared
to standard
cylinders

Comprehensive 
range of mounting 
accessories

Cylinder
Type

Magnetic

Polymer
Bore Size 

mm

Stroke Size 
mm

A - Male Piston Rod
I - Female Piston Rod

High speeds and machine cycles
due to excellent running and
cushioning characteristics

Patented 3 
component piston

Part Numbering

Features

ADN AA P2525

CYLINDERS For the full range and more information,
please contact one of our sales team.

-----
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CYLINDER ATTACHMENTS & ACCESSORIES

Mounting Components for Drive Units

Standard Swivel Flange with 
Spherical Rod Eye, ISO 15552
0009 To Suit Bore mm Manufacturer’s Code
174397 32 SNCS-32
174398 40 SNCS-40
174399 50 SNCS-50
174400 63 SNCS-63
174401 80 SNCS-80

Tech Sheet 70220

Wide Swivel Flange, ISO 15552
0009 To Suit Bore mm Manufacturer’s Code
174404 32 SNCL-32
174405 40 SNCL-40
174406 50 SNCL-50
174407 63 SNCL-63
174408 80 SNCL-80

Tech Sheet 70221

Standard Swivel Flange, ISO 15552
0009 To Suit Bore mm Manufacturer’s Code
174383 32 SNC-32
174384 40 SNC-40
174385 50 SNC-50
174386 63 SNC-63
174387 80 SNC-80

Tech Sheet 70222

Wide Swivel Flange, ISO 15552
0009 To Suit Bore mm Manufacturer’s Code
174390 32 SNCB-32
174391 40 SNCB-40
174392 50 SNCB-50
174393 63 SNCB-63
174394 80 SNCB-80

Tech Sheet 70223

Trunnion Mounting Kit, ISO 15552
0009 To Suit Bore mm Manufacturer’s Code
2213233 32 DAMT-V1-32-A
2214899 40 DAMT-V1-40-A
2214909 50 DAMT-V1-50-A
2214971 63 DAMT-V1-63-A
163529 80 DAMT-V1-80-A

Tech Sheet 70224

SGS, Rod Eyes
0009 Thread Manufacturer’s Code
9254 M6 SGS-M6
9255 M8 SGS-M8
9261 M10 x 1.25 SGS-M10X1.25
9262 M12 x 1.25 SGS-M12X1.25
9263 M16 x 1.5 SGS-M16X1.5
9264 M20 x 1.5 SGS-M20X1.5

Tech Sheet 71576

Rod Clevis
0009 Thread Manufacturer’s Code
3110 M6 SG-M6
3111 M8 SG-M8
6144 M10 x 1.25 SG-M10X1.25
6145 M12 x 1.25 SG-M12X1.25
6146 M16 x 1.25 SG-M16X1.5
6147 M20 x 1.5 SG-M20X1.5

Tech Sheet 71577

Clevis Foot Mounting, ISO 15552
0009 To Suit Bore mm Manufacturer’s Code
33890 32 LNG-32
33891 40 LNG-40
33892 50 LNG-50
33893 63 LNG-63
33894 80 LNG-80

Tech Sheet 70215

Foot Mountings, ISO 15552
0009 To Suit Bore mm Manufacturer’s Code
174369 32 HNC-32
174370 40 HNC-40
174371 50 HNC-50
174372 63 HNC-63
174373 80 HNC-80

Tech Sheet 70219

Piston Rod Attachments

For use with all cylinders.
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•	 Strokes of up to 2800mm
•	 Excellent flexibility thanks to wide range of variants

•	 Extensive range of accessories makes it possible to install the cylinder virtually anywhere
•	 Two sensor slots

ISO 15552 STANDARD CYLINDERS, DSBC

Double Acting, Self-adjusting Pneumatic Cushioning

Magnetic

0009 Piston Diameter 
mm

Stroke 
mm

Piston Rod 
Thread

Manufacturer’s
Code

2123085 32 20 M10 x 1.25 DSBC-32-20-PPSA-N3
1376467 32 25 M10 x 1.25 DSBC-32-25-PPSA-N3
2123086 32 30 M10 x 1.25 DSBC-32-30-PPSA-N3
1376468 32 40 M10 x 1.25 DSBC-32-40-PPSA-N3
1376469 32 50 M10 x 1.25 DSBC-32-50-PPSA-N3
2123087 32 60 M10 x 1.25 DSBC-32-60-PPSA-N3
2123088 32 70 M10 x 1.25 DSBC-32-70-PPSA-N3
1376470 32 80 M10 x 1.25 DSBC-32-80-PPSA-N3
1376471 32 100 M10 x 1.25 DSBC-32-100-PPSA-N3
1376472 32 125 M10 x 1.25 DSBC-32-125-PPSA-N3
2123089 32 150 M10 x 1.25 DSBC-32-150-PPSA-N3
1376473 32 160 M10 x 1.25 DSBC-32-160-PPSA-N3
1376474 32 200 M10 x 1.25 DSBC-32-200-PPSA-N3
1376475 32 250 M10 x 1.25 DSBC-32-250-PPSA-N3
2123090 32 300 M10 x 1.25 DSBC-32-300-PPSA-N3
1376476 32 320 M10 x 1.25 DSBC-32-320-PPSA-N3
1376477 32 400 M10 x 1.25 DSBC-32-400-PPSA-N3
1376478 32 500 M10 x 1.25 DSBC-32-500-PPSA-N3

Tech Sheet 70242

Magnetic

0009 Piston Diameter 
mm

Stroke 
mm

Piston Rod 
Thread

Manufacturer’s
Code

2123780 40 20 M12 x 1.25 DSBC-40-20-PPSA-N3
1376903 40 25 M12 x 1.25 DSBC-40-25-PPSA-N3
2123781 40 30 M12 x 1.25 DSBC-40-30-PPSA-N3
1376904 40 40 M12 x 1.25 DSBC-40-40-PPSA-N3
1376905 40 50 M12 x 1.25 DSBC-40-50-PPSA-N3
2123782 40 60 M12 x 1.25 DSBC-40-60-PPSA-N3
2123783 40 70 M12 x 1.25 DSBC-40-70-PPSA-N3
1376906 40 80 M12 x 1.25 DSBC-40-80-PPSA-N3
1376907 40 100 M12 x 1.25 DSBC-40-100-PPSA-N3
1376908 40 125 M12 x 1.25 DSBC-40-125-PPSA-N3
2123784 40 150 M12 x 1.25 DSBC-40-150-PPSA-N3
1376909 40 160 M12 x 1.25 DSBC-40-160-PPSA-N3
1376910 40 200 M12 x 1.25 DSBC-40-200-PPSA-N3
1376911 40 250 M12 x 1.25 DSBC-40-250-PPSA-N3
2123785 40 300 M12 x 1.25 DSBC-40-300-PPSA-N3
1376912 40 320 M12 x 1.25 DSBC-40-320-PPSA-N3
1376913 40 400 M12 x 1.25 DSBC-40-400-PPSA-N3
1376914 40 500 M12 x 1.25 DSBC-40-500-PPSA-N3
2102628 50 20 M16 x 1.5 DSBC-50-20-PPSA-N3
1376301 50 25 M16 x 1.5 DSBC-50-25-PPSA-N3
2102629 50 30 M16 x 1.5 DSBC-50-30-PPSA-N3
1376304 50 40 M16 x 1.5 DSBC-50-40-PPSA-N3
1376305 50 50 M16 x 1.5 DSBC-50-50-PPSA-N3
2102630 50 60 M16 x 1.5 DSBC-50-60-PPSA-N3
2102631 50 70 M16 x 1.5 DSBC-50-70-PPSA-N3
1376306 50 80 M16 x 1.5 DSBC-50-80-PPSA-N3
1376307 50 100 M16 x 1.5 DSBC-50-100-PPSA-N3
1376308 50 125 M16 x 1.5 DSBC-50-125-PPSA-N3
2102632 50 150 M16 x 1.5 DSBC-50-150-PPSA-N3
1376309 50 160 M16 x 1.5 DSBC-50-160-PPSA-N3
1376310 50 200 M16 x 1.5 DSBC-50-200-PPSA-N3
1376311 50 250 M16 x 1.5 DSBC-50-250-PPSA-N3
2102633 50 300 M16 x 1.5 DSBC-50-300-PPSA-N3
1376312 50 320 M16 x 1.5 DSBC-50-320-PPSA-N3
1376313 50 400 M16 x 1.5 DSBC-50-400-PPSA-N3
1376314 50 500 M16 x 1.5 DSBC-50-500-PPSA-N3

Tech Sheet 70243

Magnetic

0009 Piston Diameter
mm

Stroke 
mm

Piston Rod
Thread

Manufacturer’s
Code

2126684 63 20 M16 x 1.5 DSBC-63-20-PPSA-N3
1383632 63 25 M16 x 1.5 DSBC-63-25-PPSA-N3
2126685 63 30 M16 x 1.5 DSBC-63-30-PPSA-N3
1383633 63 40 M16 x 1.5 DSBC-63-40-PPSA-N3
1383634 63 50 M16 x 1.5 DSBC-63-50-PPSA-N3
2126686 63 60 M16 x 1.5 DSBC-63-60-PPSA-N3
2126687 63 70 M16 x 1.5 DSBC-63-70-PPSA-N3
1383635 63 80 M16 x 1.5 DSBC-63-80-PPSA-N3
1383636 63 100 M16 x 1.5 DSBC-63-100-PPSA-N3
1383637 63 125 M16 x 1.5 DSBC-63-125-PPSA-N3
2126688 63 150 M16 x 1.5 DSBC-63-150-PPSA-N3
1383638 63 160 M16 x 1.5 DSBC-63-160-PPSA-N3
1383639 63 200 M16 x 1.5 DSBC-63-200-PPSA-N3
1383640 63 250 M16 x 1.5 DSBC-63-250-PPSA-N3
2126689 63 300 M16 x 1.5 DSBC-63-300-PPSA-N3
1383641 63 320 M16 x 1.5 DSBC-63-320-PPSA-N3
1383642 63 400 M16 x 1.5 DSBC-63-400-PPSA-N3
1383643 63 500 M16 x 1.5 DSBC-63-500-PPSA-N3
2126636 80 20 M20 x 1.5 DSBC-80-20-PPSA-N3
1383366 80 25 M20 x 1.5 DSBC-80-25-PPSA-N3
2126637 80 30 M20 x 1.5 DSBC-80-30-PPSA-N3
1383367 80 40 M20 x 1.5 DSBC-80-40-PPSA-N3
1383368 80 50 M20 x 1.5 DSBC-80-50-PPSA-N3
2126638 80 60 M20 x 1.5 DSBC-80-60-PPSA-N3
2126639 80 70 M20 x 1.5 DSBC-80-70-PPSA-N3
1383369 80 80 M20 x 1.5 DSBC-80-80-PPSA-N3
1383370 80 100 M20 x 1.5 DSBC-80-100-PPSA-N3
1383371 80 125 M20 x 1.5 DSBC-80-125-PPSA-N3
2126640 80 150 M20 x 1.5 DSBC-80-150-PPSA-N3
1383372 80 160 M20 x 1.5 DSBC-80-160-PPSA-N3
1383373 80 200 M20 x 1.5 DSBC-80-200-PPSA-N3
1383374 80 250 M20 x 1.5 DSBC-80-250-PPSA-N3
2126641 80 300 M20 x 1.5 DSBC-80-300-PPSA-N3
1383375 80 320 M20 x 1.5 DSBC-80-320-PPSA-N3
1383376 80 400 M20 x 1.5 DSBC-80-400-PPSA-N3
1383377 80 500 M20 x 1.5 DSBC-80-500-PPSA-N3

Tech Sheet 70244

Ambient Temperature:
-20°C to +80°C

Working Pressure:
0.6 to 12 bar  (Piston: 32, 40mm)
0.4 to 12 bar (Piston: 50, 63, 80mm)

Self-adjusting Cushioning
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ISO 15552 STANDARD CYLINDERS, DSBC

Double Acting, Adjustable Pneumatic Cushioning

•	 Strokes of up to 2800mm
•	 Excellent flexibility thanks to wide range of variants

•	 Extensive range of accessories makes it possible to install the cylinder virtually anywhere
•	 Two sensor slots

Ambient Temperature:
-20°C to +80°C

Working Pressure:
0.6 to 12 bar  (Piston: 32, 40mm)
0.4 to 12 bar (Piston: 50, 63, 80mm)

Magnetic

0009 Piston Diameter 
mm

Stroke 
mm

Piston Rod 
Thread

Manufacturer’s
Code

2125490 63 20 M16 x 1.5 DSBC-63-20-PPVA-N3
1383578 63 25 M16 x 1.5 DSBC-63-25-PPVA-N3
2125491 63 30 M16 x 1.5 DSBC-63-30-PPVA-N3
1383579 63 40 M16 x 1.5 DSBC-63-40-PPVA-N3
1383580 63 50 M16 x 1.5 DSBC-63-50-PPVA-N3
2125492 63 60 M16 x 1.5 DSBC-63-60-PPVA-N3
2125493 63 70 M16 x 1.5 DSBC-63-70-PPVA-N3
1383581 63 80 M16 x 1.5 DSBC-63-80-PPVA-N3
1383582 63 100 M16 x 1.5 DSBC-63-100-PPVA-N3
1383583 63 125 M16 x 1.5 DSBC-63-125-PPVA-N3
2125494 63 150 M16 x 1.5 DSBC-63-150-PPVA-N3
1383584 63 160 M16 x 1.5 DSBC-63-160-PPVA-N3
1383585 63 200 M16 x 1.5 DSBC-63-200-PPVA-N3
1383586 63 250 M16 x 1.5 DSBC-63-250-PPVA-N3
2125495 63 300 M16 x 1.5 DSBC-63-300-PPVA-N3
1383587 63 320 M16 x 1.5 DSBC-63-320-PPVA-N3
1383588 63 400 M16 x 1.5 DSBC-63-400-PPVA-N3
1383589 63 500 M16 x 1.5 DSBC-63-500-PPVA-N3
2126594 80 20 M20 x 1.5 DSBC-80-20-PPVA-N3
1383333 80 25 M20 x 1.5 DSBC-80-25-PPVA-N3
2126595 80 30 M20 x 1.5 DSBC-80-30-PPVA-N3
1383334 80 40 M20 x 1.5 DSBC-80-40-PPVA-N3
1383335 80 50 M20 x1.5 DSBC-80-50-PPVA-N3
2126597 80 60 M20 x 1.5 DSBC-80-60-PPVA-N3
2126598 80 70 M20 x 1.5 DSBC-80-70-PPVA-N3
1383336 80 80 M20 x 1.5 DSBC-80-80-PPVA-N3
1383337 80 100 M20 x 1.5 DSBC-80-100-PPVA-N3
1383338 80 125 M20 x 1.5 DSBC-80-125-PPVA-N3
2126599 80 150 M20 x 1.5 DSBC-80-150-PPVA-N3
1383339 80 160 M20 x 1.5 DSBC-80-160-PPVA-N3
1383340 80 200 M20 x 1.5 DSBC-80-200-PPVA-N3
1383341 80 250 M20 x 1.5 DSBC-80-250-PPVA-N3
2126600 80 300 M20 x 1.5 DSBC-80-300-PPVA-N3
1383342 80 320 M20 x 1.5 DSBC-80-320-PPVA-N3
1383343 80 400 M20 x 1.5 DSBC-80-400-PPVA-N3
1383344 80 500 M20 x 1.5 DSBC-80-500-PPVA-N3

Tech Sheet 70241

Magnetic

0009 Piston Diameter
mm

Stroke
 mm

Piston Rod
Thread

Manufacturer’s
Code

2123166 40 20 M12 x 1.25 DSBC-40-20-PPVA-N3
1376656 40 25 M12 x 1.25 DSBC-50-250-PPVA-N3
2123167 40 30 M12 x 1.25 DSBC-40-30-PPVA-N3
1376657 40 40 M12 x 1.25 DSBC-40-40-PPVA-N3
1376658 40 50 M12 x 1.25 DSBC-40-50-PPVA-N3
2123224 40 60 M12 x 1.25 DSBC-40-60-PPVA-N3
2123225 40 70 M12 x 1.25 DSBC-40-70-PPVA-N3
1376659 40 80 M12 x 1.25 DSBC-40-80-PPVA-N3
1376660 40 100 M12 x 1.25 DSBC-40-100-PPVA-N3
1376661 40 125 M12 x 1.25 DSBC-40-125-PPVA-N3
2123226 40 150 M12 x 1.25 DSBC-40-150-PPVA-N3
1376662 40 160 M12 x 1.25 DSBC-40-160-PPVA-N3
1376663 40 200 M12 x 1.25 DSBC-40-200-PPVA-N3
1376664 40 250 M12 x 1.25 DSBC-40-250-PPVA-N3
2123227 40 300 M12 x 1.25 DSBC-40-300-PPVA-N3
1376665 40 320 M12 x 1.25 DSBC-40-320-PPVA-N3
1376666 40 400 M12 x 1.25 DSBC-40-400-PPVA-N3
1376667 40 500 M12 x 1.25 DSBC-40-500-PPVA-N3
2098969 50 20 M16 x 1.5 DSBC-50-20-PPVA-N3
1366948 50 25 M16 x 1.5 DSBC-50-25-PPVA-N3
2098970 50 30 M16 x 1.5 DSBC-50-30-PPVA-N3
1366949 50 40 M16 x 1.5 DSBC-50-40-PPVA-N3
1366950 50 50 M16 x 1.5 DSBC-50-50-PPVA-N3
2098972 50 60 M16 x 1.5 DSBC-50-60-PPVA-N3
2098973 50 70 M16 x 1.5 DSBC-50-70-PPVA-N3
1366951 50 80 M16 x 1.5 DSBC-50-80-PPVA-N3
1366952 50 100 M16 x 1.5 DSBC-50-100-PPVA-N3
1366953 50 125 M16 x 1.5 DSBC-50-125-PPVA-N3
2098974 50 150 M16 x 1.5 DSBC-50-150-PPVA-N3
1366954 50 160 M16 x 1.5 DSBC-50-160-PPVA-N3
1366955 50 200 M16 x 1.5 DSBC-50-200-PPVA-N3
1366956 50 250 M16 x 1.5 DSBC-40-25-PPVA-N3
2098975 50 300 M16 x 1.5 DSBC-50-300-PPVA-N3
1366957 50 320 M16 x 1.5 DSBC-50-320-PPVA-N3
1366958 50 400 M16 x 1.5 DSBC-50-400-PPVA-N3
1366959 50 500 M16 x 1.5 DSBC-50-500-PPVA-N3

Tech Sheet 70240

Magnetic

0009 Piston Diameter
 mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

2123069 32 20 M10 x 1.25 DSBC-32-20-PPVA-N3
1376422 32 25 M10 x 1.25 DSBC-32-25-PPVA-N3
2123070 32 30 M10 x 1.25 DSBC-32-30-PPVA-N3
1376423 32 40 M10 x 1.25 DSBC-32-40-PPVA-N3
1376424 32 50 M10 x 1.25 DSBC-32-50-PPVA-N3
2123071 32 60 M10 x 1.25 DSBC-32-60-PPVA-N3
2123072 32 70 M10 x 1.25 DSBC-32-70-PPVA-N3
1376425 32 80 M10 x 1.25 DSBC-32-80-PPVA-N3
1376426 32 100 M10 x 1.25 DSBC-32-100-PPVA-N3
1376427 32 125 M10 x 1.25 DSBC-32-125-PPVA-N3
2123073 32 150 M10 x 1.25 DSBC-32-150-PPVA-N3
1376428 32 160 M10 x 1.25 DSBC-32-160-PPVA-N3
1376429 32 200 M10 x 1.25 DSBC-32-200-PPVA-N3
1376430 32 250 M10 x 1.25 DSBC-32-250-PPVA-N3
2123074 32 300 M10 x 1.25 DSBC-32-300-PPVA-N3
1376431 32 320 M10 x 1.25 DSBC-32-320-PPVA-N3
1376432 32 400 M10 x 1.25 DSBC-32-400-PPVA-N3
1376433 32 500 M10 x 1.25 DSBC-32-500-PPVA-N3

Tech Sheet 70239

Adjustable Cushioning
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DSBC STANDARD CYLINDER

Wide range of 
standard options

Standard cylinder 
to ISO 15552

Slotted profile to accomodate
most sensor types

Cylinder
Type

Magnetic

Bore Size 
mm

Stroke Size 
mm

Cushioning
PPS - Automatic

P - Polymer Cushion
PPV - Adjustable Pneumatic Cushioning

Additional polymer cushioning, 
reduces noise levels and extends life

Integrated magnetic 
piston assembly

for precise position
monitoring

Part Numbering

Features

DSBC 40 200 PPSA A

CYLINDERS For the full range and more information,
please contact one of our sales team.

- - - -
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CYLINDER ATTACHMENTS & ACCESSORIES

Mounting Components for Drive Units

Clevis Foot Swivel Mounting, ISO 6432

0009 To Suit
Bore mm

Manufacturer’s
Code

6058 12/16 LBN-12/16
6059 20/25 LBN-20/25

Tech Sheet 70216

Foot Mounting, ISO 6432, Version S1,
For DSNU Standard Cylinder

0009 To Suit
Bore mm Quantity Manufacturer’s

Code
5125 12/16 1 HBN-12/16X1
5126 12/16 2 HBN-12/16X2
5127 20/25 1 HBN-20/25X1
5128 20/25 2 HBN-20/25X2

Tech Sheet 70217

Foot Mounting, ISO 6432, Version S3,
For DSNU-S Space Saving Cylinder

0009 To Suit
Bore mm Quantity Manufacturer’s

Code
5407712 8 1 HBN-S-8X1
5407772 12/16 1 HBN-S-12/16X1
5407787 20/25 1 HBN-S-20/25X1
5407847 20/25 2 HBN-S-20/25X2

Tech Sheet 70218
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ROUND CYLINDERS, DSNU-S

Compact Double Acting, Self-adjusting Pneumatic Cushioning

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

5217238 16 25 M6 DSNU-S-16-25-PPS-A
5217239 16 30 M6 DSNU-S-16-30-PPS-A
5217240 16 40 M6 DSNU-S-16-40-PPS-A
5217241 16 50 M6 DSNU-S-16-50-PPS-A
5217242 16 60 M6 DSNU-S-16-60-PPS-A
5217243 16 80 M6 DSNU-S-16-80-PPS-A
5217244 16 100 M6 DSNU-S-16-100-PPS-A
5217245 16 125 M6 DSNU-S-16-125-PPS-A
5217246 16 150 M6 DSNU-S-16-150-PPS-A
5217248 16 200 M6 DSNU-S-16-200-PPS-A

Tech Sheet 70233

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

5225836 20 25 M8 DSNU-S-20-25-PPS-A
5225837 20 30 M8 DSNU-S-20-30-PPS-A
5225838 20 40 M8 DSNU-S-20-40-PPS-A
5225839 20 50 M8 DSNU-S-20-50-PPS-A
5225840 20 60 M8 DSNU-S-20-60-PPS-A
5225841 20 80 M8 DSNU-S-20-80-PPS-A
5225842 20 100 M8 DSNU-S-20-100-PPS-A
5225843 20 125 M8 DSNU-S-20-125-PPS-A
5225844 20 150 M8 DSNU-S-20-150-PPS-A
5225846 20 200 M8 DSNU-S-20-200-PPS-A
5228452 25 25 M8 DSNU-S-25-25-PPS-A
5228453 25 30 M8 DSNU-S-25-30-PPS-A
5228454 25 40 M8 DSNU-S-25-40-PPS-A
5228455 25 50 M8 DSNU-S-25-50-PPS-A
5228456 25 60 M8 DSNU-S-25-60-PPS-A
5228457 25 80 M8 DSNU-S-25-80-PPS-A
5228458 25 100 M8 DSNU-S-25-100-PPS-A
5228459 25 125 M8 DSNU-S-25-125-PPS-A
5228460 25 150 M8 DSNU-S-25-150-PPS-A
5228461 25 200 M8 DSNU-S-25-200-PPS-A

Tech Sheet 70234

Self-adjusting Cushioning

•	 Compact variant of standards-based cylinder DSNU
•	 Diameter 16-25mm
•	 Space saving

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1 to 10 bar
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ROUND CYLINDERS, DSNU-S

Compact Double Acting, Elastic Polymer Cushioning Rings

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

5211896 12 10 M6 DSNU-S-12-10-P-A
5211897 12 15 M6 DSNU-S-12-15-P-A
5211898 12 20 M6 DSNU-S-12-20-P-A
5211899 12 25 M6 DSNU-S-12-25-P-A
5211900 12 30 M6 DSNU-S-12-30-P-A
5211901 12 40 M6 DSNU-S-12-40-P-A
5211903 12 50 M6 DSNU-S-12-50-P-A
5211904 12 60 M6 DSNU-S-12-60-P-A
5211905 12 80 M6 DSNU-S-12-80-P-A
5211906 12 100 M6 DSNU-S-12-100-P-A
5211908 12 125 M6 DSNU-S-12-125-P-A
5211909 12 150 M6 DSNU-S-12-150-P-A
5216087 16 10 M6 DSNU-S-16-10-P-A
5216088 16 15 M6 DSNU-S-16-15-P-A
5216089 16 20 M6 DSNU-S-16-20-P-A
5216090 16 25 M6 DSNU-S-16-25-P-A
5216091 16 30 M6 DSNU-S-16-30-P-A
5216093 16 40 M6 DSNU-S-16-40-P-A
5216094 16 50 M6 DSNU-S-16-50-P-A
5216095 16 60 M6 DSNU-S-16-60-P-A
5216096 16 80 M6 DSNU-S-16-80-P-A
5216098 16 100 M6 DSNU-S-16-100-P-A
5216099 16 125 M6 DSNU-S-16-125-P-A
5216100 16 150 M6 DSNU-S-16-150-P-A
5216101 16 200 M6 DSNU-S-16-200-P-A

Tech Sheet 70227

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

5224633 20 10 M8 DSNU-S-20-10-P-A
5224634 20 15 M8 DSNU-S-20-15-P-A
5224635 20 20 M8 DSNU-S-20-20-P-A
5224636 20 25 M8 DSNU-S-20-25-P-A
5224637 20 30 M8 DSNU-S-20-30-P-A
5224639 20 40 M8 DSNU-S-20-40-P-A
5224641 20 50 M8 DSNU-S-20-50-P-A
5224642 20 60 M8 DSNU-S-20-60-P-A
5224643 20 80 M8 DSNU-S-20-80-P-A
5224644 20 100 M8 DSNU-S-20-100-P-A
5224645 20 125 M8 DSNU-S-20-125-P-A
5224646 20 150 M8 DSNU-S-20-150-P-A
5224647 20 200 M8 DSNU-S-20-200-P-A
5228227 25 10 M8 DSNU-S-25-10-P-A
5228228 25 15 M8 DSNU-S-25-15-P-A
5228229 25 20 M8 DSNU-S-25-20-P-A
5228230 25 25 M8 DSNU-S-25-25-P-A
5228231 25 30 M8 DSNU-S-25-30-P-A
5228232 25 40 M8 DSNU-S-25-40-P-A
5228233 25 50 M8 DSNU-S-25-50-P-A
5228234 25 60 M8 DSNU-S-25-60-P-A
5228235 25 80 M8 DSNU-S-25-80-P-A
5228236 25 100 M8 DSNU-S-25-100-P-A
5228237 25 125 M8 DSNU-S-25-125-P-A
5228238 25 150 M8 DSNU-S-25-150-P-A
5228239 25 200 M8 DSNU-S-25-200-P-A

Tech Sheet 70228

•	 Compact variant of standards-based cylinder DSNU
•	 Diameter 12-25mm
•	 Space saving

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1 to 10 bar

Elastic Polymer Cushioning
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DIN ISO 6432 ROUND CYLINDERS, DSNU

Double Acting, Self-adjusting Pneumatic Cushioning

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

1908274 16 10 M6 DSNU-16-10-PPS-A
1908275 16 15 M6 DSNU-16-15-PPS-A
1908276 16 20 M6 DSNU-16-20-PPS-A
559263 16 25 M6 DSNU-16-25-PPS-A
1908277 16 30 M6 DSNU-16-30-PPS-A
1908278 16 35 M6 DSNU-16-35-PPS-A
559264 16 40 M6 DSNU-16-40-PPS-A
559265 16 50 M6 DSNU-16-50-PPS-A
1908279 16 60 M6 DSNU-16-60-PPS-A
1908280 16 70 M6 DSNU-16-70-PPS-A
559266 16 80 M6 DSNU-16-80-PPS-A
559267 16 100 M6 DSNU-16-100-PPS-A
559268 16 125 M6 DSNU-16-125-PPS-A
1908281 16 150 M6 DSNU-16-150-PPS-A
559269 16 160 M6 DSNU-16-160-PPS-A
559270 16 200 M6 DSNU-16-200-PPS-A

Tech Sheet 70231

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

1908297 20 10 M8 DSNU-20-10-PPS-A
1908298 20 15 M8 DSNU-20-15-PPS-A
1908299 20 20 M8 DSNU-20-20-PPS-A
559271 20 25 M8 DSNU-20-25-PPS-A
1908300 20 30 M8 DSNU-20-30-PPS-A
1908301 20 35 M8 DSNU-20-35-PPS-A
559272 20 40 M8 DSNU-20-40-PPS-A
559273 20 50 M8 DSNU-20-50-PPS-A
1908302 20 60 M8 DSNU-20-60-PPS-A
1908303 20 70 M8 DSNU-20-70-PPS-A
559274 20 80 M8 DSNU-20-80-PPS-A
559275 20 100 M8 DSNU-20-100-PPS-A
559276 20 125 M8 DSNU-20-125-PPS-A
1908304 20 150 M8 DSNU-20-150-PPS-A
559277 20 160 M8 DSNU-20-160-PPS-A
559278 20 200 M8 DSNU-20-200-PPS-A
559279 20 250 M8 DSNU-20-250-PPS-A
559280 20 300 M8 DSNU-20-300-PPS-A
559281 20 320 M8 DSNU-20-320-PPS-A
1908320 25 10 M10 x 1.25 DSNU-25-10-PPS-A
1908321 25 15 M10 x 1.25 DSNU-25-15-PPS-A
1908322 25 20 M10 x 1.25 DSNU-25-20-PPS-A
559282 25 25 M10 x 1.25 DSNU-25-25-PPS-A
1908323 25 30 M10 x 1.25 DSNU-25-30-PPS-A
1908324 25 35 M10 x 1.25 DSNU-25-35-PPS-A
559283 25 40 M10 x 1.25 DSNU-25-40-PPS-A
559284 25 50 M10 x 1.25 DSNU-25-50-PPS-A
1908325 25 60 M10 x 1.25 DSNU-25-60-PPS-A
1908326 25 70 M10 x 1.25 DSNU-25-70-PPS-A
559285 25 80 M10 x 1.25 DSNU-25-80-PPS-A
559286 25 100 M10 x 1.25 DSNU-25-100-PPS-A
559287 25 125 M10 x 1.25 DSNU-25-125-PPS-A
1908327 25 150 M10 x 1.25 DSNU-25-150-PPS-A
559288 25 160 M10 x 1.25 DSNU-25-160-PPS-A
559289 25 200 M10 x 1.25 DSNU-25-200-PPS-A
559290 25 250 M10 x 1.25 DSNU-25-250-PPS-A
559291 25 300 M10 x 1.25 DSNU-25-300-PPS-A
559292 25 320 M10 x 1.25 DSNU-25-320-PPS-A

Tech Sheet 70232

•	 Diameter 16-25mm: ISO 6432
•	 For very high demands on running characteristics, service life and load capacity
•	 Stainless Steel piston rod
•	 Comprehensive range of accessories

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1 to 10 bar

Self-adjusting Cushioning
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DIN ISO 6432 ROUND CYLINDERS, DSNU

Double Acting, Adjustable Pneumatic Cushioning

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

1908266 16 10 M6 DSNU-16-10-PPV-A
1908267 16 15 M6 DSNU-16-15-PPV-A
1908268 16 20 M6 DSNU-16-20-PPV-A
33973 16 25 M6 DSNU-16-25-PPV-A
1908269 16 30 M6 DSNU-16-30-PPV-A
1908270 16 35 M6 DSNU-16-35-PPV-A
19229 16 40 M6 DSNU-16-40-PPV-A
19230 16 50 M6 DSNU-16-50-PPV-A
1908271 16 60 M6 DSNU-16-60-PPV-A
1908272 16 70 M6 DSNU-16-70-PPV-A
19231 16 80 M6 DSNU-16-80-PPV-A
19232 16 100 M6 DSNU-16-100-PPV-A
19233 16 125 M6 DSNU-16-125-PPV-A
1908273 16 150 M6 DSNU-16-150-PPV-A
19234 16 160 M6 DSNU-16-160-PPV-A
19235 16 200 M6 DSNU-16-200-PPV-A

Tech Sheet 70229

Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

1908289 20 10 M8 DSNU-20-10-PPV-A
1908290 20 15 M8 DSNU-20-15-PPV-A
1908291 20 20 M8 DSNU-20-20-PPV-A
33974 20 25 M8 DSNU-20-25-PPV-A
1908292 20 30 M8 DSNU-20-30-PPV-A
1908293 20 35 M8 DSNU-20-35-PPV-A
19236 20 40 M8 DSNU-20-40-PPV-A
19237 20 50 M8 DSNU-20-50-PPV-A
1908294 20 60 M8 DSNU-20-60-PPV-A
1908295 20 70 M8 DSNU-20-70-PPV-A
19238 20 80 M8 DSNU-20-80-PPV-A
19239 20 100 M8 DSNU-20-100-PPV-A
19240 20 125 M8 DSNU-20-125-PPV-A
1908296 20 150 M8 DSNU-20-150-PPV-A
19241 20 160 M8 DSNU-20-160-PPV-A
19242 20 200 M8 DSNU-20-200-PPV-A
19243 20 250 M8 DSNU-20-250-PPV-A
19244 20 300 M8 DSNU-20-300-PPV-A
34720 20 320 M8 DSNU-20-320-PPV-A
1908312 25 10 M10 x 1.25 DSNU-25-10-PPV-A
1908313 25 15 M10 x 1.25 DSNU-25-15-PPV-A
1908314 25 20 M10 x 1.25 DSNU-25-20-PPV-A
33975 25 25 M10 x 1.25 DSNU-25-25-PPV-A
1908315 25 30 M10 x 1.25 DSNU-25-30-PPV-A
1908316 25 35 M10 x 1.25 DSNU-25-35-PPV-A
19245 25 40 M10 x 1.25 DSNU-25-40-PPV-A
19246 25 50 M10 x 1.25 DSNU-25-50-PPV-A
1908317 25 60 M10 x 1.25 DSNU-25-60-PPV-A
1908318 25 70 M10 x 1.25 DSNU-25-70-PPV-A
19247 25 80 M10 x 1.25 DSNU-25-80-PPV-A
19248 25 100 M10 x 1.25 DSNU-25-100-PPV-A
19249 25 125 M10 x 1.25 DSNU-25-125-PPV-A
1908319 25 150 M10 x 1.25 DSNU-25-150-PPV-A
19250 25 160 M10 x 1.25 DSNU-25-160-PPV-A
19251 25 200 M10 x 1.25 DSNU-25-200-PPV-A
19252 25 250 M10 x 1.25 DSNU-25-250-PPV-A
19253 25 300 M10 x 1.25 DSNU-25-300-PPV-A
34721 25 320 M10 x 1.25 DSNU-25-320-PPV-A

Tech Sheet 70230

•	 Diameter 16-25mm: ISO 6432
•	 For very high demands on running characteristics, service life and load capacity
•	 Stainless Steel piston rod
•	 Comprehensive range of accessories

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1 to 10 bar

Adjustable Cushioning
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DIN ISO 6432 ROUND CYLINDERS, DSNU

Double Acting, Elastic Polymer Cushioning Rings

Polymer, Magnetic

0009 Piston Diameter
mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

19189 12 10 M6 DSNU-12-10-P-A
1908255 12 15 M6 DSNU-12-15-P-A
1908256 12 20 M6 DSNU-12-20-P-A
19190 12 25 M6 DSNU-12-25-P-A
1908257 12 30 M6 DSNU-12-30-P-A
19191 12 40 M6 DSNU-12-40-P-A
19192 12 50 M6 DSNU-12-50-P-A
1908258 12 60 M6 DSNU-12-60-P-A
19193 12 80 M6 DSNU-12-80-P-A
19194 12 100 M6 DSNU-12-100-P-A
19195 12 125 M6 DSNU-12-125-P-A
19196 12 160 M6 DSNU-12-160-P-A
19197 12 200 M6 DSNU-12-200-P-A
19198 16 10 M6 DSNU-16-10-P-A
1908259 16 15 M6 DSNU-16-15-P-A
1908260 16 20 M6 DSNU-16-20-P-A
19199 16 25 M6 DSNU-16-25-P-A
1908261 16 30 M6 DSNU-16-30-P-A
1908262 16 35 M6 DSNU-16-35-P-A
19200 16 40 M6 DSNU-16-40-P-A
19201 16 50 M6 DSNU-16-50-P-A
1908263 16 60 M6 DSNU-16-60-P-A
1908264 16 70 M6 DSNU-16-70-P-A
19202 16 80 M6 DSNU-16-80-P-A
19203 16 100 M6 DSNU-16-100-P-A
19204 16 125 M6 DSNU-16-125-P-A
1908265 16 150 M6 DSNU-16-150-P-A
19205 16 160 M6 DSNU-16-160-P-A
19206 16 200 M6 DSNU-16-200-P-A

Tech Sheet 70225

Polymer, Magnetic

0009 Piston Diameter
 mm

Stroke
mm

Piston Rod
Thread

Manufacturer’s
Code

19207 20 10 M8 DSNU-20-10-P-A
1908282 20 15 M8 DSNU-20-15-P-A
1908283 20 20 M8 DSNU-20-20-P-A
19208 20 25 M8 DSNU-20-25-P-A
1908284 20 30 M8 DSNU-20-30-P-A
1908285 20 35 M8 DSNU-20-35-P-A
19209 20 40 M8 DSNU-20-40-P-A
19210 20 50 M8 DSNU-20-50-P-A
1908286 20 60 M8 DSNU-20-60-P-A
1908287 20 70 M8 DSNU-20-70-P-A
19211 20 80 M8 DSNU-20-80-P-A
19212 20 100 M8 DSNU-20-100-P-A
19213 20 125 M8 DSNU-20-125-P-A
1908288 20 150 M8 DSNU-20-150-P-A
19214 20 160 M8 DSNU-20-160-P-A
19215 20 200 M8 DSNU-20-200-P-A
19216 20 250 M8 DSNU-20-250-P-A
19217 20 300 M8 DSNU-20-300-P-A
34718 20 320 M8 DSNU-20-320-P-A
19218 25 10 M10 x 1.25 DSNU-25-10-P-A
1908305 25 15 M10 x 1.25 DSNU-25-15-P-A
1908306 25 20 M10 x 1.25 DSNU-25-20-P-A
19219 25 25 M10 x 1.25 DSNU-25-25-P-A
1908307 25 30 M10 x 1.25 DSNU-25-30-P-A
1908308 25 35 M10 x 1.25 DSNU-25-35-P-A
19220 25 40 M10 x 1.25 DSNU-25-40-P-A
19221 25 50 M10 x 1.25 DSNU-25-50-P-A
1908309 25 60 M10 x 1.25 DSNU-25-60-P-A
1908310 25 70 M10 x 1.25 DSNU-25-70-P-A
19222 25 80 M10 x 1.25 DSNU-25-80-P-A
19223 25 100 M10 x 1.25 DSNU-25-100-P-A
19224 25 125 M10 x 1.25 DSNU-25-125-P-A
1908311 25 150 M10 x 1.25 DSNU-25-150-P-A
19225 25 160 M10 x 1.25 DSNU-25-160-P-A
19226 25 200 M10 x 1.25 DSNU-25-200-P-A
19227 25 250 M10 x 1.25 DSNU-25-250-P-A
19228 25 300 M10 x 1.25 DSNU-25-300-P-A
34719 25 320 M10 x 1.25 DSNU-25-320-P-A

Tech Sheet 70226

•	 Diameter 12-25mm: ISO 6432
•	 For very high demands on running characteristics, service life and load capacity
•	 Stainless Steel piston rod
•	 Comprehensive range of accessories

Ambient Temperature:
-20°C to +80°C

Working Pressure:
1.5 to 10 bar (12mm Piston)
1 to 10 bar (Piston: 16, 20, 25)

Elastic Polymer Cushioning



6

1
Fe

st
o

PN
EU

M
AT

IC
S

DSNU ROUND CYLINDER

PPS automatic cushioning
provides repeatable 
performance and reduces 
set-up times

Stainless steel piston rod

Double acting operation

Lightweight and 
corrosion resistant

Part Numbering

Features

DSNU 16 100 PPS A

Cylinder
Type

Magnetic

Bore Size 
mm

Stroke Size 
mm

Cushioning
PPS - Automatic

P - Polymer Cushion

CYLINDERS For the full range and more information,
please contact one of our sales team.

----
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The Festo qCore Range

Simply: 
part of the solution

The benefits at a glance:

• Over 35,000 products in the range
• Fast delivery
• Attractively priced 

Core Range for automation

The Festo Core Range is our 
selection of the most important  
products and functions that 
solve the majority of your  
automation tasks.

Simply your procurements -
Just look for the blue star!
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