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SECTION 9
Air Preparation & Gauges

•	 Titan A Series FRL’s
•	 Titan D Series FRL’s
•	 Titan A9 Series FRL’s
•	 Titan PR Series Precision 
	 Regulators
•	 Kelm FRL’s
•	 PCL FRL’s
•	 Electronic Timer Drain Valves
•	 No Loss Electro Drains
•	 No Loss Pneumatic Drains
•	 Pressure Gauges
•	 WIKA Pressure Gauges
•	 Vacuum Gauges
•	 Hydraulic Gauges
•	 HVAC Gauges
•	 Sika Digital Gauges
•	 Sika Calibration
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SECTION 9 CONTENTS
Automatic Drain Valves, Electronic 1427-1428

Automatic Drain Valves, Electronic No Loss 1428

Automatic Drain Valves, Pneumatic No Loss 1428

Calibration 1442

Condensate Separators 1428

Glycerine Filled Gauges 1433-1436

HVAC Gauges 1440

Hydraulic Gauges 1433-1436

Kelm Air Preparation 1414-1423

Kelm Series Air Service Units, Wall Mounted 1420

Kelm Series FRL Accessories 1422-1423

Kelm Series Lockable Shut-off Valves 1421

Kelm Series Soft Start Valves 1421

Mini In-line FRL's 1424

PCL Air Preparation 1426

PCL FRL's 1426

Pressure Gauges 1429-1440

Pressure Gauges, Dry 1430-1432

Regulators In-line ECO 1425

Sika Calibration 1441-1442

Temperature Gauges 1437, 1440

Titan A Series FRL's 1405-1407

Titan A9 Series FRL's 1413

Titan Air Preparation 1405-1413

Titan Condensate Separators 1428

Titan D Series FRL's 1408-1408

Titan Drain Valves 1428

Titan PR Precision Series Regulators 1413

Vacuum Gauges 1432-1433

Visual Indicators 1424

Welding Gauges 1432

Wika Gauges 1438-1440
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TITAN A SERIES AIR PREPARATION

A Series Regulators A Series Filter Regulators

AR5 Series Regulators 3/4”G - 1”G
0600 Port Size G Gauge Thread G Max Flow L/min
AR5000-06 3/4” 1/4” 8000
AR5000-10 1” 1/4” 8000

AW5 Series Filter Regulators 3/4”G - 1”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AW5000-06D 3/4” 1/4” 5500 Autodrain
AW5000-10D 1” 1/4” 5500 Autodrain

AW4 Series Filter Regulator 1/2”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AW4000-04 1/2” 1/4” 4000-4500 Manual
AW4000-04D 1/2” 1/4” 4000-4500 Autodrain

AW3 Series Filter Regulator 1/4”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AW3000-02 1/4” 1/8” 2000 Manual
AW3000-02D 1/4” 1/8” 2000 Autodrain

AW2 Series Filter Regulator 1/8”G - 1/4”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AW2000-01 1/8” 1/8” 550 Manual
AW2000-02 1/4” 1/8” 550 Manual
AW2000-02D 1/4” 1/8” 550 Autodrain

AR4 Series Regulator 1/2”G - 3/4”G
0600 Port Size G Gauge Thread G Max Flow L/min
AR4000-04 1/2” 1/4” 6000
AR4000-046 3/4” 1/4” 6000

AR2 Series Regulator 1/8”G - 1/4”G
0600 Port Size G Gauge Thread G Max Flow L/min
AR2000-01 1/8” 1/8” 550
AR2000-02 1/4” 1/8” 550

AR3 Series Regulator 1/4”G
0600 Port Size G Gauge Thread G Max Flow L/min
AR3000-02 1/4” 1/8” 2500
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TITAN A SERIES AIR PREPARATION

A Series Combi Sets A Series Filters

AC3 Series Filter Regulator & Lube Combi Sets 1/4”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AC3010-02 1/4” 1/4” 1700 Manual
AC3010-02D 1/4” 1/4” 1700 Autodrain

AC4 Series Filter Regulator & Lube Combi Sets 1/2”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AC4010-04 1/2” 1/4” 3000 Manual
AC4010-04D 1/2” 1/4” 3000 Autodrain

AC5 Series Filter Regulator & Lube Combi Sets 3/4”G - 1”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AC5010-06D 3/4” 1/4” 4000 Autodrain
AC5010-10D 1” 1/4” 4000 Autodrain

AC2 Series Filter Regulator & Lube Combi Sets 1/8”G - 1/4”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
AC2010-01 1/8” 1/8” 500 Manual
AC2010-02 1/4” 1/8” 500 Manual
AC2010-02D 1/4” 1/8” 500 Autodrain

AF2 Series Filter 1/8”G - 1/4”G
0600 Port Size G Max Flow L/min Drain
AF2000-01 1/8” 750 Manual
AF2000-01D 1/8” 750 Autodrain
AF2000-02 1/4” 750 Manual
AF2000-02D 1/4” 750 Autodrain

AF4 Series Filter 1/2”G - 3/4”G
0600 Port Size G Max Flow L/min Drain
AF4000-04 1/2” 4000-6000 Manual
AF4000-04D 1/2” 4000-6000 Autodrain
AF4000-06D 3/4” 4000-6000 Autodrain

AF3 Series Filter 1/4”G
0600 Port Size G Max Flow L/min Drain
AF3000-02 1/4” 1500 Manual
AF3000-02D 1/4” 1500 Autodrain

AF5 Series Filter 3/4”G - 1”G
0600 Port Size G Max Flow L/min Drain
AF5000-06D 3/4” 7000 Autodrain
AF5000-10D 1” 7000 Autodrain
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TITAN A SERIES AIR PREPARATION

A Series Lubricators A Series Mounting Brackets

AL2 Series Lubricator 1/8”G - 1/4”G
0600 Port Size G Max Flow L/min
AL2000-01 1/8” 800
AL2000-02 1/4” 800

AL3 Series Lubricator 1/4”G
0600 Port Size G Max Flow L/min
AL3000-02 1/4” 1700

A2 Series Mounting Bracket
0600 Description
A2000-BRKT Mounting Bracket

A2 Series FRL Connecting Bracket
0600 Description
A200T Body Bracket

A3 Series FRL Connecting Bracket
0600 Description
A300T Body Bracket

A4 Series Mounting Bracket
0600 Description
A4000-BRKT Mounting Bracket

A4 Series Mounting Bracket
0600 Description
A400T Mounting Bracket

A5 Series FRL Connecting Bracket
0600 Description
A500T Mounting Bracket

A3 Series Mounting Bracket
0600 Description
A3000-BRKT Mounting Bracket

A5 Series Mounting Bracket
0600 Description
A5000-BRKT Mounting Bracket

AL4 Series Lubricator 1/2”G
0600 Port Size G Max Flow L/min
AL4000-04 1/2” 5000-6300
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TITAN D SERIES AIR PREPARATION

D Series Regulators

DR1 Series Regulator M5 - 1/8”G
0600 Port Size G Gauge Thread G Max Flow L/min
DR100-M5 M5 M5 500
DR100-01 1/8” M5 500

DR4 Series Regulator 3/8”G - 1/2”G
0600 Port Size G Gauge Thread G Max Flow L/min
DR400-03 3/8” 1/4” 3500
DR400-04 1/2” 1/4” 3500

DR6 Series Regulator 3/4”G - 1”G
0600 Port Size G Gauge Thread G Max Flow L/min
DR600-06 3/4” 1/4” 11500
DR600-08 1” 1/4” 11500

DR2 Series Regulator 1/8”G - 3/8”G
0600 Port Size G Gauge Thread G Max Flow L/min
DR200-01 1/8” 1/8” 1700
DR200-02 1/4” 1/8” 1700
DR200-03 3/8” 1/8” 1700
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DC1 Series Filter Regulator M5 - 1/8”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DFR100-M5 M5 M5 500 Manual
DFR100-01 1/8” M5 500 Manual

DC2 Series Filter Regulator 1/8”G - 3/8”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DFR200-01 1/8” 1/8” 1700 Manual
DFR200-02 1/4” 1/8” 1700 Manual
DFR200-02D 1/4” 1/8” 1700 Autodrain
DFR200-03D 3/8” 1/8” 1700 Autodrain

DC6 Series Filter Regulator 3/4”G - 1”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DFR600-06 3/4” 1/4” 11500 Manual
DFR600-08 1” 1/4” 11500 Manual
DFR600-08D 1” 1/4” 11500 Autodrain

DC4 Series Filter Regulator 3/8”G - 3/4”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DFR400-03D 3/8” 1/4” 3500 Autodrain
DFR400-04 1/2” 1/4” 3500 Manual
DFR400-04D 1/2” 1/4” 3500 Autodrain
DFR400-06 3/4” 1/4” 3500 Manual
DFR400-06D 3/4” 1/4” 3500 Autodrain

TITAN D SERIES AIR PREPARATION

D Series Filter Regulators
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DC1 Series Filter Regulator & Lube Combi Sets M5 - 1/8”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DC101-M5 M5 M5 500 Manual
DC101-01 1/8” M5 500 Manual

DC4 Series Filter Regulator & Lube Carry Set 1/2”
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DC401-04CB 1/2” 1/4” 3500 Autodrain

DC2 Series Filter Regulator & Lube Combi Sets 1/8”G - 3/8”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DC201-01 1/8” 1/8” 1700 Manual
DC201-02 1/4” 1/8” 1700 Manual
DC201-02D 1/4” 1/8” 1700 Autodrain
DC201-03D 3/8” 1/8” 1700 Autodrain

DC4 Series Filter Regulator & Lube Combi Sets 3/8”G - 3/4”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DC201-01 3/8” 1/4” 3500 Autodrain
DC201-02 1/2” 1/4” 3500 Manual
DC201-02D 1/2” 1/4” 3500 Autodrain
DC201-03D 3/4” 1/4” 3500 Autodrain

DC6 Series Filter Regulator & Lube Combi Sets 3/4”G - 1”G
0600 Port Size G Gauge Thread G Max Flow L/min Drain
DC601-06 3/4” 1/4” 11500 Manual
DC601-08 1” 1/4” 11500 Manual
DC601-08D 1” 1/4” 11500 Autodrain

TITAN D SERIES AIR PREPARATION

D Series Combi Sets
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TITAN D SERIES AIR PREPARATION

D Series Filters D Series Lubricators

DF1 Series Filter M5 - 1/8”G

0600 Port
Size G

Max Flow
L/min Drain

DF100-M5 M5 500 Manual
DF100-01 1/8” 500 Manual

DL1 Series Lubricator M5 - 1/8”G
0600 Port Size G Max Flow L/min
DL100-M5 M5 500
DL100-01 1/8” 500

DL4 Series Lubricator 3/8”G - 1/2”G
0600 Port Size G Max Flow L/min
DL400-03 3/8” 4000
DL400-04 1/2” 4000

DL2 Series Lubricator 1/8”G - 3/8”G
0600 Port Size G Max Flow L/min
DL200-01 1/8” 2000
DL200-02 1/4” 2000
DL200-03 3/8” 2000

DF2 Series Filter 1/8”G - 3/8”G

0600 Port
Size G

Max Flow
L/min Drain

DF200-01 1/8” 2000 Manual
DF200-02 1/4” 2000 Manual
DF200-02D 1/4” 2000 Autodrain
DF200-03D 1/4” 2000 Autodrain

DF6 Series Filter 3/4”G - 1”G

0600 Port
Size G

Max Flow
L/min Drain

DF600-06 3/4” 11500 Manual
DF600-08 1” 11500 Manual
DF600-08D 1” 11500 Autodrain

DF4 Series Filter 3/8”G - 3/4”G

0600 Port
Size G

Max Flow
L/min Drain

DF400-03D 3/8” 4000 Autodrain
DF400-04 1/2” 4000 Manual
DF400-04D 1/2” 4000 Autodrain
DF400-06 3/4” 4000 Manual
DF400-06D 3/4” 4000 Autodrain
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5 Micron Elements
0600 Series
D200-PE 200
D400-PE 400
D600-PE 600

TITAN D SERIES AIR PREPARATION

D Series Accessories

Filter to Regulator Joiner Kits
0600 Series
DFDR200JK 200
DFDR400JK 400
DFDR600JK 600

Regulator to Lube Joiner Kits
0600 Series
DC201JK 200
DC401JK 400
DC601JK 600

Filter to Regulator to Lube Joiner Kits
0600 Series
DC200JK 200
DC400JK 400
DC600JK 600

5 Micron Elements
0600 Series
D200-PE 200
D400-PE 400
D600-PE 600

Distribution Blocks
0600 Series Size
DG200-01 200 1/8”
DG200-02 200 1/4”
DG200-03 200 3/8”
DG400-03 400 3/8”
DG400-04 400 1/2”
DG400-06 400 3/4”
DG600-06 600 3/4”
DG600-08 600 1”

Port Block Sets
0600 Series Size
D200LB-01 200 1/8”
D200LB-02 200 1/4”
D200LB-03 200 3/8”
D400LB-03 400 3/8”
D400LB-04 400 1/2”
D400LB-06 400 3/4”
D600LB-06 600 3/4”
D600LB-08 600 1”
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AC9 Series Filter Regulator 
& Lube Combi Sets 1.1/2”-2”

0600 Port Size G Gauge 
Thread G

Max Flow 
L/min Drain

AC901-15D 1.1/2” 1/4” 17500 Autodrain
AC901-20D 2” 1/4” 17500 Autodrain

AF9 Series Filters 1.1/2” - 2”
0600 Port Size G Max Flow L/min Drain
AC900-15D 1.1/2” 17500 Autodrain
AC900-20D 2” 17500 Autodrain

AF9 Series Filters 1.1/2” - 2”
0600 Port Size G Max Flow L/min
AC900-15 1.1/2” 17500
AC900-20 2” 17500

AFR9 Series Filter Regulators 1.1/2” - 2”

0600 Port Size G Gauge 
Thread G

Max Flow 
L/min Drain

AFR900-15D 1.1/2” 1/4” 17500 Autodrain
AFR900-20D 2” 1/4” 17500 Autodrain

AR9 Series Regulators 1.1/2” - 2”

0600 Port Size G Gauge 
Thread G

Max Flow 
L/min Drain

AR900-15 1.1/2” 1/4” 17500 Autodrain
AR900-20 2” 1/4” 17500 Autodrain

TITAN A9 SERIES AIR PREPARATION

A9 Series Air Preparation

PR100 Series 1/8” 
Precision Regulators
0600 Range mpa Max Flow L/min
PR100-01 0.005-0.2 4.4 (ANR)
PR101-01 0.01-0.4 4.4 (ANR)
PR102-01 0.01-0.8 4.4 (ANR)

PR200 Series 1/4” 
Precision Regulators
0600 Range mpa Max Flow L/min
PR100-01 0.005-0.2 4.4 (ANR)
PR101-01 0.01-0.4 4.4 (ANR)
PR102-01 0.01-0.8 4.4 (ANR)

PR300 Series 1/2” 
Precision Regulator
0600 Range mpa Max Flow L/min
PR302-04 0.01-0.8 11.5 (ANR)

TITAN PR SERIES AIR PREPARATION

PR Series Air Preparation
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AIR PREPARATION

200 Series Filter + Regulator + Lubricator  
Combination Units

300 Series Filter + Regulator + Lubricator 
Combination Units

400 Series Filter + Regulator + Lubricator  
Combination Units

600 Series Filter + Regulator + Lubricator 
Combination Units

Operating Pressure  
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 1423

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS200-06-F-3 1/8" 3000
KCS200-08-F-3 1/4" 3000

Tech Sheet 3060

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS300-08-F-3 1/4" 4000
KCS300-10-F-3 3/8" 4000
KCS300-15-F-3 1/2" 4000

Tech Sheet 3060

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS300-08-A-F-3 1/4" 4000
KCS300-10-A-F-3 3/8" 4000
KCS300-15-A-F-3 1/2" 4000

Tech Sheet 3060

Semi-auto Drain, supplied with 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS600-20-F-3 3/4" 9000
KCS600-25-F-3 1" 9000

Tech Sheet 3060

Auto Drain, supplied with 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS600-20-A-F-3 3/4" 9000
KCS600-25-A-F-3 1" 9000

Tech Sheet 3060

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS400-10-F-3 3/8" 6000
KCS400-15-F-3 1/2" 6000

Tech Sheet 3060

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS400-10-A-F-3 3/8" 6000
KCS400-15-A-F-3 1/2" 6000

Tech Sheet 3060
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300 Series Filter/Regulator + Lubricator 
Combination Units

600 Series Filter/Regulator + Lubricator 
Combination Units

200 Series Filter/Regulator + Lubricator 
Combination Units

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

400 Series Filter/Regulator + Lubricator  
Combination Units

AIR PREPARATION

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS200-06-F-3 1/8" 3000
KFCS200-08-F-3 1/4" 3000

Tech Sheet 3061

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS300-08-A-F-3 1/4" 4000
KFCS300-10-A-F-3 3/8" 4000
KFCS300-15-A-F-3 1/2" 4000

Tech Sheet 3061

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS300-08-F-3 1/4" 4000
KFCS300-10-F-3 3/8" 4000
KFCS300-15-F-3 1/2" 4000

Tech Sheet 3061

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS600-20-A-F-3 3/4" 9000
KFCS600-25-A-F-3 1" 9000

Tech Sheet 3061

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS600-20-F-3 3/4" 9000
KFCS600-25-F-3 1" 9000

Tech Sheet 3061

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS400-10-A-F-3 3/8" 6000
KFCS400-15-A-F-3 1/2" 6000

Tech Sheet 3061

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS400-10-F-3 3/8" 6000
KFCS400-15-F-3 1/2" 6000

Tech Sheet 3061
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200 Series Filter/Regulators 400 Series Filter/Regulators

Operating Pressure 
 1.5 to 9.0 bar

Operating Pressure 
 1.5 to 9.0 bar

Operating Pressure 
 1.5 to 9.0 bar

Operating Pressure 
 1.5 to 9.0 bar

300 Series Filter/Regulators

600 Series Filter/Regulators

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS300-08-F-3 1/4" 4000
KFRS300-10-F-3 3/8" 4000
KFRS300-15-F-3 1/2" 4000

Tech Sheet 3062

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS300-08-A-F-3 1/4" 4000
KFRS300-10-A-F-3 3/8" 4000
KFRS300-15-A-F-3 1/2" 4000

Tech Sheet 3062

Semi-auto Drain, supplied with
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS200-06-F-3 1/8" 3000
KFRS200-08-F-3 1/4" 3000

Tech Sheet 3062

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS400-10-A-F-3 3/8" 6000
KFRS400-15-A-F-3 1/2" 6000

Tech Sheet 3062

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS400-10-F-3 3/8" 6000
KFRS400-15-F-3 1/2" 6000

Tech Sheet 3062

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS600-20-A-F-3 3/4" 9000
KFRS600-25-A-F-3 1" 9000

Tech Sheet 3062

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS600-20-F-3 3/4" 9000
KFRS600-25-F-3 1" 9000

Tech Sheet 3062

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

AIR PREPARATION
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Mini Regulators

Max inlet pressure 10 bar
Operating pressure 0.5 to 9.0 bar

400 Series Regulators

600 Series Regulators

Operating pressure 1.5 to 9.0 bar

Operating pressure 1.5 to 9.0 bar

300 Series Regulators

200 Series Regulators

Operating pressure 1.5 to 9.0 bar

Operating pressure 1.5 to 9.0 bar

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS300-08-F-3 1/4" 5000
KRS300-10-F-3 3/8" 5000
KRS300-15-F-3 1/2" 5000

Tech Sheet 3064

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS200-06-F-3 1/8" 3000
KRS200-08-F-3 1/4" 3000

Tech Sheet 3064

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS600-20-F-3 3/4" 9500
KRS600-25-F-3 1" 9500

Tech Sheet 3064

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KRS200-06 1/8"
KRS200-08 1/4"

Tech Sheet 3066

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS400-10-F-3 3/8" 7500
KRS400-15-F-3 1/2" 7500

Tech Sheet 3064

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 1423

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

AIR PREPARATION
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200 Series Lubricators

300 Series Lubricators

400 Series Lubricators

600 Series Lubricators

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS300-08 1/4" 5000
KLS300-10 3/8" 5000
KLS300-15 1/2" 5000

Tech Sheet 3065

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS600-20 3/4” 9000
KLS600-25 1” 9000

Tech Sheet 3065

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS200-06 1/8" 3000
KLS200-08 1/4" 3000

Tech Sheet 3065

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS400-10 3/8" 7500
KLS400-15 1/2" 7500

Tech Sheet 3065

For Malleable Iron 
see Industrial Section 4

Guarded bowl protection on Series 300, 400 and 600Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

AIR PREPARATION
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200 Series Filters

300 Series Filters

400 Series Filters

600 Series Filters

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS200-06 1/8" 3000
KFS200-08 1/4" 3000

Tech Sheet 3063

Auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS300-08-A 1/4" 5000
KFS300-10-A 3/8" 5000
KFS300-15-A 1/2" 5000

Tech Sheet 3063

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS300-08 1/4" 5000
KFS300-10 3/8" 5000
KFS300-15 1/2" 5000

Tech Sheet 3063

Auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS600-20-A 3/4" 10000
KFS600-25-A 1" 10000

Tech Sheet 3063

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS600-20 3/4" 10000
KFS600-25 1" 10000

Tech Sheet 3063

Auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS400-10-A 3/8" 7500
KFS400-15-A 1/2" 7500

Tech Sheet 3063

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS400-10 3/8" 7500
KFS400-15 1/2" 7500

Tech Sheet 3063

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

AIR PREPARATION
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300 Series Air Service Unit, Wall Mount 400 Series Air Service Unit, Wall Mount

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

KELM™ Air Service Units come complete with: 
Filter/regulator, lubricator, 3/2 shut-off valve, 
mounting bracket and 10 bar pressure gauge.

Available in both auto drain and semi-auto drain.
The units are also available on a floor stand for use 
with mobile compressors for use on site.
All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 1423

Auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS300-15-A-F-3 1/2” 4000

Tech Sheet 10286

Auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS400-15-A-F-3 1/2” 6000

Tech Sheet 10286

Semi-auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS300-15-F-3 1/2” 4000

Tech Sheet 10286

Semi-auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS400-15-F-3 1/2” 6000

Tech Sheet 10286

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

AIR PREPARATION
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200 Series Soft Start 
Valves, Solenoid

300 Series Soft Start 
Valves, Solenoid

400 Series Soft Start 
Valves, Solenoid

200 Series 3/2 Shut-off 
Valves, Lockable

300 Series 3/2 Shut-off 
Valves, Lockable

400 Series 3/2 Shut-off 
Valves, Lockable

Soft Start Valves are increasingly being used 
where safety is key in the start up of systems and 
machines in helping protect the operators and the 
equipment.
The valves allow the pressure to gradually increase 
to the full flow required on start up of the system.

Lockable shut off valves prevent accidental start 
ups when maintenance or service work is being 
carried out on the machines.
Padlock supplied.

Working  
Temperature:
-20°C to +70°C

Working  
Temperature:
-20°C to +70°C

Maximum Working
Pressure: 9 bar

Maximum Working
Pressure: 9 bar

OSHA approved.
These units can be used in conjunction with KELM™ 
Air Preparation with the addition of brackets style ‘U’ 
or ‘L’, or as a stand alone in-line unit.
All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 1423

24V DC, supplied with Coil, DIN Plug, 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KC200-06 1/8"
KC200-08 1/4"

Tech Sheet 3067

24V DC, supplied with Coil, DIN Plug, 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KC300-08 1/4"
KC300-10 3/8"
KC300-15 1/2"

Tech Sheet 3067

24V DC, supplied with Coil, DIN Plug, 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KC400-10 3/8"
KC400-15 1/2"

Tech Sheet 3067

These units can be used in conjunction with KELM™ 
Air Preparation with the addition of brackets style ‘U’ 
or ‘L’, or as a stand alone 3/2 exhausting ball valve.

Supplied with Padlock & Mounting 
Bracket, BSPP
0338 Thread
KZ300-08 1/4"
KZ300-10 3/8"
KZ300-15 1/2"

Tech Sheet 3068

Supplied with Padlock & Mounting 
Bracket, BSPP
0338 Thread
KZ200-06 1/8"
KZ200-08 1/4"

Tech Sheet 3068

Supplied with Padlock & Mounting 
Bracket, BSPP
0338 Thread
KZ400-10 3/8"
KZ400-15 1/2"

Tech Sheet 3068

AIR PREPARATION
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200 Series Porting Blocks

300 Series Porting Blocks

400 Series Porting Blocks

600 Series Porting Blocks

Fixing Brackets

Can be fitted to any combination units, fitted 
before the lubricator it can be used to port off a 
non-lubricated air supply that might be required for 
your system.

These units are to be used in conjunction with  
KELM™ Air Preparation, or as a stand alone BSPP 
manifold block. When using with existing  
KELM™ Air Preparation, you will also require 
additional fixing brackets.

U Style Brackets
0338 To Suit Series
KA200U-P1 200
KA300U-P1 300
KA400U-P1 400
KA600U-P1 600

Tech Sheet 3069

L Style Brackets
0338 To Suit Series
KA201-P1 200
KA301-P1 300
KA401-P1 400
KA601-P1 600

Tech Sheet 3069

BSPP
0338 Thread
KA200-06 1/8"
KA200-08 1/4"

Tech Sheet 3069

BSPP
0338 Thread
KA400-10 3/8"
KA400-15 1/2"

Tech Sheet 3069

BSPP
0338 Thread
KA300-08 1/4"
KA300-10 3/8"

Tech Sheet 3069

BSPP
0338 Thread
KA600-20 3/4"
KA600-25 1"

Tech Sheet 3069

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

AIR PREPARATION



A
ir

 P
re

pa
ra

tio
n 

&
 G

au
ge

s

1423

9

IN
D

U
ST

RI
A

L

Accessories

Complete with  
2 x screws.

All KELM ™ regulators can be fitted with a 40mm or 50mm 
round faced gauge, by using the KELM gauge adaptor

Drain Bowl & Auto Drain
0338 To Suit Series
KF300-P6 300
KF400-P10 400
KF600-P1 600

Tech Sheet 20382

Drain Bowl & Semi-auto Drain
0338 To Suit Series
KF200-P3 200
KF300-P5 300
KF400-P9 400
KF600-P2 600

Tech Sheet 20896

Drain Bowl & Manual Drain
0338 To Suit Series
KF200-P6 200
KF300-P4 300
KF400-P11 400
KF600-P3 600

Tech Sheet 20380

Filter Elements 5 Micron
0338 To Suit Series
KF200-004-2 200
KF300-004-2 300
KF400-004-2 400
KF600-004-2 600

Tech Sheet 20379

Filter Elements 40 Micron
0338 To Suit Series
KF200-004-1 200
KF300-004-1 300
KF400-004-1 400
KF600-004-1 600

Tech Sheet 20379

Panel Mount Brackets,  
to suit Steel Dry Gauges
0338 To Suit mm
KPMB40R 40
KPMB50R 50

Gauge Adaptor
0338 Thread To Suit Series
KGA-1/8 1/8” 200 & 300
KGA-1/4 1/4” 400 & 600

Tech Sheet 20381

1/8” BSPT, Steel Case  
Centre Back Connection

0338
Gauge

Diameter 
mm

Pressure 
Range 

PSI

Pressure 
Range 

Bar
KG40-10R 40 0-160 0-10
KG50-10R 50 0-160 0-10

Micro Gauge
0338
K-PR010B-P1

Tech Sheet 20381

All KELM™ Regulators can now be adapted to use either a 40mm or 50mm round face gauge with the new KELM Gauge Adaptor. See below.

AIR PREPARATION
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WORKFORCE RANGE

In-line Filter Aluminium

Prevents dirt entering the air line

In-line Brass Flow Regulator

Mini In-line Oiler

Male x Female Thread, BSPP
0043 Thread
MO-14 1/4”

Tech Sheet 20385

Male x Female Thread, BSPP
0043 Thread
ILR-14 1/4”

Tech Sheet 20384

Male x Female Thread, BSPP
0043 Thread
IF-14 1/4”

Tech Sheet 20383

Male x Female Thread, BSPP
0043 Thread
ILF-14 1/4”
ILF-38 3/8”

Tech Sheet 824

Working Temperature:
0°C to +70°C

Maxium Working Pressure:
10 bar

Working Temperature:
0°C to +70°C

Maximum Working Pressure:
10 bar

Working Temperature:
0°C to +45°C

Maximum Working Pressure:
9 bar

Flow: 400 L/min

Working Temperature:
0°C to +45°C

Maximum Working Pressure:
9 bar

VISUAL INDICATORS
Panel Mounting Visual Indicators

Supplied with panel mounting nut
Hole dimension 31mm Ø, panel thickness no more than 9mm

Working Temperature:
0°C to +60°C

Working Pressure:
Full actuation: 0.5 to 7 bar (7 to 100 psi)
Full de-actuation: 0 to 0.15 bar (0 to 2 psi)

M5 x 0.8 Thread
0338 Description
VIS-001-04A Off Red - On Green
VIS-001-04B Off Green - On Red

Tech Sheet 3127

1/8” BSPP Thread
0338 Description
VIS-001-06A Off Red - On Green
VIS-001-06B Off Green - On Red

Tech Sheet 3127
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REGULATORS

CartReg

The CartReg miniature in-line preset pressure regulator 
is designed to meet OSHA (Occupational Safety and 
Health Administration, USA) and other safety agency 
requirements for 30psi maximum pressure for blow guns. 
The CartReg can easily be threaded into any 1/4” air 
blow gun or pneumatic tool.

•	� Safety: Protects personnel, machinery and  
plant by avoiding pressure surges

•	� Ensures optimal air tool effiency by 
supplying a constant preset pressure

•	� Limits excessive compressed air consumption - 
reducing energy costs

•	� Easy assembly: can be integrated into any  
1/4” BSP air tool

•	 Tamper-proof

•	� High-pressure performance  
(P1 = inlet pressure up to 18 bars)

•	 High flow performance 
	 (up to 500 L/min)

SaveAir Regulator

Water Regulator

ToolReg

EcoReg Regulator

In-line pre-set regulator for drinking water and other fluids.

1/4” BSPP
0093 Set Pressure Bar
239K0210 1
239K0220 2
239K0230 3
239K0240 4
239K0250 5
239K0260 6
239K0270 7
239K0280 8

Tech Sheet 60427

Working Temperature:
Water: +4°C to +60°C

Maximum Working Pressure:
Water: 10 bar
Other gases: 18 bar

1/4” BSPP
0093 Set Pressure Bar
233G02120 2
233G02140 4
233G02160 6

Tech Sheet 1345

1/4” BSPP
0093 Set Pressure Bar
231A0210 1
231A0220 2
231A0230 3
231A0240 4
231A0250 5
231A0260 6
231A0270 7
231A0280 8

Tech Sheet 1347

1/4” BSPP
0093 Set Pressure Bar
239A0210 1
239A0220 2
239A0230 3
239A0240 4

Tech Sheet 1348

1/4” BSPP

0093 Inlet Outlet
Set

Pressure
Bar

232A0220 Female Female 2
232F0220 Male Female 2
232A0230 Female Female 3
232F0230 Male Female 3
232A0240 Female Female 4
232F0240 Male Female 4
232A0260 Female Female 6
232F0260 Male Female 6
232A0270 Female Female 7
232A0280 Female Female 8
232F0280 Male Female 8

Tech Sheet 1349

3/8” BSPP

0093 Inlet Outlet
Set

Pressure
Bar

232A0340 Female Female 4
232A0360 Female Female 6
232A0380 Female Female 8

Tech Sheet 1349

You might also need 
Compressors 
see Industrial Section 11

Male/Female

Female/Female
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AIR SERVICE UNITS

Filter/Regulator + Lubricator

•	 Manual/semi automatic drain
•	 10 micron filter

•	 Locking device
•	 Complete with wall bracket and pressure gauge

Lubricators
7000 Port Thread BSPP
ATL6 1/4”
ATL12 1/2”

Filters
7000 Drain Port Thread BSPP Filtration Micron
ATF6 Manual/Semi-Automatic 1/4” 10
ATF12 Manual/Semi-Automatic 1/2” 10

Regulators
7000 Port Thread BSPP Regulating Pressure
ATR6 1/4” 0-10
ATR12 1/2” 0-12

Filter/Regulator, BSPP
7000 Thread
ATC6 1/4”
ATC12 1/2”

Tech Sheet 60545

Filter/Regulator + Lubricator, BSPP
7000 Thread
ATCFRL6 1/4”
ATCFRL12 1/2”

Tech Sheet 60545
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AUTOMATIC DRAIN VALVES

Easy Timer Digital Timer

Brass Valve
0016 Thread Voltage
720-01AC220 1/8” 220V AC
720-02AC220 1/4” 220V AC
720-03AC220 3/8” 220V AC
720-04AC220 1/2” 220V AC
720-01AC110 1/8” 110V AC
720-02AC110 1/4” 110V AC
720-03AC110 3/8” 110V AC

0016 Thread Voltage
720-04AC110 1/2” 110V AC
720-02DC24 1/4” 24V DC
720-03DC24 3/8” 24V DC
720-04DC24 1/2” 24V DC
720-02AC24 1/4” 24V AC
720-03AC24 3/8” 24V AC
720-04AC24 1/2” 24V AC

Tech Sheet 70001

Brass Valve
0016 Thread Voltage
790-01AC220 1/8” 220V AC
790-02AC220 1/4” 220V AC
790-03AC220 3/8” 220V AC
790-04AC220 1/2” 220V AC
790-01AC110 1/8” 110V AC
790-02AC110 1/4” 110V AC
790-03AC110 3/8” 110V AC
790-04AC110 1/2” 110V AC

0016 Thread Voltage
790-01DC24 1/8” 24V DC
790-02DC24 1/4” 24V DC
790-03DC24 3/8” 24V DC
790-04DC24 1/2” 24V DC
790-02AC24 1/4” 24V AC
790-03AC24 3/8” 24V AC
790-04AC24 1/2” 24V AC

Tech Sheet 70003

Brass Valve with Strainer
0016 Thread Voltage
728A790-04AC220 1/2” 220V AC
728A790-04DC24 1/2” 24V DC

Tech Sheet 70004

Brass Valve with Strainer
0016 Thread Voltage
728A-04AC220 1/2” 220V AC
728A-04AC110 1/2” 110V AC
728A-04AC24 1/2” 24V AC

Tech Sheet 70002

Valve Body: Brass
Orifice Size: 4.5 mm
IP65 Protection

Digital Timer
Timer On 0.1 to 99s
Timer Off 0.5 to 
99 min
Test switch

Valve Body: Brass
Orifice Size: 3.5 mm
Mesh Size: 29 micron
Manual isolation 
shut-off
IP65 Protection

Digital Timer
Timer On 0.1 to 99s
Timer Off 0.5 to 
99 min
Test switch

Valve Body: Brass
Orifice Size: 4.5 mm
IP65 Protection

Easy Timer
Timer On 0.5 to 10s
Timer Off 0.5 to 
45 min
Test switch

Valve Body: Brass
Orifice Size: 3.5 mm
Mesh Size: 29 micron
Manual isolation 
shut-off
IP65 Protection

Easy Timer
Timer On 0.5 to 10s
Timer Off 0.5 to 
45 min
Test switch

RoHS 3
COMPLIANT

Spare Parts

Brass Valve
0016 Thread
CS-720W-01 1/8”
CS-720W-02 1/4”
CS-720W-03 3/8”
CS-720W-04 1/2”

Armature Set
0016 To Suit
CS-720-AR-2 720, 728-A

Brass Strainer
0016 Thread
CS-S95-01 1/8”
CS-S95-03 3/8”
CS-S95-04 1/2”
CS-S95-02 1/4”

Coil
0016 Voltage
SB256-0543AC110 110V AC
SB256-0543AC220 220V AC
SB256-0543AC24 24V AC
SB257-0545DC24 24V DC

Timer
0016 Voltage Operation
XY-720 AC/DC Easy
XY-790H DC Digital
XY-790L AC Digital

Connector
0016
SB201-1

Easy Digital

Easy Timer
Timer On 0.5 to 10s
Timer Off 0.5 to 45 min
Test switch

Digital Timer
Timer On 0.1 to 99s
Timer Off 0.5 to 99 min
Test switch

Valve Body: Brass
Orifice Size: 4.5 mm

Working Temperature:
-10°C to +70°C

Maximum Working 
Pressure: 16 bar

Valve Body: Brass
Orifice Size: 3.5 mm

Mesh Size: 29 micron
Manual isolation shut-off

Working Temperature:
-10°C to +70°C

Maximum Working 
Pressure: 16 bar

Speak to Technical for most recent UL certification 
guidance for high voltage applications (110V and 220V AC).

High pressure 80 bar 
option available on 
request.



A
ir

 P
re

pa
ra

tio
n 

&
 G

au
ge

s

1428

9
IN

D
U

ST
RI

A
L

TVR Alternative Voltage Coils
0600 Voltage
0200D-24VAC 24V AC
0200D-24VDC 24V DC
0200D-110VAC 110V AC

Electronic Timer Drain G1/2”
0600 Voltage
TVR-C-15 240V
TVR-C-15-110VAC 110V AC
TVR-C-15-24VAC 24V AC
TVR-C-15-24VDC 24V DC

Electronic 30 bar Timer Drain G1/2”
0600 Voltage
TVR-G-15 240V

Electronic Drains

TITAN AIR PREPARATION

No Loss Pneumatic  
& Electric Drain

Condensate Separators

No Loss Pneumatic Condensate  
Drain 1/2”
0600 Inlet/Outlet BSPP Pressure (bar)
TVR-20B 1/2” Male/Female 20

Zero Loss Electric Drain  
- 106 CFM Capacity
0600 Capacity (CFM) Thread
TZLD100 106 G1/2”

Zero Loss Electric Drain  
- 350 CFM Capacity
0600 Capacity (CFM) Thread
TZLD300 353 (Compressor) G1/2”

Disposable Condensate Separator
0600 Capacity (CFM)
TCS60 60

Condensate Separator  
- 100 CFM Capacity
0600 Capacity (CFM)
TCS100 100

TCS100 Service Kit
0600 Description
TCS100-KIT Service Kit TCS100
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PRESSURE GAUGES
Air-Pro dry gauges are a market leading range offering a reliable solution for pressure 
monitoring within pneumatic systems.
Used extensively throughout the world’s manufacturing facilities, all units have been 
100% pressure tested and inspected, so quality can be guaranteed.

APPLICATIONS:
• Construction  • Chemical  • Agriculture  • Offshore  • Mining  
• Automotive  • OEM machine  • Rail building  • Industrial
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DRY GAUGES

Steel Case, 
Centre Back Connection

•	 Robust metal case
•	 Brass thread
•	 BSP taper

ABS Case,  
Bottom Connection

ABS Case, 
Centre Back Connection

40mm Diameter, 1/8” BSPT  
Brass Connection

0021 Pressure
Range PSI

Pressure
Range Bar

2018-1681 0-15 0-1
2018-1699 0-30 0-2
2018-1707 0-60 0-4
2018-1723 0-100 0-6
2018-1731 0-160 0-10
2018-1749 0-200 0-12
2018-1756 0-300 0-20

Tech Sheet 20581

50mm Diameter, 1/4” BSPT

0021 Pressure
Range PSI

Pressure
Range Bar

PGR050114 0-15 0-1
PGR050314 0-30 0-2
PGR050414 0-60 0-4
PGR050614 0-100 0-6
PGR051014 0-160 0-10
PGR051214 0-200 0-12
PGR052014 0-300 0-20

Tech Sheet 20581

63mm Diameter, 1/4” BSPT

0021 Pressure
Range PSI

Pressure
Range Bar

PGR060114 0-15 0-1
PGR061014 0-160 0-10
PGR061214 0-200 0-12
PGR062014 0-300 0-20

Tech Sheet 20581

50mm Diameter, 1/8” BSPT

0021 Pressure
Range PSI

Pressure
Range Bar

2018-1764 0-15 0-1
2018-1772 0-30 0-2
2018-1780 0-60 0-4
2018-1798 0-100 0-6
2018-1806 0-160 0-10
2018-1814 0-200 0-12
2018-1822 0-300 0-20

Tech Sheet 20581

BSPT

0021 Thread
Gauge

Diameter
mm

Pressure 
Range  

PSI

Pressure
 Range

Bar
G50-01B 1/8” 50 0-15 0-1
G50-02B 1/8” 50 0-30 0-2
G50-04B 1/8” 50 0-60 0-4
G50-06B 1/8” 50 0-100 0-6
G50-10B 1/8” 50 0-160 0-10
G50-12B 1/8” 50 0-200 0-12
G50-01C 1/4” 50 0-15 0-1
G50-02C 1/4” 50 0-30 0-2
G50-025C 1/4” 50 0-40 0-2.5
G50-04C 1/4” 50 0-60 0-4
G50-06C 1/4” 50 0-100 0-6
G50-10C 1/4” 50 0-160 0-10
G50-12C 1/4” 50 0-200 0-12
G50-16C 1/4” 50 0-250 0-16
G63-01D 1/4” 63 0-15 0-1
G63-04D 1/4” 63 0-60 0-4
G100-04B 3/8” 100 0-60 0-4
G100-06B 3/8” 100 0-100 0-6
G100-10B 3/8” 100 0-160 0-10
G100-14B 3/8” 100 0-200 0-14

Tech Sheet 20582

BSPT

0021 Thread
Gauge

Diameter
mm

Pressure 
Range 

PSI

Pressure
 Range

Bar
G40-01V 1/8” 40 - -1-0
G40-01R 1/8” 40 0-15 0-1
G40-02R 1/8” 40 0-30 0-2
G40-04R 1/8” 40 0-60 0-4
G40-06R 1/8” 40 0-100 0-6
G40-07R 1/8” 40 0-100 0-7
G40-10R 1/8” 40 0-160 0-10
G40-12R 1/8” 40 0-200 0-12
G40-16R 1/8” 40 0-250 0-16
G40-20R 1/8” 40 0-300 0-20
G50-01R 1/8” 50 0-15 0-1
G50-02R 1/8” 50 0-30 0-2
G50-04R 1/8” 50 0-60 0-4
G50-06R 1/8” 50 0-100 0-6
G50-10R 1/8” 50 0-160 0-10
G50-12R 1/8” 50 0-200 0-12
G50-16R 1/8” 50 0-250 0-16
G50-20R 1/8” 50 0-300 0-20
G50-02T 1/4” 50 0-30 0-2
G50-04T 1/4” 50 0-60 0-4
G50-06T 1/4” 50 0-100 0-6
G50-10T 1/4” 50 0-160 0-10
G50-12T 1/4” 50 0-200 0-12
G50-16T 1/4” 50 0-250 0-16
G50-20T 1/4” 50 0-300 0-20
G63-10T 1/4” 63 0-160 0-10
G63-12T 1/4” 63 0-200 0-12
G63-16T 1/4” 63 0-250 0-16

Tech Sheet 20584
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Pressure Gauge Bottom Entry, 
Steel Case

50mm Diameter
0021 Thread Pressure Range Bar
PGB050118 1/8” 0-1
PGB050318 1/8” 0-2
PGB050418 1/8” 0-4
PGB050618 1/8” 0-6
PGB051018 1/8” 0-10
PGB051418 1/8” 0-14
PGB052018 1/8” 0-20
PGB050114 1/4” 0-1
PGB050314 1/4” 0-2
PGB050414 1/4” 0-4
PGB050614 1/4” 0-6
PGB051014 1/4” 0-10
PGB051214 1/4” 0-12
PGB051414 1/4” 0-14
PGB052014 1/4” 0-20

63mm Diameter
0021 Thread Pressure Range Bar
PGB060114 1/4” 0-1
PGB060314 1/4” 0-2
PGB060414 1/4” 0-4
PGB061014 1/4” 0-10
PGB061214 1/4” 0-12
PGB062014 1/4” 0-20

100mm Diameter
0021 Thread Pressure Range Bar
PGB100138 3/8” 0-1
PGB100338 3/8” 0-2
PGB100438 3/8” 0-4
PGB100638 3/8” 0-6
PGB101038 3/8” 0-10
PGB101238 3/8” 0-12
PGB102038 3/8” 0-20

Panel Mounted Gauge

Panel Mounted Gauge,  
U Clamp

Back Entry, BSP
0021 Ø mm Pressure Range Bar Thread
VGBU040118 40 -1-0 1/8”
PGBU040418 40 0-4 1/8”
VGBU060114 63 -1-0 1/4”
PGBU061014 63 0-10 1/4”

Back Entry, BSP
0021 Ø mm Pressure Range Bar Thread
VGBP040118 40 -1-0 1/8”
PGBP040318 40 0-2 1/8”
PGBP040418 40 0-4 1/8”
PGBP040618 40 0-6 1/8”
PGBP041018 40 0-10 1/8”
PGBP041218 40 0-12 1/8”
VGBP060114 63 -1-0 1/4”
PGBP060314 63 0-2 1/4”
PGBP060414 63 0-4 1/4”
PGBP060614 63 0-6 1/4”
PGBP061014 63 0-10 1/4”
PGBP061214 63 0-12 1/4”

Flange Type Pressure Gauges, 
Centre Back Connection

Panel Mount Gauge, 
Centre Back Connection

Panel Mount, Stainless Steel 
Case, Centre Back Connection

1/8” BSPT

0021 Gauge Diameter
mm

Pressure Range
Bar

56144010 40 0-10
56145010 50 0-10

Tech Sheet 20386

50mm Diameter, 1/8” BSPT

0021 Pressure Range
PSI

Pressure Range
Bar

G50-12PM 0-200 0-12
Tech Sheet 20588

50mm Diameter, 1/4” BSPT

0021 Pressure Rang
 PSI

Pressure Range
Bar

2018-1830 0-160 0-10
2018-1848 0-200 0-12

Tech Sheet 20587

DRY GAUGES
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DRY GAUGES

Capsule Gauges, 
Bottom Connection
1 Millibar = 0.001 bar

Welding Gauges, Oxygen, 
Bottom Connection

Welding Gauges, Acetylene, 
Bottom Connection

Millibar Scale, 63mm Diameter, 1/4” BSPT
0021 Pressure Range Millibar
CG63-100B 0-100
CG63-250B 0-250
CG63-400B 0-400
CG63-600B 0-600

Tech Sheet 20586

50mm Diameter, 1/4” BSPP
0021 Pressure Range Bar Pressure Range PSI
OG50-050 0-5 0-80
OG50-010 0-10 0-160

Tech Sheet 20590

50mm Diameter, 1/4” BSPP
0021 Pressure Range Bar Pressure Range PSI
AG50-0015 0-1.5 0-30

Tech Sheet 20592

All pressure gauges can be supplied with a calibration certificate at a nominal charge.  
Please call our Business Development Team for price and delivery.

Gauges 40mm Panel Mounting 1/8”  
Back Connection, BPST

0021 Male
Thread

Pressure 
Range Bar

Pressure 
Range PSI

GCPM402 1/8” 0-2 0-30
GCPM404 1/8” 0-4 0-60
GCPM407 1/8” 0-6 0-100
GCPM4010 1/8” 0-11 0-160
GCPM4014 1/8” 0-14 0-200
GCPM4020 1/8” 0-20 0-300

Gauges 50mm Panel Mounting 1/8”  
Back Connection, BSPT

0021  Male
Thread

Pressure 
Range Bar

Pressure 
Range PSI

GCPM502 1/8” 0-2 0-30
GCPM504 1/8” 0-4 0-60
GCPM507 1/8” 0-6 0-100
GCPM5010 1/8” 0-11 0-160
GCPM5014 1/8” 0-14 0-200

Stainless Steel

0021 Thread
Gauge 

Diameter
mm

Dry/Gly

GCV63/04 1/4” BSPP 63 Gly
GCV63/04D 1/4” BSPT 63 Dry
GCV100/06 3/8” BSPP 100 Gly
GCV100/06D 3/8” BSPT 100 Dry

Stainless Steel

0021 Thread
Gauge

Diameter
mm

Dry/Gly

GBV63/04 1/4” BSPP 63 Gly
GBV63/04D 1/4” BSPT 63 Dry
GBV100/06 3/8” BSPP 100 Gly
GBV100/06D 3/8” BSPT 100 Dry

Vacuum Gauges, 
Back Connection

Panel Mounting, BSPT

0021 Male
Thread

Gauge
Diameter

mm
Dry/Gly

GCVPM40/02 1/8” 40 Dry
GCVPM50/02 1/8” 50 Dry

Vacuum Gauges, 
Centre Back Connection

Vacuum Gauges, 
Bottom Connection

BSPT

0021 Thread
Gauge 

Diameter
mm

Max 
Pressure

Hg

Max 
Pressure 

Bar
VG40-01R 1/8” 40 -30 -1
VG50-01R 1/8” 50 -30 -1
VG50-01T 1/4” 50 -30 -1
VG63-01T 1/4” 63 -30 -1
VG100-01T 3/8” 100 -30 -1

Tech Sheet 20583

BSPT

0021 Thread
Gauge 

Diameter
mm

Max 
Pressure

Hg

Max 
Pressure 

Bar
VG40-01B 1/8” 40 -30 -1
VG50-01B 1/8” 50 -30 -1
VG50-01C 1/4” 50 -30 -1
VG63-01C 1/4” 63 -30 -1
VG100-01D 3/8” 100 -30 -1

Tech Sheet 20585

Gauges, 40mm

Gauges, 50 mm
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PRESSURE & VACUUM GAUGES

Glycerine Filled Gauge, Back Entry,  
Stainless Steel Case

Glycerine Filled Gauge, Bottom Entry,  
Stainless Steel Case

63mm Diameter
0021 Thread Pressure Range Bar
VGBG060114 1/4” -1-0
PGBG060114 1/4” 0-1
PGBG060314 1/4” 0-2
PGBG060414 1/4” 0-4
PGBG060614 1/4” 0-6
PGBG061014 1/4” 0-10
PGBG061214 1/4” 0-12
PGBG061414 1/4” 0-14
PGBG062014 1/4” 0-20
PGBG062514 1/4” 0-25
PGBG064014 1/4” 0-40
PGBG066014 1/4” 0-60
PGBG0612014 1/4” 0-120
PGBG0620014 1/4” 0-200
PGBG0625014 1/4” 0-250
PGBG0640014 1/4” 0-400
PGBG0660014 1/4” 0-600

63mm Diameter
0021 Thread Pressure Range Bar
PGRG060114 1/4” 0-1
PGRG060314 1/4” 0-2
PGRG060414 1/4” 0-4
PGRG060614 1/4” 0-6
PGRG061014 1/4” 0-10
PGRG061214 1/4” 0-12
PGRG061414 1/4” 0-14
PGRG062014 1/4” 0-20
PGRG062514 1/4” 0-25
PGRG064014 1/4” 0-40
PGRG066014 1/4” 0-60
PGRG0612014 1/4” 0-120
PGRG0620014 1/4” 0-200
PGRG0625014 1/4” 0-250
PGRG0640014 1/4” 0-400
PGRG0660014 1/4” 0-600

100mm Diameter
0021 Thread Pressure Range Bar
PGRG100712 1/2” 0-7 bar
PGRG101212 1/2” 0-12
PGRG102012 1/2” 0-20 bar
PGRG102812 1/2” 0-28 bar
PGRG104012 1/2” 0-40 bar
PGRG114012 1/2” 0-140 bar
PGRG120012 1/2” 0-200 bar
PGRG128012 1/2” 0-280 bar
PGRG140012 1/2” 0-400 bar
PGRG170012 1/2” 0-700 bar

100mm Diameter
0021 Thread Pressure Range Bar
VGBG100112 1/2” -1-0
PGBG100112 1/2” 0-1
PGBG100212 1/2” 0-2
PGBG100312 1/2” 0-2.5
PGBG100412 1/2” 0-4
PGBG100612 1/2” 0-6
PGBG101012 1/2” 0-10
PGBG101212 1/2” 0-12
PGBG101612 1/2” 0-16
PGBG102012 1/2” 0-20
PGBG102512 1/2” 0-25
PGBG104012 1/2” 0-40
PGBG106012 1/2” 0-60
PGBG107012 1/2” 0-70
PGBG114012 1/2” 0-140
PGBG120012 1/2” 0-200
PGBG1025012 1/2” 0-250
PGBG128012 1/2” 0-to 280 
PGBG1040012 1/2” 0-400
PGBG170012 1/2” 0-700



1434

The range includes stainless steel cased to complete stainless 
steel units with 40mm, 63mm and 100mm dials. Pressures 
range from 0-1 bar to 0-600 bar, with rear and bottom 
connections of 1/4” and 1/2” in BSPP and BSPT.
Hy-fitt gauges are tried, tested and used extensively 
throughout the world’s manufacturing facilities and in the 
mobile plant industry.
For your peace of mind all gauges can be supplied with  
a calibration certificate at a nominal charge.

Hydraulic 
Pressure Gauges
This quality range of hydraulic glycerine-filled 
pressure gauges have been manufactured to  
the highest specification using quality materials.

Applications:
• Hydraulics
• Construction
• Agriculture
• Mining
• OEM machine building
• Offshore
• Marine
• �High pressure water 

applications
• Service kits
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GLYCERINE GAUGES & ACCESSORIES

Stainless Steel Case, 
Bottom Connection

Stainless Steel Case, 
Centre Back Connection

•	 For panel mounting bracket use G63-PM

Panel Mounting Bracket

Gauge Snubbers

Gauge snubbers are a great way of protecting gauges 
from damage, with sudden impact pressure i.e. when  
full line pressure is introduced to the gauge damage 
can occur. With the use of the snubber 
the gauge will be protected. 

Back Rubber Gauge Protectors

Open Closed

1/4” BSPT

0021
Gauge 

Diameter
mm

Pressure 
Range 

PSI

Pressure 
Range 

Bar
G63-001BG 63 0-15 0-1
G63-002BG 63 0-30 0-2
G63-004BG 63 0-60 0-4
G63-006BG 63 0-100 0-6
G63-012BG 63 0-200 0-12
G63-020BG 63 0-300 0-20
G63-025BG 63 0-400 0-25
G63-040BG 63 0-600 0-40
G63-060BG 63 0-1000 0-60
G63-120BG 63 0-2000 0-120
G63-200BG 63 0-3000 0-200
G63-250BG 63 0-4000 0-250
G63-400BG 63 0-6000 0-400
G63-600BG 63 0-9000 0-600
VG63-01BG 63 -30” Hg -1 bar

Tech Sheet 20593

1/4” BSPP

0021
Gauge

Diameter
mm

Pressure 
Range 

PSI

Pressure 
Range 

Bar
PG63-001BG 63 0-15 0-1
PG63-002BG 63 0-30 0-2
PG63-004BG 63 0-60 0-4
PG63-006BG 63 0-100 0-6
PG63-012BG 63 0-200 0-12
PG63-020BG 63 0-300 0-20
PG63-025BG 63 0-400 0-25
PG63-040BG 63 0-600 0-40
PG63-060BG 63 0-1000 0-60
PG63-120BG 63 0-2000 0-120
PG63-200BG 63 0-3000 0-200
PG63-250BG 63 0-4000 0-250
PG63-400BG 63 0-6000 0-400
PG63-600BG 63 0-9000 0-600

Tech Sheet 20594

1/4” BSPT

0021
Gauge 

Diameter
mm

Pressure 
Range 

PSI

Pressure 
Range 

Bar
G63-001RG 63 0-15 0-1
G63-002RG 63 0-30 0-2
G63-004RG 63 0-60 0-4
G63-006RG 63 0-100 0-6
G63-012RG 63 0-200 0-12
G63-020RG 63 0-300 0-20
G63-025RG 63 0-400 0-25
G63-040RG 63 0-600 0-40
G63-060RG 63 0-1000 0-60
G63-120RG 63 0-2000 0-120
G63-200RG 63 0-3000 0-200
G63-250RG 63 0-4000 0-250
G63-400RG 63 0-6000 0-400
G63-600RG 63 0-9000 0-600
VG63-01RG 63 -30” Hg -1 bar

Tech Sheet 20595

1/4” BSPP

0021
Gauge 

Diameter
mm

Pressure 
Range 

PSI

Pressure 
Range 

Bar
PG63-001RG 63 0-15 0-1
PG63-002RG 63 0-30 0-2
PG63-004RG 63 0-60 0-4
PG63-006RG 63 0-100 0-6
PG63-012RG 63 0-200 0-12
PG63-020RG 63 0-300 0-20
PG63-025RG 63 0-400 0-25
PG63-040RG 63 0-600 0-40
PG63-060RG 63 0-1000 0-60
PG63-120RG 63 0-2000 0-120
PG63-200RG 63 0-3000 0-200
PG63-250RG 63 0-4000 0-250
PG63-400RG 63 0-6000 0-400
PG63-600RG 63 0-9000 0-600

Tech Sheet 20596

0021 Description
G63-OB Open
G63-CB Closed

Low Pressure
0021 Male Thread Female Thread
131.8 1/8” 1/8”
131.4 1/4” 1/4”
131.3 3/8” 3/8”
131.2 1/2” 1/2”

Tech Sheet 28

Working Pressure:
0 to 20 bar

For PG63 Rear Gauge only
0021
G63-PM

High Pressure
0021 Male Thread Female Thread
130.4 1/4” 1/4”
130.3 3/8” 3/8”
130.2 1/2” 1/2”

Tech Sheet 28

Working Pressure:
20 to 300 bar
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All Stainless Steel Gauges,  
1/4” Bottom Connection 

1/4” BSPP

0021 Gauge  
Diameter mm

Pressure 
Range PSI

Pressure 
Range Bar

SSG63-001BG 63 0-15 0-1
SSG63-004BG 63 0-60 0-4
SSG63-012BG 63 0-200 0-12
SSG63-025BG 63 0-400 0-25
SSG63-060BG 63 0-1000 0-60
SSG63-200BG 63 0-3000 0-200
SSG63-250BG 63 0-4000 0-250
SSG63-400BG 63 0-6000 0-400

Tech Sheet 20598

All Stainless Steel Gauges,  
1/2” Bottom Connection 

All Stainless Steel Gauges,  
1/4” Centre Back Connection 

All Stainless Steel Gauges,  
1/2” Centre Back Connection 

1/2” BSPP

0021 Gauge  
Diameter mm

Pressure  
Range PSI

Pressure  
Range Bar

SHG100-002BG 100 0-30 0-2
SHG100-006BG 100 0-100 0-6
SHG100-016BG 100 0-250 0-16
SHG100-040BG 100 0-600 0-40
SHG100-100BG 100 0-1500 0-100
SHG100-250BG 100 0-4000 0-250
SHG100-600BG 100 0-9000 0-600

Tech Sheet 20599

1/2” BSPP

0021 Gauge 
Diameter mm

Pressure 
Range PSI

Pressure
Range Bar

2038-8435 100 0-200 0-12
2038-8443 100 0-300 0-20
2038-8450 100 0-600 0-40
2038-8476 100 0-4000 0-250

Tech Sheet 20601

GLYCERINE GAUGES

Stainless Steel Case, Heavy-duty, Bottom Connection

1/2” BSPT

0021 Gauge 
Diameter mm

Pressure 
Range PSI

Pressure 
Range Bar

HG100-002B 100 0-36 0-2.5
HG100-004B 100 0-58 0-4
HG100-006B 100 0-87 0-6
HG100-010B 100 0-145 0-10
HG100-016B 100 0-232 0-16
HG100-040B 100 0-580 0-40
HG100-100B 100 0-1450 0-100
HG100-160B 100 0-2320 0-160
HG100-250B 100 0-3625 0-250
HG100-400B 100 0-5800 0-400

Tech Sheet 20597

1/2” BSPP

0021 Gauge 
Diameter mm

Pressure 
Range PSI

Pressure 
Range Bar

HG100-002G 100 0-36 0-2.5
HG100-004G 100 0-58 0-4
HG100-006G 100 0-87 0-6
HG100-010G 100 0-145 0-10
HG100-016G 100 0-232 0-16
HG100-040G 100 0-580 0-40
HG100-100G 100 0-1450 0-100
HG100-160G 100 0-2320 0-160
HG100-250G 100 0-3625 0-250
HG100-400G 100 0-5800 0-400

1/4” BSPP

0021 Gauge 
Diameter mm

Pressure 
Range PSI

Pressure 
Range Bar

2020-0340 50 0-200 0-12
2020-0341 50 0-300 0-20
2020-0342 50 0-600 0-40
2020-0343 50 0-900 0-60
2020-0344 50 0-4000 0-250
2038-8534 63 0-200 0-12
2038-8567 63 0-900 0-60
2038-8575 63 0-4000 0-250

Tech Sheet 20600
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TEMPERATURE GAUGES

Bi-metallic Thermometers

Stainless steel case and stainless steel stem, 100mm insertion.
Applications:
•	 Machine and plant engineering, piping, industrial heating
•	 BSPP Male

Stainless steel case and stainless steel stem, 100mm insertion.
Applications:
•	 Machine and plant engineering, piping, industrial heating
•	 BSPP Male

TEMPERATURE GAUGES

Stainless Steel Case, Back Entry, BSPP

0021 Thread Gauge Diameter  
mm

Temperature 
Range˚C

2052-8774 1/4” 63 0-60
2052-8782 1/4” 63 0-120
2052-8790 1/4” 63 0-200
2052-8808 1/4” 63 0-300
2052-8816 1/2” 100 0-60
2052-8824 1/2” 100 0-120
2052-8840 1/2” 100 0-200

Stainless Steel Case, Bottom Entry, BSPP

0021 Thread Gauge Diameter  
mm

Temperature 
Range˚C

2052-8865 1/4” 63 0-60
2052-8873 1/4” 63 0-120
2052-8881 1/4” 63 0-200
2052-8907 1/2” 100 0-60
2052-8915 1/2” 100 0-120
2052-8923 1/2” 100 0-200

Bi-metallic Thermometers,  
Centre Back Connection

63mm & 100mm Diameter, Stainless Steel 
Case, 1/2” BSPP
0056 Temperature Range˚C
WTG63160-60 0-60
WTG63160-120 0-120
WTG160-60 0-60
WTG160-120 0-120

Tech Sheet 10527

Bi-metallic Thermometers

Other temperatures are available. Please call our Technical 
Department for details.

100mm Diameter, Stainless Steel Case,  
1/2” BSPP
0056 Temperature Range˚C
WTG100-TE-60 0-60
WTG100-TE-120 0-120
WTG100-TE-200 0-200

Tech Sheet 10527

Pressure Rating of Thermowell:
25 bar max Pressure Rating of Thermowell:

25 bar max

DRY GAUGES

All Stainless Steel Dry Gauges,  
Bottom Connection

63mm Diameter, 1/4” BSPP
0021 Pressure Range PSI Pressure Range Bar
SSG63-001B 0-15 0-1
SSG63-004B 0-60 0-4
SSPGB060614 0-87 0-6
SSPGB061014 0-145 0-10
SSG63-012B 0-200 0-12
SSG63-025B 0-400 0-25
SSG63-060B 0-1000 0-60
SSG63-200B 0-3000 0-200
SSG63-400B 0-6000 0-400

Tech Sheet 20589

All Stainless Steel Dry Gauges,  
Centre Back Connection

63mm Diameter, 1/4” BSPP
0021 Pressure Range PSI Pressure Range Bar
2038-8484 0-200 0-12
2038-8492 0-300 0-20
2038-8526 0-4000 0-250

Tech Sheet 20591
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GLYCERINE GAUGES

Heavy-duty, Bottom Connection

Vacuum Gauges, Bottom Connection

Accuracy:
63mm diameter: +/- 1.6%

Heavy-duty, Centre Back Connection

Vacuum Gauges, Centre Back Connection

Accuracy:
63mm diameter: +/- 1.6%
100mm diameter: +/- 1.0%

63mm & 100mm Diameter, BSPP

0056 Thread Gauge Diameter
mm

Max Pressure
Bar

Max Pressure
PSI

WG63-14B-1G 1/4” 63 1 15
WG63-14B-1.6G 1/4” 63 1.6 25
WG63-14B-2.5G 1/4” 63 2.5 40
WG63-14B-4G 1/4” 63 4 60
WG63-14B-6G 1/4” 63 6 90
WG63-14B-10G 1/4” 63 10 160
WG63-14B-16G 1/4” 63 16 230
WG63-14B-25G 1/4” 63 25 400
WG63-14B-40G 1/4” 63 40 600
WG63-14B-60G 1/4” 63 60 900
WG63-14B-100G 1/4” 63 100 1600
WG63-14B-160G 1/4” 63 160 2300
WG63-14B-250G 1/4” 63 250 4000
WG63-14B-400G 1/4” 63 400 6000
WG63-14B-600G 1/4” 63 600 9000
WG100-38B-2.5G 3/8” 100 2.5 40
WG100-38B-4G 3/8” 100 4 60
WG100-38B-6G 3/8” 100 6 90
WG100-38B-10G 3/8” 100 10 160
WG100-38B-16G 3/8” 100 16 230
WG100-38B-40G 3/8” 100 40 600
WG100-12B-100G 1/2” 100 100 1600
WG100-12B-160G 1/2” 100 160 2300
WG100-12B-250G 1/2” 100 250 4000
WG100-12B-400G 1/2” 100 400 6000
WG100-12B-600G 1/2” 100 600 9000

Tech Sheet 10525

63mm Diameter, 1/4” BSPP
0056 Max Pressure Hg Max Pressure Bar
WG63-14B/-30HG -30 -1

Tech Sheet 10525

63mm Diameter, 1/4” BSPP
0056 Max Pressure Hg Max Pressure Bar
WG63-14R/-30HG -30 -1

Tech Sheet 10525

63mm & 100mm Diameter, BSPP

0056 Thread Gauge Diameter
mm

Max Pressure
Bar

Max Pressure
PSI

WG63-14R-1G 1/4” 63 1 15
WG63-14R-1.6G 1/4” 63 1.6 25
WG63-14R-2.5G 1/4” 63 2.5 40
WG63-14R-4G 1/4” 63 4 60
WG63-14R-6G 1/4” 63 6 90
WG63-14R-10G 1/4” 63 10 160
WG63-14R-16G 1/4” 63 16 230
WG63-14R-25G 1/4” 63 25 400
WG63-14R-40G 1/4” 63 40 600
WG63-14R-60G 1/4” 63 60 900
WG63-14R-100G 1/4” 63 100 1600
WG63-14R-160G 1/4” 63 160 2300
WG63-14R-250G 1/4” 63 250 3600
WG63-14R-400G 1/4” 63 400 6000
WG63-14R-600G 1/4” 63 600 9000
WG100-38R-2.5G 3/8” 100 2.5 40
WG100-38R-4G 3/8” 100 4 60
WG100-38R-6G 3/8” 100 6 90
WG100-38R-10G 3/8” 100 10 160
WG100-38R-16G 3/8” 100 16 230
WG100-38R-40G 3/8” 100 40 600
WG100-12R-100G 1/2” 100 100 1600
WG100-12R-160G 1/2” 100 160 2300
WG100-12R-250G 1/2” 100 250 4000
WG100-12R-400G 1/2” 100 400 6000
WG100-12R-600G 1/2” 100 600 9000

Tech Sheet 10525
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DRY GAUGES

Flush Panel Mount,  
Centre Back Connection

ABS Case, Bottom Connection

Accuracy:
40mm and 50mm diameter: +/- 2.5%
63mm diameter: +/- 1.6%

Accuracy:
100mm diameter: +/- 1.0%

ABS Case, Centre Back Connection

Accuracy:
40mm and 50mm diameter: +/- 2.5%

40mm & 50mm Diameter, 1/8” BSPT

0056 Gauge Diameter
mm

Max Pressure
PSI

Max Pressure
Bar

WG40-18R-1 40 15 1
WG40-18R-2.5 40 40 2.5
WG40-18R-4 40 60 4
WG40-18R-6 40 90 6
WG40-18R-10 40 160 10
WG40-18R-16 40 230 16
WG40-18R-25 40 400 25
WG50-18R-1 50 15 1
WG50-18R-2.5 50 40 2.5
WG50-18R-4 50 60 4
WG50-18R-6 50 90 6
WG50-18R-10 50 160 10
WG50-18R-16 50 230 16
WG50-18R-25 50 400 25

Tech Sheet 10524

63mm Diameter, 1/4” BSPP
0056 Max Pressure Bar
WG63-14FPM-1BAR 1
WG63-14FPM-2BAR 2
WG63-14FPM-4BAR 4
WG63-14FPM-7BAR 7
WG63-14FPM-11BAR 11
WG63-14FPM-14BAR 14
WG63-14FPM-20BAR 20
WG63-14FPM-28BAR 28
WG63-14FPM-40BAR 40

100mm Diameter, 3/8” BSPP
0056 Max Pressure Bar
WG100-38B-1BAR 1
WG100-38B-2BAR 2
WG100-38B-4BAR 4
WG100-38B-7BAR 7
WG100-38B-11BAR 11
WG100-38B-14BAR 14
WG100-38B-20BAR 20
WG100-38B-28BAR 28
WG100-38B-40BAR 40

Tech Sheet 10523

40mm, 50mm & 63mm Diameter, BSPP

0056 Thread Gauge Diameter
mm

Max Pressure
Bar

WG40-18B-1BAR 1/8" 40 1
WG40-18B-2BAR 1/8" 40 2
WG40-18B-14BAR 1/8" 40 14
WG50-18B-4BAR 1/8" 50 4
WG50-18B-7BAR 1/8" 50 7
WG50-18B-11BAR 1/8" 50 11
WG50-18B-14BAR 1/8" 50 14
WG50-18B-20BAR 1/8" 50 20
WG50-18B-40BAR 1/8" 50 40
WG50-18B-70BAR 1/8" 50 70
WG50-18B-200BAR 1/8" 50 200
WG63-14B-1BAR 1/4" 63 1
WG63-14B-2BAR 1/4" 63 2
WG63-14B-4BAR 1/4" 63 4
WG63-14B-7BAR 1/4" 63 7
WG63-14B-11BAR 1/4" 63 11
WG63-14B-14BAR 1/4" 63 14
WG63-14B-20BAR 1/4" 63 20
WG63-14B-28BAR 1/4" 63 28
WG63-14B-40BAR 1/4" 63 40
WG63-14B-70BAR 1/4" 63 70
WG63-14B-140BAR 1/4" 63 140
WG63-14B-400BAR 1/4" 63 400

Tech Sheet 10523

Panel Mount Gauge Bracket

Bracket
0056 To Suit
WGB-63 63mm Rear
WGB-100 100mm Rear
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TEMPERATURE GAUGES

Bi-metallic Thermometers, 
Centre Back Connection

63mm & 100mm Diameter, 
Aluminium Case, 1/2” BSPP
0056 Gauge Diameter mm Temperature Range °C
WTG63-60 63 0-60
WTG63-120 63 0-120
WTG63-200 63 0-200
WTG100-60 100 0-60
WTG100-120 100 0-120
WTG100-200 100 0-200

Tech Sheet 10526

Pressure Rating of Thermowell:
6 bar max

All pressure gauges can be supplied with a calibration certificate at a nominal charge.  
Please call our Business Development Team for price and delivery.

Refrigeration Gauges, Plastic Case,  
Bottom Connection

63mm Diameter, 7/16” UNF, 1/4” Flare
0056 Temperature Range °C
WG63-716B-1/9 -1/+9

Gauges HVAC Gauge Accessories

Mild Steel Syphons
1480 Size Type
ACC01582 3/8” BSP U
ACC01583 1/2” BSP U
ACC02082 3/8” BSP Ring
ACC02083 1/2” BSP Ring

Brass Gauge Cocks
1480 Size Type
ACC00005 1/4” BSPP F/F
ACC00006 3/8” BSPP F/F
ACC00007 1/2” BSPP F/F
ACC00022 3/8” BSPP M/F

HVAC GAUGES & GAUGE ACCESSORIES

100mm HVAC Pressure Gauge
1480 Connection Outer Range Inner Range
B401A340L Bottom 0-1 bar 0-15 PSI
B401A342L Bottom 0-2 bar 0-30 PSI
B401A344L Bottom 0-4 bar 0-60 PSI
B401A346L Bottom 0-7 bar 0-100 PSI
B401A348L Bottom 0-11 bar 0-160 PSI
B401A352L Bottom 0-20 bar 0-300 PSI
B401A354L Bottom 0-28 bar 0-400 PSI

63mm HVAC Temperature Gauge
1480 Connection Mounting Range
S202G151Z Back Spring Mounted 0-120°

100mm HVAC Temperature Gauge

1480 Connection Stem Length 
cm Range

T401A215A Bottom 5 -30 to +60°
T401A251A Bottom 5 0 to +120°
T401A251C Bottom 10 0 to +120°
T401F215A Back 5 -30 to +60°
T401F215C Back 10 -30 to +60°
T401F251A Back 5 0 to +120°
T401F251C Back 10 0 to +120°

Hose Gauge / Adaptors
1480 Thread WP Bar
BTP-928-04 1/4” BSPP 630
BTP-928-08 1/2” BSPP 630

Direct Gauge Adaptors
1480 Thread WP Bar
BTP-927-04 1/4” BSPP 630

Gauge Swivels & Adaptors



1441

Ready for use at any time
The compact SIKA pressure calibrators, a combination of a handy pressure pump with mbar accurate fine 
adjustment and a highly accurate digital reference pressure gauge, enable reliable on-site testing of sensors 
and indicators. With our many years of experience, we offer you a complete range of pressure calibrators for a 
wide variety of applications. This way you will find the right equipment for almost every testing task.

Well-equipped for mobile use - with SIKA pressure calibrators “Made in Germany”
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CALIBRATION INSTRUMENTS

Digital Pressure Gauges

•	 Battery powered digital pressure gauge
•	 Robust and compact design with rubber boot
•	 IP67 ingress protection/80mm diameter
•	 1/4” BSPP male connection with built-in seal
•	 Integral swivel
•	 Easy selection between units: bar, mbar, kPa, MPa, psi, kg/cm2, mH2O, inH2O
•	 Temporary backlight

Media Temperature:
-20°C to +80°C

D2, 1/4” BSPP, 0.1% Accuracy, Full Scale
0675 Gauge Diameter mm Pressure Range Bar
EME8REF-D2-0003 80 -1-3
EME8REF-D2-0010 80 -1-10
EME8REF-D2-0020 80 -1-20
EME8REF-D2-0040 80 -1-40
EME8REF-D2-0060 80 -1-60
EME8REF-D2-0100 80 0-100
EME8REF-D2-0250 80 0-250
EME8REF-D2-0400 80 0-400
EME8REF-D2-0700 80 0-700

Tech Sheet 68744

E2, 1/4” BSPP, 0.5% Accuracy, Full Scale
0675 Gauge Diameter mm Pressure Range Bar
EME8REF-E2-0003 80 -1-3
EME8REF-E2-0010 80 -1-10
EME8REF-E2-0020 80 -1-20
EME8REF-E2-0040 80 -1-40
EME8REF-E2-0060 80 -1-60
EME8REF-E2-0100 80 0-100
EME8REF-E2-0250 80 0-250
EME8REF-E2-0400 80 0-400
EME8REF-E2-0700 80 0-700

Tech Sheet 68744

C2, 1/4” BSPP, 0.05% Accuracy, Full Scale
0675 Gauge Diameter mm Pressure Range Bar
EME8REF-C2-0020 80 -1-10
EME8REF-C2-0040 80 -1-20
EME8REF-C2-0060 80 -1-40
EME8REF-C2-0100 80 -1-60
EME8REF-C2-0160 80 0-100
EME8REF-C2-0250 80 0-250
EME8REF-C2-0400 80 0-400
EME8REF-C2-0700 80 0-700

Tech Sheet 68744




