
2022 - 2024 Catalogue www.tech-hose.co.uk

Hydraulics Pneumatics  
& Vacuum

Compressed Air  
& Ring MainIndustrial Process & 

Instrumentation

Pneumatics

Kelm



• Cylinders
• Cylinder Accessories
• Guide Units
• Pneumatic Grippers
• Flow Regulators
• Manual  Mechanical Valves
• Foot Valves
• Pilot Valves
• Solenoid Valves
• Logic Valves
• Specialise Valves
• Filters
• Regulators
• Lubricators
• Pneumatic Vibrators

151

SECTION 3
Kelm



152

3
Ke

lm
PN

EU
M

AT
IC

S
A-ZSECTION 3 CONTENTS

Air Preparation 194-203

Compact Magnetic Cylinders 174-178

Flow Regulators 180

Foot Valves 185

Hand Slide Valves 185

ISO 15552 Cylinder Guides 173

ISO 15552 Standard Cylinders 165-172

ISO 6432 Mini Cylinders 154-164

Logic Valves 191

Manual & Mechanical Valves 181-185

Pilot Valves 186-187

Piston Vibrators 204

Pneumatic Ball Vibrators 204

Pneumatic Grippers 179

Pneumatic Turbine Vibrators 204

Solenoid Control Valves 188-190

Specialist Valves 192-193

Two Hand Safety Unit 193



153

COMPRESSED AIR SYSTEM GUIDE



154

2022-9845  
See page 333

Single Acting or Double Acting 
ISO 6432 Mini Cylinders
FA Front flange mounting
TC Front trunnion mounting
SDB Rear hinge mounting
LB Foot mounting (pair)
Y Piston rod clevis
I Piston rod clevis
F Piston rod floating joint
U Piston rod universal joint
Reed Switches Two wire N/O with LED

PNEUMATIC ISO 6432 MINI CYLINDERS

Accessories & Mounting Selector
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PNEUMATIC ISO 6432 MINI CYLINDERS

Technical Information

KA Series

KB Series

CA type

Ø16 to Ø25

KC Series Inner Structure
CA type

CM type

Ø32 & Ø40

Bore A A1 A2 A3 A4 A5 A6 B C C1 C2 D E F G G1 H I
8 76 64 46 86 74 – – 28 12 9.5 5 9.5 5 6 11.5 7 12 12

10 76 64 46 86 74 – – 28 12 9.5 5 9.5 5 6 11.5 7 12 12
12 91 75 50 105 88 – – 38 17 10.5 6 10.5 6 9 12.5 8 16 17
16 98 82 56 111 94 111 94 38 17 10.5 6 10.5 6 9 12.5 8 16 17
20 115 95 62 126 106 126 106 44 20 14.5 7.5 14.5 7.5 12 14.5 7.5 20 20
25 126 104 65 137 114.5 137 115 50 22 16 8 16 8 12 16 8 22 22
32 – – – – 125 140 126 58 14 16.5 9 – – – 16.5 9 20 30
40 – – – – 158 174 158 69 16 22 12 – – – 22 12 24 35

Bore J K L M N O P P1 Q R S T T1 X V W Y
8 2.5 M4 x 0.7 M12 x 1.25 6 16 10 17 4 8 12 15 7 17 M5 x 0.8 4 – –

10 2.5 M4 x 0.7 M12 x 1.25 6 16 10 17 4 8 12 15 7 17 M5 x 0.8 4 – –
12 5 M6 x 1.0 M16 x 1.5 6 22 14 20 6 12 16 18 10 22 M5 x 0.8 6 – 5
16 5 M6 x 1.0 M16 x 1.5 6 22 13 22 6 12 16 20 10 22 M5 x 0.8 6 13.5 5
20 6 M8 x 1.25 M22 x 1.5 7 24 11 29 8 16 22 25 12 29 1/8” 8 16.5 6
25 6 M10 x 1.25 M22 x 1.5 7 28 11 33.5 8 16 22 30 17 29 1/8” 10 18.5 8
32 6 M10 x 1.25 M30 x 1.5 7 38 – 37.5 – – 30 34.5 17 36 1/8” 12 10.5 10
40 7 M12 x 1.25 M38 x 1.5 8 45 – 46.5 – – 38 42.5 17 46 1/4” 16 12.5 14

Bore A A1 A2 A3 A4 A5 B C D
16 98 82 56 111 94 111 38 17 12.1
20 115 95 62 126 106 126 44 20 14.5
25 126 104 65 137 113.5 137 50 22 16

Bore A2 A4 A5 B C D D1 D2 D3 D4
32 68 124 140 58 14 16.5 9 11.5 14.5 7.5
40 89 157.5 174 69 16 22 12 12 21.5 11.5

Bore D5 G G1 G2 H I J K
32 11 16.5 9 11.8 20 30 6 M10 x 1.25
40 14 22 12 12 24 35 7 M12 x 1.25

Bore L M N P S T T1 V W X
32 M30 x 1.5 7 38 37.5 34.5 17 36 12 10.5 1/8”
40 M38 x 1.5 8 45 46.5 42.5 17 46 16 12.5 1/4”

Bore H I J K L M O N
16 16 17 5 M6 x 1.0 M16 x 1.5 6 13 22
20 20 20 6 M8 x 1.25 M22 x 1.5 7 11 24
25 22 22 6 M10 x 1.25 M22 x 1.5 7 11 28

Bore P Q R S T T1 V W X
16 22 12 5 20 10 22 6 13.5 M5 x 0.8
20 29 16 6 25 12 29 8 16.5 1.8”
25 33.5 16 9 30 17 29 10 18.5 1/8”

No. Item Material
1 Rod 304
2 Rod nut Carbon steel

3 Front cover 
packing NBR

4 Front cover nut Carbon steel

5 Bushing Wear-resistant 
material

6 Front cover Aluminium
7 Barrel 304
8 Bumper TPU
9 Piston 303*
10 Piston O-ring NBR

11 Wear ring Wear-resistant 
material

12 Nut Carbon steel
13 Back cover Aluminium allow

*16-40 bore: aluminium alloy.

Bore D1 D2 D3 E F G G1 G2
16 7 9 12.1 6 9 12.5 7.5 9.5
20 7.5 10.5 14.5 8 12 14.5 7.5 10.5
25 8 10.5 14.5 8 12 16 8 12

Bore A A1
Stroke 0-50 51-100 101-150 0-50 51-100 101-150

8 101 – – 89 – –
10 101 – – 89 – –
12 116 – – 100 – –
16 123 148 – 107 132 –
20 140 165 190 120 145 170
25 151 176 201 129 154 179
32 – – – – – –
40 – – – – – –

Bore A4 A5
Stroke 0-50 51-100 101-150 0-50 51-100 101-150

8 99 – – – – –
10 99 – – – – –
12 113 – – – – –
16 119 144 – 136 161 –
20 131 156 181 151 176 201
25 139.5 164.5 189.5 162 187 212
32 150 175 200 165 190 215
40 183 208 233 199 224 249

Bore A6
B C C1 C2Stroke 0-50 51-100 101-150

8 – – – 28 12 9.5 5
10 – – – 28 12 9.5 5
12 – – – 38 17 10.5 5
16 119 144 – 38 17 10.5 5
20 131 156 181 44 20 14.5 7.5
25 140 165 190 50 22 16 8
32 151 176 201 58 14 16.5 9
40 183 208 233 69 16 22 12

Bore A2 A3
Stroke 0-50 51-100 101-150 0-50 51-100 101-150

8 71 – – 111 – –
10 71 – – 111 – –
12 75 – – 130 – –
16 81 106 – 136 161 –
20 87 112 137 151 176 201
25 90 115 140 162 187 212
32 – – – – – –
40 – – – – – –
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ISO 6432 Mini Cylinders

Medium: 
Clean compressed air. Filtered (40µm) and lubricated cushioning-bumper.
Please note: Bore sizes 8mm-12mm and 32mm-40mm are available on a lead 
time. Please contact our sales office for details.

0334 Bore 
mm

Stroke 
mm Thread Locknut 

Thread
Piston Rod 

Thread
KC-20X100-S-CA 20 100 1/8" M22 x 1.5 M8 x 1.25
KC-20X125-S-CA 20 125 1/8" M22 x 1.5 M8 x 1.25
KC-20X150-S-CA 20 150 1/8" M22 x 1.5 M8 x 1.25
KC-25X10-S-CA 25 10 1/8" M22 x 1.5 M10 x 1.25
KC-25X20-S-CA 25 20 1/8" M22 x 1.5 M10 x 1.25
KC-25X25-S-CA 25 25 1/8" M22 x 1.5 M10 x 1.25
KC-25X30-S-CA 25 30 1/8" M22 x 1.5 M10 x 1.25
KC-25X40-S-CA 25 40 1/8" M22 x 1.5 M10 x 1.25
KC-25X50-S-CA 25 50 1/8" M22 x 1.5 M10 x 1.25
KC-25X60-S-CA 25 60 1/8" M22 x 1.5 M10 x 1.25
KC-25X75-S-CA 25 75 1/8" M22 x 1.5 M10 x 1.25
KC-25X80-S-CA 25 80 1/8" M22 x 1.5 M10 x 1.25
KC-25X100-S-CA 25 100 1/8" M22 x 1.5 M10 x 1.25
KC-25X125-S-CA 25 125 1/8" M22 x 1.5 M10 x 1.25
KC-25X150-S-CA 25 150 1/8" M22 x 1.5 M10 x 1.25
KC-32X10-S-CM 32 10 1/8" M30 x 1.5 M10 x 1.25
KC-32X15-S-CM 32 15 1/8" M30 x 1.5 M10 x 1.25
KC-32X20-S-CM 32 20 1/8" M30 x 1.5 M10 x 1.25
KC-32X25-S-CM 32 25 1/8" M30 x 1.5 M10 x 1.25
KC-32X30-S-CM 32 30 1/8" M30 x 1.5 M10 x 1.25
KC-32X40-S-CM 32 40 1/8" M30 x 1.5 M10 x 1.25
KC-32X50-S-CM 32 50 1/8" M30 x 1.5 M10 x 1.25
KC-32X60-S-CM 32 60 1/8" M30 x 1.5 M10 x 1.25
KC-32X75-S-CM 32 75 1/8" M30 x 1.5 M10 x 1.25
KC-32X80-S-CM 32 80 1/8" M30 x 1.5 M10 x 1.25
KC-32X100-S-CM 32 100 1/8" M30 x 1.5 M10 x 1.25
KC-32X125-S-CM 32 125 1/8" M30 x 1.5 M10 x 1.25
KC-32X150-S-CM 32 150 1/8" M30 x 1.5 M10 x 1.25
KC-40X10-S-CM 40 10 1/4" M38 x 1.5 M12 x 1.25
KC-40X15-S-CM 40 15 1/4" M38 x 1.5 M12 x 1.25
KC-40X20-S-CM 40 20 1/4" M38 x 1.5 M12 x 1.25
KC-40X25-S-CM 40 25 1/4" M38 x 1.5 M12 x 1.25
KC-40X30-S-CM 40 30 1/4" M38 x 1.5 M12 x 1.25
KC-40X40-S-CM 40 40 1/4" M38 x 1.5 M12 x 1.25
KC-40X50-S-CM 40 50 1/4" M38 x 1.5 M12 x 1.25
KC-40X60-S-CM 40 60 1/4" M38 x 1.5 M12 x 1.25
KC-40X75-S-CM 40 75 1/4" M38 x 1.5 M12 x 1.25
KC-40X80-S-CM 40 80 1/4" M38 x 1.5 M12 x 1.25
KC-40X100-S-CM 40 100 1/4" M38 x 1.5 M12 x 1.25
KC-40X125-S-CM 40 125 1/4" M38 x 1.5 M12 x 1.25
KC-40X150-S-CM 40 150 1/4" M38 x 1.5 M12 x 1.25

Tech Sheet 3000

PNEUMATIC CYLINDERS

Working Pressure:
2 to 10 bar

Working Temperature:
-20ºC to +70ºC

Magnetic Single Acting

0334 Bore 
mm

Stroke 
mm Thread Locknut 

Thread
Piston Rod 

Thread
KC-8X10-S-CA 8 10 M5 M12 x 1.25 M4 x 0.7
KC-8X15-S-CA 8 15 M5 M12 x 1.25 M4 x 0.7
KC-8X20-S-CA 8 20 M5 M12 x 1.25 M4 x 0.7
KC-8X25-S-CA 8 25 M5 M12 x 1.25 M4 x 0.7
KC-8X30-S-CA 8 30 M5 M12 x 1.25 M4 x 0.7
KC-8X40-S-CA 8 40 M5 M12 x 1.25 M4 x 0.7
KC-8X50-S-CA 8 50 M5 M12 x 1.25 M4 x 0.7
KC-10X10-S-CA 10 10 M5 M12 x 1.25 M4 x 0.7
KC-10X15-S-CA 10 15 M5 M12 x 1.25 M4 x 0.7
KC-10X20-S-CA 10 20 M5 M12 x 1.25 M4 x 0.7
KC-10X25-S-CA 10 25 M5 M12 x 1.25 M4 x 0.7
KC-10X30-S-CA 10 30 M5 M12 x 1.25 M4 x 0.7
KC-10X40-S-CA 10 40 M5 M12 x 1.25 M4 x 0.7
KC-10X50-S-CA 10 50 M5 M12 x 1.25 M4 x 0.7
KC-12X10-S-CA 12 10 M5 M16 x 1.5 M6 x 1.0
KC-12X15-S-CA 12 15 M5 M16 x 1.5 M6 x 1.0
KC-12X20-S-CA 12 20 M5 M16 x 1.5 M6 x 1.0
KC-12X25-S-CA 12 25 M5 M16 x 1.5 M6 x 1.0
KC-12X30-S-CA 12 30 M5 M16 x 1.5 M6 x 1.0
KC-12X40-S-CA 12 40 M5 M16 x 1.5 M6 x 1.0
KC-12X50-S-CA 12 50 M5 M16 x 1.5 M6 x 1.0
KC-16X10-S-CA 16 10 M5 M16 x 1.5 M6 x 1.0
KC-16X15-S-CA 16 15 M5 M16 x 1.5 M6 x 1.0
KC-16X20-S-CA 16 20 M5 M16 x 1.5 M6 x 1.0
KC-16X25-S-CA 16 25 M5 M16 x 1.5 M6 x 1.0
KC-16X30-S-CA 16 30 M5 M16 x 1.5 M6 x 1.0
KC-16X40-S-CA 16 40 M5 M16 x 1.5 M6 x 1.0
KC-16X50-S-CA 16 50 M5 M16 x 1.5 M6 x 1.0
KC-16X60-S-CA 16 60 M5 M16 x 1.5 M6 x 1.0
KC-16X75-S-CA 16 75 M5 M16 x 1.5 M6 x 1.0
KC-16X80-S-CA 16 80 M5 M16 x 1.5 M6 x 1.0
KC-16X100-S-CA 16 100 M5 M16 x 1.5 M6 x 1.0
KC-20X10-S-CA 20 10 1/8" M22 x 1.5 M8 x 1.25
KC-20X15-S-CA 20 15 1/8" M22 x 1.5 M8 x 1.25
KC-20X20-S-CA 20 20 1/8" M22 x 1.5 M8 x 1.25
KC-20X25-S-CA 20 25 1/8" M22 x 1.5 M8 x 1.25
KC-20X30-S-CA 20 30 1/8" M22 x 1.5 M8 x 1.25
KC-20X40-S-CA 20 40 1/8" M22 x 1.5 M8 x 1.25
KC-20X50-S-CA 20 50 1/8" M22 x 1.5 M8 x 1.25
KC-20X60-S-CA 20 60 1/8" M22 x 1.5 M8 x 1.25
KC-20X75-S-CA 20 75 1/8" M22 x 1.5 M8 x 1.25
KC-20X80-S-CA 20 80 1/8" M22 x 1.5 M8 x 1.25

Stainless Steel Piston Rod and Barrel as Standard
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ISO 6432 Mini Cylinders

Magnetic Double Acting

0334 Bore 
mm

Stroke 
mm Thread Locknut 

Thread
Piston Rod 

Thread
KA-8X15-S-CA 8 15 M5 M12 x 1.25 M4 x 0.7
KA-8X20-S-CA 8 20 M5 M12 x 1.25 M4 x 0.7
KA-8X25-S-CA 8 25 M5 M12 x 1.25 M4 x 0.7
KA-8X30-S-CA 8 30 M5 M12 x 1.25 M4 x 0.7
KA-8X40-S-CA 8 40 M5 M12 x 1.25 M4 x 0.7
KA-8X50-S-CA 8 50 M5 M12 x 1.25 M4 x 0.7
KA-8X60-S-CA 8 60 M5 M12 x 1.25 M4 x 0.7
KA-8X75-S-CA 8 75 M5 M12 x 1.25 M4 x 0.7
KA-8X80-S-CA 8 80 M5 M12 x 1.25 M4 x 0.7
KA-8X100-S-CA 8 100 M5 M12 x 1.25 M4 x 0.7
KA-8X125-S-CA 8 125 M5 M12 x 1.25 M4 x 0.7
KA-8X150-S-CA 8 150 M5 M12 x 1.25 M4 x 0.7
KA-10X10-S-CA 10 10 M5 M12 x 1.25 M4 x 0.7
KA-10X15-S-CA 10 15 M5 M12 x 1.25 M4 x 0.7
KA-10X20-S-CA 10 20 M5 M12 x 1.25 M4 x 0.7
KA-10X25-S-CA 10 25 M5 M12 x 1.25 M4 x 0.7
KA-10X30-S-CA 10 30 M5 M12 x 1.25 M4 x 0.7
KA-10X40-S-CA 10 40 M5 M12 x 1.25 M4 x 0.7
KA-10X50-S-CA 10 50 M5 M12 x 1.25 M4 x 0.7
KA-10X60-S-CA 10 60 M5 M12 x 1.25 M4 x 0.7
KA-10X75-S-CA 10 75 M5 M12 x 1.25 M4 x 0.7
KA-10X80-S-CA 10 80 M5 M12 x 1.25 M4 x 0.7
KA-10X100-S-CA 10 100 M5 M12 x 1.25 M4 x 0.7
KA-10X125-S-CA 10 125 M5 M12 x 1.25 M4 x 0.7
KA-10X150-S-CA 10 150 M5 M12 x 1.25 M4 x 0.7
KA-10X160-S-CA 10 160 M5 M12 x 1.25 M4 x 0.7
KA-10X175-S-CA 10 175 M5 M12 x 1.25 M4 x 0.7
KA-10X200-S-CA 10 200 M5 M12 x 1.25 M4 x 0.7
KA-12X10-S-CA 12 10 M5 M16 x 1.5 M6 x 1.0
KA-12X15-S-CA 12 15 M5 M16 x 1.5 M6 x 1.0
KA-12X20-S-CA 12 20 M5 M16 x 1.5 M6 x 1.0
KA-12X25-S-CA 12 25 M5 M16 x 1.5 M6 x 1.0
KA-12X30-S-CA 12 30 M5 M16 x 1.5 M6 x 1.0
KA-12X40-S-CA 12 40 M5 M16 x 1.5 M6 x 1.0
KA-12X50-S-CA 12 50 M5 M16 x 1.5 M6 x 1.0
KA-12X60-S-CA 12 60 M5 M16 x 1.5 M6 x 1.0
KA-12X75-S-CA 12 75 M5 M16 x 1.5 M6 x 1.0
KA-12X80-S-CA 12 80 M5 M16 x 1.5 M6 x 1.0
KA-12X100-S-CA 12 100 M5 M16 x 1.5 M6 x 1.0
KA-12X125-S-CA 12 125 M5 M16 x 1.5 M6 x 1.0
KA-12X150-S-CA 12 150 M5 M16 x 1.5 M6 x 1.0
KA-12X175-S-CA 12 175 M5 M16 x 1.5 M6 x 1.0
KA-12X200-S-CA 12 200 M5 M16 x 1.5 M6 x 1.0
KA-12X250-S-CA 12 250 M5 M16 x 1.5 M6 x 1.0
KB-16X10-S-CA 16 10 M5 M16 x 1.5 M6 x 1.0
KB-16X15-S-CA 16 15 M5 M16 x 1.5 M6 x 1.0
KB-16X20-S-CA 16 20 M5 M16 x 1.5 M6 x 1.0
KB-16X25-S-CA 16 25 M5 M16 x 1.5 M6 x 1.0
KB-16X30-S-CA 16 30 M5 M16 x 1.5 M6 x 1.0

Medium: 
Clean compressed air. Filtered (40µm) and lubricated cushioning 
KA-Bumper, KB-Adjustable.
Please note: Bore sizes 32mm-40mm are available on a lead time.  
Please contact our sales office for details.

PNEUMATIC CYLINDERS

= KA = KB

Working Pressure:
1 to 10 bar

Working Temperature:
-20°C to +70°C

0334 Bore 
mm

Stroke 
mm Thread Locknut 

Thread
Piston Rod 

Thread
KB-16X40-S-CA 16 40 M5 M16 x 1.5 M6 x 1.0
KB-16X50-S-CA 16 50 M5 M16 x 1.5 M6 x 1.0
KB-16X60-S-CA 16 60 M5 M16 x 1.5 M6 x 1.0
KB-16X75-S-CA 16 75 M5 M16 x 1.5 M6 x 1.0
KB-16X80-S-CA 16 80 M5 M16 x 1.5 M6 x 1.0
KB-16X100-S-CA 16 100 M5 M16 x 1.5 M6 x 1.0
KB-16X125-S-CA 16 125 M5 M16 x 1.5 M6 x 1.0
KB-16X150-S-CA 16 150 M5 M16 x 1.5 M6 x 1.0
KB-16X160-S-CA 16 160 M5 M16 x 1.5 M6 x 1.0
KB-16X175-S-CA 16 175 M5 M16 x 1.5 M6 x 1.0
KB-16X200-S-CA 16 200 M5 M16 x 1.5 M6 x 1.0
KB-16X250-S-CA 16 250 M5 M16 x 1.5 M6 x 1.0
KB-16X300-S-CA 16 300 M5 M16 x 1.5 M6 x 1.0
KB-20X10-S-CA 20 10 1/8” M22 x 1.5 M8 x 1.25
KB-20X15-S-CA 20 15 1/8” M22 x 1.5 M8 x 1.25
KB-20X20-S-CA 20 20 1/8” M22 x 1.5 M8 x 1.25
KB-20X25-S-CA 20 25 1/8” M22 x 1.5 M8 x 1.25
KB-20X30-S-CA 20 30 1/8” M22 x 1.5 M8 x 1.25
KB-20X40-S-CA 20 40 1/8” M22 x 1.5 M8 x 1.25
KB-20X50-S-CA 20 50 1/8” M22 x 1.5 M8 x 1.25
KB-20X60-S-CA 20 60 1/8” M22 x 1.5 M8 x 1.25
KB-20X75-S-CA 20 75 1/8” M22 x 1.5 M8 x 1.25
KB-20X80-S-CA 20 80 1/8” M22 x 1.5 M8 x 1.25
KB-20X100-S-CA 20 100 1/8” M22 x 1.5 M8 x 1.25
KB-20X125-S-CA 20 125 1/8” M22 x 1.5 M8 x 1.25
KB-20X150-S-CA 20 150 1/8” M22 x 1.5 M8 x 1.25
KB-20X160-S-CA 20 160 1/8” M22 x 1.5 M8 x 1.25
KB-20X175-S-CA 20 175 1/8” M22 x 1.5 M8 x 1.25
KB-20X200-S-CA 20 200 1/8” M22 x 1.5 M8 x 1.25
KB-20X250-S-CA 20 250 1/8” M22 x 1.5 M8 x 1.25
KB-20X300-S-CA 20 300 1/8” M22 x 1.5 M8 x 1.25
KB-20X350-S-CA 20 350 1/8” M22 x 1.5 M8 x 1.25
KB-20X400-S-CA 20 400 1/8” M22 x 1.5 M8 x 1.25
KB-20X450-S-CA 20 450 1/8” M22 x 1.5 M8 x 1.25
KB-20X500-S-CA 20 500 1/8” M22 x 1.5 M8 x 1.25
KB-25X10-S-CA 25 10 1/8” M22 x 1.5 M10 x 1.25
KB-25X15-S-CA 25 15 1/8” M22 x 1.5 M10 x 1.25
KB-25X20-S-CA 25 20 1/8” M22 x 1.5 M10 x 1.25
KB-25X25-S-CA 25 25 1/8” M22 x 1.5 M10 x 1.25
KB-25X30-S-CA 25 30 1/8” M22 x 1.5 M10 x 1.25
KB-25X40-S-CA 25 40 1/8” M22 x 1.5 M10 x 1.25
KB-25X50-S-CA 25 50 1/8” M22 x 1.5 M10 x 1.25
KB-25X60-S-CA 25 60 1/8” M22 x 1.5 M10 x 1.25
KB-25X75-S-CA 25 75 1/8” M22 x 1.5 M10 x 1.25
KB-25X80-S-CA 25 80 1/8” M22 x 1.5 M10 x 1.25
KB-25X100-S-CA 25 100 1/8” M22 x 1.5 M10 x 1.25
KB-25X125-S-CA 25 125 1/8” M22 x 1.5 M10 x 1.25
KB-25X150-S-CA 25 150 1/8” M22 x 1.5 M10 x 1.25

Tech Sheet 3001

Further sizes in this range continued on next page

Stainless Steel Piston Rod and Barrel as Standard
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PNEUMATIC CYLINDERS

ISO 6432 Mountings

Front Flange Mounting FA
0334 Bore mm

F-KA8FA 8/10
F-KA12FA 12/16
F-KA20FA 20/25

Tech Sheet 3002

Front Trunnion Mounting TC
0334 Bore mm

F-KA8TC 8/10
F-KA12TC 12/16
F-KA20TC 20/25
F-KA32TC 32
F-KA40TC 40

Tech Sheet 3003

0334 Bore 
mm

Stroke 
mm Thread Locknut 

Thread
Piston Rod 

Thread
KB-32X350-S-CM 32 350 1/8” M30 x 1.5 M10 x 1.25
KB-32X400-S-CM 32 400 1/8” M30 x 1.5 M10 x 1.25
KB-32X450-S-CM 32 450 1/8” M30 x 1.5 M10 x 1.25
KB-32X500-S-CM 32 500 1/8” M30 x 1.5 M10 x 1.25
KB-32X600-S-CM 32 600 1/8” M30 x 1.5 M10 x 1.25
KB-40X10-S-CM 40 10 1/4” M38 x 1.5 M12 x 1.25
KB-40X15-S-CM 40 15 1/4” M38 x 1.5 M12 x 1.25
KB-40X20-S-CM 40 20 1/4” M38 x 1.5 M12 x 1.25
KB-40X25-S-CM 40 25 1/4” M38 x 1.5 M12 x 1.25
KB-40X30-S-CM 40 30 1/4” M38 x 1.5 M12 x 1.25
KB-40X40-S-CM 40 40 1/4” M38 x 1.5 M12 x 1.25
KB-40X50-S-CM 40 50 1/4” M38 x 1.5 M12 x 1.25
KB-40X60-S-CM 40 60 1/4” M38 x 1.5 M12 x 1.25
KB-40X75-S-CM 40 75 1/4” M38 x 1.5 M12 x 1.25
KB-40X80-S-CM 40 80 1/4” M38 x 1.5 M12 x 1.25
KB-40X100-S-CM 40 100 1/4” M38 x 1.5 M12 x 1.25
KB-40X125-S-CM 40 125 1/4” M38 x 1.5 M12 x 1.25
KB-40X150-S-CM 40 150 1/4” M38 x 1.5 M12 x 1.25
KB-40X160-S-CM 40 160 1/4” M38 x 1.5 M12 x 1.25
KB-40X175-S-CM 40 175 1/4” M38 x 1.5 M12 x 1.25
KB-40X200-S-CM 40 200 1/4” M38 x 1.5 M12 x 1.25
KB-40X250-S-CM 40 250 1/4” M38 x 1.5 M12 x 1.25
KB-40X300-S-CM 40 300 1/4” M38 x 1.5 M12 x 1.25
KB-40X350-S-CM 40 350 1/4” M38 x 1.5 M12 x 1.25
KB-40X400-S-CM 40 400 1/4” M38 x 1.5 M12 x 1.25
KB-40X450-S-CM 40 450 1/4” M38 x 1.5 M12 x 1.25
KB-40X500-S-CM 40 500 1/4” M38 x 1.5 M12 x 1.25
KB-40X600-S-CM 40 600 1/4” M38 x 1.5 M12 x 1.25

Tech Sheet 3001

ISO 6432 Mini Cylinders

Medium: 
Clean compressed air. Filtered (40µm) and lubricated cushioning KA-Bumper, KB-Adjustable.
Please note: Bore sizes 32mm-40mm are available on a lead time. 
Please contact our sales office for details.

= KA = KB

Working Pressure:
1 to 10 bar

Working Temperature:
-20°C to +70°C

Magnetic Double Acting

0334 Bore 
mm

Stroke 
mm Thread Locknut 

Thread
Piston Rod 

Thread
KB-25X160-S-CA 25 160 1/8” M22 x 1.5 M10 x 1.25
KB-25X175-S-CA 25 175 1/8” M22 x 1.5 M10 x 1.25
KB-25X200-S-CA 25 200 1/8” M22 x 1.5 M10 x 1.25
KB-25X250-S-CA 25 250 1/8” M22 x 1.5 M10 x 1.25
KB-25X300-S-CA 25 300 1/8” M22 x 1.5 M10 x 1.25
KB-25X350-S-CA 25 350 1/8” M22 x 1.5 M10 x 1.25
KB-25X400-S-CA 25 400 1/8” M22 x 1.5 M10 x 1.25
KB-25X450-S-CA 25 450 1/8” M22 x 1.5 M10 x 1.25
KB-25X500-S-CA 25 500 1/8” M22 x 1.5 M10 x 1.25
KB-25X600-S-CA 25 600 1/8” M22 x 1.5 M10 x 1.25
KB-32X10-S-CM 32 10 1/8” M30 x 1.5 M10 x 1.25
KB-32X15-S-CM 32 15 1/8” M30 x 1.5 M10 x 1.25
KB-32X20-S-CM 32 20 1/8” M30 x 1.5 M10 x 1.25
KB-32X25-S-CM 32 25 1/8” M30 x 1.5 M10 x 1.25
KB-32X30-S-CM 32 30 1/8” M30 x 1.5 M10 x 1.25
KB-32X40-S-CM 32 40 1/8” M30 x 1.5 M10 x 1.25
KB-32X50-S-CM 32 50 1/8” M30 x 1.5 M10 x 1.25
KB-32X60-S-CM 32 60 1/8” M30 x 1.5 M10 x 1.25
KB-32X75-S-CM 32 75 1/8” M30 x 1.5 M10 x 1.25
KB-32X80-S-CM 32 80 1/8” M30 x 1.5 M10 x 1.25
KB-32X100-S-CM 32 100 1/8” M30 x 1.5 M10 x 1.25
KB-32X125-S-CM 32 125 1/8” M30 x 1.5 M10 x 1.25
KB-32X150-S-CM 32 150 1/8” M30 x 1.5 M10 x 1.25
KB-32X160-S-CM 32 160 1/8” M30 x 1.5 M10 x 1.25
KB-32X175-S-CM 32 175 1/8” M30 x 1.5 M10 x 1.25
KB-32X200-S-CM 32 200 1/8” M30 x 1.5 M10 x 1.25
KB-32X250-S-CM 32 250 1/8” M30 x 1.5 M10 x 1.25
KB-32X300-S-CM 32 300 1/8” M30 x 1.5 M10 x 1.25

Stainless Steel Piston Rod and Barrel as Standard
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ISO 6432 Mountings

Rear Hinge Mounting SDB
0334 Bore mm

F-KA8SDB 8/10
F-KA12SDB 12/16
F-KA20SDB 20/25
F-KA32SDB 32
F-KA40SDB 40

Tech Sheet 3004

Foot Mounting LB, (Pair)
0334 Bore mm

F-KA8LB 8/10
F-KA12LB 12/16
F-KA20LB 20/25
F-KA32LB 32
F-KA40LB 40

Tech Sheet 3005

Piston Rod Clevis Y
0334 Bore mm Thread

F-M04070YE 8/10 M4 x 0.7
F-M06100YE 12/16 M6 x 1
F-M08125YE 20 M8 x 1.25
F-M1025YE 25/32 M10 x 1.25

Tech Sheet 3006

Piston Rod Clevis I
0334 Bore mm Thread

F-M06100II 12/16 M6 x 1
F-M08125II 20 M8 x 1.25
F-M10125II 25/32 M10 x 1.25
F-M12125II 40 M12 x 1.25

Tech Sheet 3007

Piston Rod Floating Joint F
0334 Bore mm Thread

F-M08125F 20 M8 x 1.25
F-M10125F 25/32 M10 x 1.25
F-M12125F 40 M12 x 1.25

Tech Sheet 3008

Piston Rod Universal Joint U
0334 Bore mm Thread

F-M04070U 8/10 M4 x 0.7
F-M06100U 12/16 M6 x 1
F-M08125U 20 M8 x 1.25
F-M10125U 25/32 M10 x 1.25
F-M12125U 40 M12 x 1.25

Tech Sheet 3009

Reed Switches to suit ISO 6432

Two Wire, N/O with LED
0334 Bore mm Voltage

CS1-M-8 8 5-240V AC/DC
CS1-M-10 10 5-240V AC/DC
CS1-M-12 12 5-240V AC/DC
CS1-M-16 16 5-240V AC/DC
CS1-M-20 20 5-240V AC/DC
CS1-M-25 25 5-240V AC/DC
CS1-M-32 32 5-240V AC/DC
CS1-M-40 40 5-240V AC/DC

Tech Sheet 3010
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ISO 6432 Mini Cylinder Guides

The guide unit allows for standard ISO 6432 cylinder to move loads with high positioning accuracy.
Features and Benefits
• Protection against rotation at high torques. 
• High guide precision for cylinder guiding. 
• Supplied plain or recirculating ball bearing guides.

With Slide Bearings
0334 Bore mm Stroke mm

KRF-16X50-0 16 50
KRF-16X100-0 16 100
KRF-16X160-0 16 160
KRF-16X200-0 16 200
KRF-16X250-0 16 250
KRF-16X320-0 16 320
KRF-16X400-0 16 400
KRF-16X500-0 16 500
KRF-20X50-0 20 50
KRF-20X100-0 20 100
KRF-20X160-0 20 160
KRF-20X200-0 20 200
KRF-20X250-0 20 250
KRF-20X320-0 20 320
KRF-20X400-0 20 400
KRF-20X500-0 20 500
KRF-25X50-0 25 50
KRF-25X100-0 25 100
KRF-25X160-0 25 160
KRF-25X200-0 25 200
KRF-25X250-0 25 250
KRF-25X320-0 25 320
KRF-25X400-0 25 400
KRF-25X500-0 25 500

Tech Sheet 20893

With Ball Bearings
0334 Bore mm Stroke mm

KRF-16X50-1 16 50
KRF-16X100-1 16 100
KRF-16X160-1 16 160
KRF-16X200-1 16 200
KRF-16X250-1 16 250
KRF-16X320-1 16 320
KRF-16X400-1 16 400
KRF-16X500-1 16 500
KRF-20X50-1 20 50
KRF-20X100-1 20 100
KRF-20X160-1 20 160
KRF-20X200-1 20 200
KRF-20X250-1 20 250
KRF-20X320-1 20 320
KRF-20X400-1 20 400
KRF-20X500-1 20 500
KRF-25X50-1 25 50
KRF-25X100-1 25 100
KRF-25X160-1 25 160
KRF-25X200-1 25 200
KRF-25X250-1 25 250
KRF-25X320-1 25 320
KRF-25X400-1 25 400
KRF-25X500-1 25 500

Tech Sheet 20894
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LB

SDB

PISTON ROD 
LOCK NUT

KASS-16X10-S-CA

LB

FA

LOCK NUT

REED SWITCH 
MOUNTING BRACKET
RSMC16

Double Acting ISO 6432  
Stainless Steel Mini Cylinders
FA Front flange mounting
SDB Rear hinge mounting
LB Foot mounting (pair)
Y Piston rod clevis
Lock Nut
Piston Rod Lock Nut
Reed Switches Two wire N/O with LED
Reed Switch Bracket

PNEUMATIC STAINLESS STEEL  
ISO 6432 MINI CYLINDERS
Accessories & Mounting Selector

Cylinders 
Page 163

Mountings 
Pages 164

Reed Switches 
Page 164

Cylinder Guides 
Page 160

REED SWITCH 
KRS-2.5

Y
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PNEUMATIC STAINLESS STEEL  
ISO 6432 MINI CYLINDERS
Technical Information

Component Parts & Materials

Double Acting Magnetic

KASS…

Ø mm A A1 B C D E F G K L M N P R CH
16 M6 6 M16 x 1.5 12 19 6 18 M5 22 16 109 9 53 82 5
20 M8 8 M22 x 1.5 16 27 8 20 1/8G 24 20 131 12 67 95 7
25 M10 x 1.25 10 M22 x 1.5 16 30 8 22 1/8G 28 22 140 12 68 104 9

No. Item Material
1 Nut Steel AISI 304
2 Piston rod Steel AISI 306
3 Rod seal Polyurethane
4 Front cover Steel AISI 304
5 Nut Steel AISI 304
6 Bearing Sintered bronze
7 O-ring seals Nitrile
8 Bumper Neoprene
9 Piston Brass
10 Piston seal Polyurethane
11 Magnet Plastoferrite
12 Mini cylinder shape body Steel AISI 304
13 Back cover Steel AISI 304

www.kelm-uk.com
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Full stainless steel double acting, magnetic, bumper cushioned cylinders.
Available in: 
Bore sizes: 16, 20 and 25mm
Stroke lengths: 10, 25, 50, 80, 100, 125, 160, 200, 250 and 320mm
Intermediate strokes are available upon request, please contact our Business Development Team.
Suitable for all industrial fields, but particularly suitable for use in corrosive environments.

Magnetic Double Acting

0333 Bore
mm

Stroke
mm Thread Locknut Thread Piston Rod 

Thread
KASS-16X10-S-CA 16 10 M5 M16 x 1.5 M6
KASS-16X25-S-CA 16 25 M5 M16 x 1.5 M6
KASS-16X50-S-CA 16 50 M5 M16 x 1.5 M6
KASS-16X80-S-CA 16 80 M5 M16 x 1.5 M6
KASS-16X100-S-CA 16 100 M5 M16 x 1.5 M6
KASS-16X125-S-CA 16 125 M5 M16 x 1.5 M6
KASS-16X160-S-CA 16 160 M5 M16 x 1.5 M6
KASS-16X200-S-CA 16 200 M5 M16 x 1.5 M6
KASS-16X250-S-CA 16 250 M5 M16 x 1.5 M6
KASS-16X320-S-CA 16 320 M5 M16 x 1.5 M6
KASS-20X10-S-CA 20 10 1/8” M22 x 1.5 M8
KASS-20X25-S-CA 20 25 1/8” M22 x 1.5 M8
KASS-20X50-S-CA 20 50 1/8” M22 x 1.5 M8
KASS-20X80-S-CA 20 80 1/8” M22 x 1.5 M8
KASS-20X100-S-CA 20 100 1/8” M22 x 1.5 M8
KASS-20X125-S-CA 20 125 1/8” M22 x 1.5 M8
KASS-20X160-S-CA 20 160 1/8” M22 x 1.5 M8
KASS-20X200-S-CA 20 200 1/8” M22 x 1.5 M8
KASS-20X250-S-CA 20 250 1/8” M22 x 1.5 M8
KASS-20X320-S-CA 20 320 1/8” M22 x 1.5 M8
KASS-25X10-S-CA 25 10 1/8” M22 x 1.5 M10 x 1.25
KASS-25X25-S-CA 25 25 1/8” M22 x 1.5 M10 x 1.25
KASS-25X50-S-CA 25 50 1/8” M22 x 1.5 M10 x 1.25
KASS-25X80-S-CA 25 80 1/8” M22 x 1.5 M10 x 1.25
KASS-25X100-S-CA 25 100 1/8” M22 x 1.5 M10 x 1.25
KASS-25X125-S-CA 25 125 1/8” M22 x 1.5 M10 x 1.25
KASS-25X160-S-CA 25 160 1/8” M22 x 1.5 M10 x 1.25
KASS-25X200-S-CA 25 200 1/8” M22 x 1.5 M10 x 1.25
KASS-25X250-S-CA 25 250 1/8” M22 x 1.5 M10 x 1.25
KASS-25X320-S-CA 25 320 1/8” M22 x 1.5 M10 x 1.25

Tech Sheet 10287

Stainless Steel ISO 6432 Mini Cylinders

= KA

Operating Pressure:
2-10 bar

Working Temperature:
0°C to +80°C
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Stainless Steel ISO 6432 Mountings

Front Flange Mounting FA
0333 Bore mm

F-KASS16FA 16
F-KASS20FA 20/25

Foot Mounting LB, (single)
0333 Bore mm

F-KASS16LB 16
F-KASS20LB 20/25

Rear Hinge Mounting SDB
0333 Bore mm

F-KASS16SDB 16
F-KASS20SDB 20/25

Lock Nut
0333 Bore mm Thread

F-KASS16LN 16 M16 x 1.5
F-KASS20LN 20/25 M22 x 1.5

Piston Rod Lock Nut
0333 Bore mm Thread

F-KASS16PLN 16 M6
F-KASS20PLN 20 M8
F-KASS25PLN 25 M10 x 1.25

Reed Switches

Two Wire, N/O with LED
0333 Voltage
KRS-2.5 5-240V AC/DC

Reed Switch Mounting Brackets

 

0333 Bore mm

RSMC16 16
RSMC20 20
RSMC25 25

Piston Rod Clevis Y
0333 Bore mm Thread

F-KASS16Y 16 M6 x 1
F-KASS20Y 20 M8 x 1.25
F-KASS25Y 25 M10 x 1.25
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PNEUMATIC GEN 1 & 2 ISO 15552 CYLINDERS

Accessories & Mounting Selector

REED SWITCH 
CMS-E020

KF-32BX25-S-G

I
U

F

YI

2022-9845  
See page 333

LB

FA

FTC
TF

CA

CB

CRFA

TM

Cylinders 
Pages 167-170

Mountings 
Pages 171-172

Reed Switches 
Page 172

Cylinder Guides 
Page 173

ISO 15552 Cylinders
FA  Front and rear flange mounting
FTC Front trunnion mounting
TF Front trunnion clevis mounting
TM Trunnion support mounting
CA Rear eye mounting
CB Rear clevis mounting
CR Rear bracket mounting
LB Foot mounting (pair)
YI Piston rod clevis 
I Piston rod clevis 
F Piston rod floating joint
U Piston rod universal joint 
Reed Switches Two wire N/O with LED

LB
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PNEUMATIC GEN 1 & 2 ISO 15552 CYLINDERS

www.kelm-uk.com

Inner Structure & Material of Major Parts

Technical Information

Dimensions

Bore Size/Item A B C D E F G H I J K L N P Q R S T V W X Z
32 142 48 94 30 29 19 27.5 22 17 6 M10 x 1.25 M6 13.5 5.8 6 6.3 46.5 32.5 12 10 3 30
40 159 54 105 35 33 21 32 24 17 7 M12 x 1.25 M6 17.5 6 5.5 9 54 38 16 13 3.5 35
50 175 69 106 40 42 27 31 32 23 8 M16 x 1.5 M8 14 8 5 10.5 64 46.5 20 17 3.5 40
63 190 69 121 45 42 27 33 32 23 8 M16 x 1.5 M8 17 8 6 10.5 75 56.5 20 17 4 45
80 214 86 128 45 53 33 33 40 26 10 M20 x 1.5 M10 16.5 8 8.5 12.5 93 72 25 22 4 45

100 229 91 138 55 55 36 37 40 26 10 M20 x 1.5 M10 19.5 10 7 12 110 89 25 22 4 55
125 279 119 160 60 74 45 46 54 41 13.5 M27 x 2 M12 23 11 12 11 135 110 32 27 4 60

No. Item Material
1 Rod nut Stainless steel

2 Piston rod Blank: medium carbon steel  
B: 304 stainless steel

3 Front cover packing TPU
4 Front cover Aluminium alloy
5 Bushing Wear-resistant material
6 Cushioning O-ring TPU
7 Barrel Aluminium alloy
8 O-ring Nitrile
9 Piston Aluminium alloy

10 Piston seal TPU
11 Wear ring Wear-resistant material
12 Magnet Plastic/rubber (Ø125)
13 Bolt Carbon steel
14 Buffer gasket TPU
15 Back cover Aluminium alloy
16 Screw Carbon steel/stainless steel



Ke
lm

167

3

PN
EU

M
AT

IC
S

PNEUMATIC CYLINDERS

Medium:  
Clean compressed air. Filtered (40µm) and lubricated adjustable cushioning. 
Piston Rod Material: Chrome plated carbon steel.
Please note: Bore sizes 125mm are available on a lead time.  
Please contact our sales office for details.

Magnetic Double Acting, Adjustable Cushioning, BSPP

0414 Bore mm Stroke mm Thread Piston Rod 
Thread

KI-32X25-S-G 32 25 1/8” M10 x 1.25
KI-32X50-S-G 32 50 1/8” M10 x 1.25
KI-32X75-S-G 32 75 1/8” M10 x 1.25
KI-32X80-S-G 32 80 1/8” M10 x 1.25
KI-32X100-S-G 32 100 1/8” M10 x 1.25
KI-32X125-S-G 32 125 1/8” M10 x 1.25
KI-32X150-S-G 32 150 1/8” M10 x 1.25
KI-32X160-S-G 32 160 1/8” M10 x 1.25
KI-32X175-S-G 32 175 1/8” M10 x 1.25
KI-32X200-S-G 32 200 1/8” M10 x 1.25
KI-32X250-S-G 32 250 1/8” M10 x 1.25
KI-32X300-S-G 32 300 1/8” M10 x 1.25
KI-32X350-S-G 32 350 1/8” M10 x 1.25
KI-32X400-S-G 32 400 1/8” M10 x 1.25
KI-32X450-S-G 32 450 1/8” M10 x 1.25
KI-32X500-S-G 32 500 1/8” M10 x 1.25
KI-40X25-S-G 40 25 1/4” M12 x 1.25
KI-40X50-S-G 40 50 1/4” M12 x 1.25
KI-40X75-S-G 40 75 1/4” M12 x 1.25
KI-40X80-S-G 40 80 1/4” M12 x 1.25
KI-40X100-S-G 40 100 1/4” M12 x 1.25
KI-40X125-S-G 40 125 1/4” M12 x 1.25
KI-40X150-S-G 40 150 1/4” M12 x 1.25
KI-40X160-S-G 40 160 1/4” M12 x 1.25
KI-40X175-S-G 40 175 1/4” M12 x 1.25
KI-40X200-S-G 40 200 1/4” M12 x 1.25
KI-40X250-S-G 40 250 1/4” M12 x 1.25
KI-40X300-S-G 40 300 1/4” M12 x 1.25
KI-40X350-S-G 40 350 1/4” M12 x 1.25
KI-40X400-S-G 40 400 1/4” M12 x 1.25
KI-40X450-S-G 40 450 1/4” M12 x 1.25
KI-40X500-S-G 40 500 1/4” M12 x 1.25
KI-40X600-S-G 40 600 1/4” M12 x 1.25
KI-40X700-S-G 40 700 1/4” M12 x 1.25
KI-40X800-S-G 40 800 1/4” M12 x 1.25
KI-50X25-S-G 50 25 1/4” M16 x 1.5
KI-50X50-S-G 50 50 1/4” M16 x 1.5
KI-50X75-S-G 50 75 1/4” M16 x 1.5
KI-50X80-S-G 50 80 1/4” M16 x 1.5
KI-50X100-S-G 50 100 1/4” M16 x 1.5
KI-50X125-S-G 50 125 1/4” M16 x 1.5
KI-50X150-S-G 50 150 1/4” M16 x 1.5
KI-50X160-S-G 50 160 1/4” M16 x 1.5
KI-50X175-S-G 50 175 1/4” M16 x 1.5
KI-50X200-S-G 50 200 1/4” M16 x 1.5
KI-50X250-S-G 50 250 1/4” M16 x 1.5

0414 Bore mm Stroke mm Thread Piston Rod
Thread

KI-50X300-S-G 50 300 1/4” M16 x 1.5
KI-50X350-S-G 50 350 1/4” M16 x 1.5
KI-50X400-S-G 50 400 1/4” M16 x 1.5
KI-50X450-S-G 50 450 1/4” M16 x 1.5
KI-50X500-S-G 50 500 1/4” M16 x 1.5
KI-50X600-S-G 50 600 1/4” M16 x 1.5
KI-50X700-S-G 50 700 1/4” M16 x 1.5
KI-50X800-S-G 50 800 1/4” M16 x 1.5
KI-50X900-S-G 50 900 1/4” M16 x 1.5
KI-50X1000-S-G 50 1000 1/4” M16 x 1.5
KI-63X25-S-G 63 25 3/8” M16 x 1.5
KI-63X50-S-G 63 50 3/8” M16 x 1.5
KI-63X75-S-G 63 75 3/8” M16 x 1.5
KI-63X80-S-G 63 80 3/8” M16 x 1.5
KI-63X100-S-G 63 100 3/8” M16 x 1.5
KI-63X125-S-G 63 125 3/8” M16 x 1.5
KI-63X150-S-G 63 150 3/8” M16 x 1.5
KI-63X160-S-G 63 160 3/8” M16 x 1.5
KI-63X175-S-G 63 175 3/8” M16 x 1.5
KI-63X200-S-G 63 200 3/8” M16 x 1.5
KI-63X250-S-G 63 250 3/8” M16 x 1.5
KI-63X300-S-G 63 300 3/8” M16 x 1.5
KI-63X350-S-G 63 350 3/8” M16 x 1.5
KI-63X400-S-G 63 400 3/8” M16 x 1.5
KI-63X450-S-G 63 450 3/8” M16 x 1.5
KI-63X500-S-G 63 500 3/8” M16 x 1.5
KI-63X600-S-G 63 600 3/8” M16 x 1.5
KI-63X700-S-G 63 700 3/8” M16 x 1.5
KI-63X800-S-G 63 800 3/8” M16 x 1.5
KI-63X900-S-G 63 900 3/8” M16 x 1.5
KI-63X1000-S-G 63 1000 3/8” M16 x 1.5
KI-80X25-S-G 80 25 3/8” M20 x 1.5
KI-80X50-S-G 80 50 3/8” M20 x 1.5
KI-80X75-S-G 80 75 3/8” M20 x 1.5
KI-80X80-S-G 80 80 3/8” M20 x 1.5
KI-80X100-S-G 80 100 3/8” M20 x 1.5
KI-80X125-S-G 80 125 3/8” M20 x 1.5
KI-80X150-S-G 80 150 3/8” M20 x 1.5
KI-80X160-S-G 80 160 3/8” M20 x 1.5
KI-80X175-S-G 80 175 3/8” M20 x 1.5
KI-80X200-S-G 80 200 3/8” M20 x 1.5
KI-80X250-S-G 80 250 3/8” M20 x 1.5
KI-80X300-S-G 80 300 3/8” M20 x 1.5
KI-80X350-S-G 80 350 3/8” M20 x 1.5
KI-80X400-S-G 80 400 3/8” M20 x 1.5

Tech Sheet 10657

Gen 1 ISO 15552 Cylinders

Working Pressure:
1 to 10 bar

Working Temperature:
-20°C to +80°C

Chrome Plated Carbon Steel Piston Rod as Standard

Further sizes in this range continued on next page
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Magnetic Double Acting, Adjustable Cushioning, BSPP

0414 Bore mm Stroke mm Thread Piston Rod 
Thread

KI-80X450-S-G 80 450 3/8” M20 x 1.5
KI-80X500-S-G 80 500 3/8” M20 x 1.5
KI-80X600-S-G 80 600 3/8” M20 x 1.5
KI-80X700-S-G 80 700 3/8” M20 x 1.5
KI-80X800-S-G 80 800 3/8” M20 x 1.5
KI-80X900-S-G 80 900 3/8” M20 x 1.5
KI-80X1000-S-G 80 1000 3/8” M20 x 1.5
KI-100X25-S-G 100 25 1/2” M20 x 1.5
KI-100X50-S-G 100 50 1/2” M20 x 1.5
KI-100X75-S-G 100 75 1/2” M20 x 1.5
KI-100X80-S-G 100 80 1/2” M20 x 1.5
KI-100X100-S-G 100 100 1/2” M20 x 1.5
KI-100X125-S-G 100 125 1/2” M20 x 1.5
KI-100X150-S-G 100 150 1/2” M20 x 1.5
KI-100X160-S-G 100 160 1/2” M20 x 1.5
KI-100X175-S-G 100 175 1/2” M20 x 1.5
KI-100X200-S-G 100 200 1/2” M20 x 1.5
KI-100X250-S-G 100 250 1/2” M20 x 1.5
KI-100X300-S-G 100 300 1/2” M20 x 1.5
KI-100X350-S-G 100 350 1/2” M20 x 1.5
KI-100X400-S-G 100 400 1/2” M20 x 1.5
KI-100X450-S-G 100 450 1/2” M20 x 1.5
KI-100X500-S-G 100 500 1/2” M20 x 1.5
KI-100X600-S-G 100 600 1/2” M20 x 1.5
KI-100X700-S-G 100 700 1/2” M20 x 1.5

0414 Bore mm Stroke mm Thread Piston Rod 
Thread

KI-100X800-S-G 100 800 1/2” M20 x 1.5
KI-100X900-S-G 100 900 1/2” M20 x 1.5
KI-100X1000-S-G 100 1000 1/2” M20 x 1.5
KI-125X25-S-G 125 25 1/2” M27 x 2
KI-125X50-S-G 125 50 1/2” M27 x 2
KI-125X75-S-G 125 75 1/2” M27 x 2
KI-125X80-S-G 125 80 1/2” M27 x 2
KI-125X100-S-G 125 100 1/2” M27 x 2
KI-125X125-S-G 125 125 1/2” M27 x 2
KI-125X150-S-G 125 150 1/2” M27 x 2
KI-125X160-S-G 125 160 1/2” M27 x 2
KI-125X175-S-G 125 175 1/2” M27 x 2
KI-125X200-S-G 125 200 1/2” M27 x 2
KI-125X250-S-G 125 250 1/2” M27 x 2
KI-125X300-S-G 125 300 1/2” M27 x 2
KI-125X350-S-G 125 350 1/2” M27 x 2
KI-125X400-S-G 125 400 1/2” M27 x 2
KI-125X450-S-G 125 450 1/2” M27 x 2
KI-125X500-S-G 125 500 1/2” M27 x 2
KI-125X600-S-G 125 600 1/2” M27 x 2
KI-125X700-S-G 125 700 1/2” M27 x 2
KI-125X800-S-G 125 800 1/2” M27 x 2
KI-125X900-S-G 125 900 1/2” M27 x 2
KI-125X1000-S-G 125 1000 1/2” M27 x 2

Tech Sheet 10657

Medium:  
Clean compressed air. Filtered (40µm) and lubricated adjustable cushioning. 
Piston Rod Material: Chrome plated carbon steel.
Please note: Bore sizes 125mm are available on a lead time.  
Please contact our sales office for details.

Gen 1 ISO 15552 Cylinders

PNEUMATIC CYLINDERS

Working Pressure:
1 to 10 bar

Working Temperature:
-20°C to +80°C

For Reed Switches see page 172

Chrome Plated Carbon Steel Piston Rod as Standard
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PNEUMATIC CYLINDERS

Medium:  
Clean compressed air. Filtered (40µm) and lubricated adjustable cushioning. 
Piston Rod Material: Stainless steel 304.
Please note: Bore sizes 125mm are available on a lead time.  
Please contact our sales office for details.

Magnetic Double Acting, Adjustable Cushioning, BSPP

0413 Bore mm Stroke mm Thread Piston Rod
Thread

KI-32BX25-S-G 32 25 1/8” M10 x 1.25
KI-32BX50-S-G 32 50 1/8” M10 x 1.25
KI-32BX75-S-G 32 75 1/8” M10 x 1.25
KI-32BX80-S-G 32 80 1/8” M10 x 1.25
KI-32BX100-S-G 32 100 1/8” M10 x 1.25
KI-32BX125-S-G 32 125 1/8” M10 x 1.25
KI-32BX150-S-G 32 150 1/8” M10 x 1.25
KI-32BX160-S-G 32 160 1/8” M10 x 1.25
KI-32BX175-S-G 32 175 1/8” M10 x 1.25
KI-32BX200-S-G 32 200 1/8” M10 x 1.25
KI-32BX250-S-G 32 250 1/8” M10 x 1.25
KI-32BX300-S-G 32 300 1/8” M10 x 1.25
KI-32BX350-S-G 32 350 1/8” M10 x 1.25
KI-32BX400-S-G 32 400 1/8” M10 x 1.25
KI-32BX450-S-G 32 450 1/8” M10 x 1.25
KI-32BX500-S-G 32 500 1/8” M10 x 1.25
KI-40BX25-S-G 40 25 1/4” M12 x 1.25
KI-40BX50-S-G 40 50 1/4” M12 x 1.25
KI-40BX75-S-G 40 75 1/4” M12 x 1.25
KI-40BX80-S-G 40 80 1/4” M12 x 1.25
KI-40BX100-S-G 40 100 1/4” M12 x 1.25
KI-40BX125-S-G 40 125 1/4” M12 x 1.25
KI-40BX150-S-G 40 150 1/4” M12 x 1.25
KI-40BX160-S-G 40 160 1/4” M12 x 1.25
KI-40BX175-S-G 40 175 1/4” M12 x 1.25
KI-40BX200-S-G 40 200 1/4” M12 x 1.25
KI-40BX250-S-G 40 250 1/4” M12 x 1.25
KI-40BX300-S-G 40 300 1/4” M12 x 1.25
KI-40BX350-S-G 40 350 1/4” M12 x 1.25
KI-40BX400-S-G 40 400 1/4” M12 x 1.25
KI-40BX450-S-G 40 450 1/4” M12 x 1.25
KI-40BX500-S-G 40 500 1/4” M12 x 1.25
KI-40BX600-S-G 40 600 1/4” M12 x 1.25
KI-40BX700-S-G 40 700 1/4” M12 x 1.25
KI-40BX800-S-G 40 800 1/4” M12 x 1.25
KI-50BX25-S-G 50 25 1/4” M16 x 1.5
KI-50BX50-S-G 50 50 1/4” M16 x 1.5
KI-50BX75-S-G 50 75 1/4” M16 x 1.5
KI-50BX80-S-G 50 80 1/4” M16 x 1.5
KI-50BX100-S-G 50 100 1/4” M16 x 1.5
KI-50BX125-S-G 50 125 1/4” M16 x 1.5
KI-50BX150-S-G 50 150 1/4” M16 x 1.5
KI-50BX160-S-G 50 160 1/4” M16 x 1.5
KI-50BX175-S-G 50 175 1/4” M16 x 1.5
KI-50BX200-S-G 50 200 1/4” M16 x 1.5
KI-50BX250-S-G 50 250 1/4” M16 x 1.5

Gen 2 ISO 15552 Cylinders

Working Pressure:
1 to 10 bar

Working Temperature:
-20°C to +80°C

Further sizes in this range continued on next page

Stainless Steel Piston Rod as Standard

0414 Bore mm Stroke mm Thread Piston Rod
Thread

KI-50BX300-S-G 50 300 1/4” M16 x 1.5
KI-50BX350-S-G 50 350 1/4” M16 x 1.5
KI-50BX400-S-G 50 400 1/4” M16 x 1.5
KI-50BX450-S-G 50 450 1/4” M16 x 1.5
KI-50BX500-S-G 50 500 1/4” M16 x 1.5
KI-50BX600-S-G 50 600 1/4” M16 x 1.5
KI-50BX700-S-G 50 700 1/4” M16 x 1.5
KI-50BX800-S-G 50 800 1/4” M16 x 1.5
KI-50BX900-S-G 50 900 1/4” M16 x 1.5
KI-50BX1000-S-G 50 1000 1/4” M16 x 1.5
KI-63BX25-S-G 63 25 3/8” M16 x 1.5
KI-63BX50-S-G 63 50 3/8” M16 x 1.5
KI-63BX75-S-G 63 75 3/8” M16 x 1.5
KI-63BX80-S-G 63 80 3/8” M16 x 1.5
KI-63BX100-S-G 63 100 3/8” M16 x 1.5
KI-63BX125-S-G 63 125 3/8” M16 x 1.5
KI-63BX150-S-G 63 150 3/8” M16 x 1.5
KI-63BX160-S-G 63 160 3/8” M16 x 1.5
KI-63BX175-S-G 63 175 3/8” M16 x 1.5
KI-63BX200-S-G 63 200 3/8” M16 x 1.5
KI-63BX250-S-G 63 250 3/8” M16 x 1.5
KI-63BX300-S-G 63 300 3/8” M16 x 1.5
KI-63BX350-S-G 63 350 3/8” M16 x 1.5
KI-63BX400-S-G 63 400 3/8” M16 x 1.5
KI-63BX450-S-G 63 450 3/8” M16 x 1.5
KI-63BX500-S-G 63 500 3/8” M16 x 1.5
KI-63BX600-S-G 63 600 3/8” M16 x 1.5
KI-63BX700-S-G 63 700 3/8” M16 x 1.5
KI-63BX800-S-G 63 800 3/8” M16 x 1.5
KI-63BX900-S-G 63 900 3/8” M16 x 1.5
KI-63BX1000-S-G 63 1000 3/8” M16 x 1.5
KI-80BX25-S-G 80 25 3/8” M20 x 1.5
KI-80BX50-S-G 80 50 3/8” M20 x 1.5
KI-80BX75-S-G 80 75 3/8” M20 x 1.5
KI-80BX80-S-G 80 80 3/8” M20 x 1.5
KI-80BX100-S-G 80 100 3/8” M20 x 1.5
KI-80BX125-S-G 80 125 3/8” M20 x 1.5
KI-80BX150-S-G 80 150 3/8” M20 x 1.5
KI-80BX160-S-G 80 160 3/8” M20 x 1.5
KI-80BX175-S-G 80 175 3/8” M20 x 1.5
KI-80BX200-S-G 80 200 3/8” M20 x 1.5
KI-80BX250-S-G 80 250 3/8” M20 x 1.5
KI-80BX300-S-G 80 300 3/8” M20 x 1.5
KI-80BX350-S-G 80 350 3/8” M20 x 1.5
KI-80BX400-S-G 80 400 3/8” M20 x 1.5

Tech Sheet 10657
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Medium: 
Clean compressed air. Filtered (40µm) and lubricated adjustable cushioning. 
Piston Rod Material: Stainless steel 304
Please note: Bore sizes 125mm are available on a lead time.  
Please contact our sales office for details.

Gen 2 ISO 15552 Cylinders

PNEUMATIC CYLINDERS

Working Pressure:
1 to 10 bar

Working Temperature:
-20°C to +80°C

Stainless Steel Piston Rod as Standard

For Reed Switches see page 172

Magnetic Double Acting, Adjustable Cushioning, BSPP

0414 Bore mm Stroke mm Thread Piston Rod
Thread

KI-80BX450-S-G 80 450 3/8” M20 x 1.5
KI-80BX500-S-G 80 500 3/8” M20 x 1.5
KI-80BX600-S-G 80 600 3/8” M20 x 1.5
KI-80BX700-S-G 80 700 3/8” M20 x 1.5
KI-80BX800-S-G 80 800 3/8” M20 x 1.5
KI-80BX900-S-G 80 900 3/8” M20 x 1.5
KI-80BX1000-S-G 80 1000 3/8” M20 x 1.5
KI-100BX25-S-G 100 25 1/2” M20 x 1.5
KI-100BX50-S-G 100 50 1/2” M20 x 1.5
KI-100BX75-S-G 100 75 1/2” M20 x 1.5
KI-100BX80-S-G 100 80 1/2” M20 x 1.5
KI-100BX100-S-G 100 100 1/2” M20 x 1.5
KI-100BX125-S-G 100 125 1/2” M20 x 1.5
KI-100BX150-S-G 100 150 1/2” M20 x 1.5
KI-100BX160-S-G 100 160 1/2” M20 x 1.5
KI-100BX175-S-G 100 175 1/2” M20 x 1.5
KI-100BX200-S-G 100 200 1/2” M20 x 1.5
KI-100BX250-S-G 100 250 1/2” M20 x 1.5
KI-100BX300-S-G 100 300 1/2” M20 x 1.5
KI-100BX350-S-G 100 350 1/2” M20 x 1.5
KI-100BX400-S-G 100 400 1/2” M20 x 1.5
KI-100BX450-S-G 100 450 1/2” M20 x 1.5
KI-100BX500-S-G 100 500 1/2” M20 x 1.5
KI-100BX600-S-G 100 600 1/2” M20 x 1.5
KI-100BX700-S-G 100 700 1/2” M20 x 1.5

0414 Bore mm Stroke mm Thread Piston Rod
Thread

KI-100BX800-S-G 100 800 1/2” M20 x 1.5
KI-100BX900-S-G 100 900 1/2” M20 x 1.5
KI-100BX1000-S-G 100 1000 1/2” M20 x 1.5
KI-125BX25-S-G 125 25 1/2” M27 x 2
KI-125BX50-S-G 125 50 1/2” M27 x 2
KI-125BX75-S-G 125 75 1/2” M27 x 2
KI-125BX80-S-G 125 80 1/2” M27 x 2
KI-125BX100-S-G 125 100 1/2” M27 x 2
KI-125BX125-S-G 125 125 1/2” M27 x 2
KI-125BX150-S-G 125 150 1/2” M27 x 2
KI-125BX160-S-G 125 160 1/2” M27 x 2
KI-125BX175-S-G 125 175 1/2” M27 x 2
KI-125BX200-S-G 125 200 1/2” M27 x 2
KI-125BX250-S-G 125 250 1/2” M27 x 2
KI-125BX300-S-G 125 300 1/2” M27 x 2
KI-125BX350-S-G 125 350 1/2” M27 x 2
KI-125BX400-S-G 125 400 1/2” M27 x 2
KI-125BX450-S-G 125 450 1/2” M27 x 2
KI-125BX500-S-G 125 500 1/2” M27 x 2
KI-125BX600-S-G 125 600 1/2” M27 x 2
KI-125BX700-S-G 125 700 1/2” M27 x 2
KI-125BX800-S-G 125 800 1/2” M27 x 2
KI-125BX900-S-G 125 900 1/2” M27 x 2
KI-125BX1000-S-G 125 1000 1/2” M27 x 2

Tech Sheet 10657
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ISO 15552 Mountings

Front/Rear Flange Mounting FA
0334 Bore mm

F-KF32FA 32
F-KF40FA 40
F-KF50FA 50
F-KF63FA 63
F-KF80FA 80
F-KF100FA 100
F-KF125FA 125

Tech Sheet 3012

Front Trunnion Mounting FTC
0334 Bore mm

F-KF32FTC 32
F-KF40FTC 40
F-KF50FTC 50
F-KF63FTC 63
F-KF80FTC 80
F-KF100FTC 100
F-KF160FTC 160

Tech Sheet 3013

Front Trunnion Clevis Mounting TF
0334 Bore mm

F-KF32TF 32
F-KF40TF 40/50
F-KF63TF 63/80
F-KF125TF 100/125

Tech Sheet 3014

Trunnion Support Mounting TM
0334 Bore mm

F-KF32TM 32
F-KF40TM 40/50
F-KF63TM 63/80
F-KF125TM 100/125
F-KF160TM 160/200

Tech Sheet 3015

Rear Eye Mounting CA
0334 Bore mm

F-KF32CA 32
F-KF40CA 40
F-KF50CA 50
F-KF63CA 63
F-KF80CA 80
F-KF100CA 100
F-KF125CA 125
F-KF160CA 160
F-KF200CA 200

Tech Sheet 3016

Rear Clevis Mounting CB
0334 Bore mm

F-KF32CB 32
F-KF40CB 40
F-KF50CB 50
F-KF63CB 63
F-KF80CB 80
F-KF100CB 100
F-KF125CB 125
F-KF160CB 160
F-KF200CB 200

Tech Sheet 3017

Rear Bracket Mounting CR
0334 Bore mm

F-KF32CR 32
F-KF40CR 40
F-KF50CR 50
F-KF63CR 63
F-KF80CR 80
F-KF100CR 100
F-KF125CR 125
F-KF160CR 160
F-KF200CR 200

Tech Sheet 3018

Foot Mounting LB, (pair)
0334 Bore mm

F-KF32LB 32
F-KF40LB 40
F-KF50LB 50
F-KF63LB 63
F-KF80LB 80
F-KF100LB 100
F-KF125LB 125
F-KF160LB 160

Tech Sheet 3019

Piston Rod Clevis YI
0334 Bore mm Thread

F-M10125YI 32 M10 x 1.25
F-M12125YI 40 M12 x 1.25
F-M16150YI 50/63 M16 x 1.5
F-M20150YI 80/100 M20 x 1.5
F-M27200YI 125 M27 x 2
F-M36200YI 160/200 M36 x 2

Tech Sheet 3020
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ISO 15552 Mountings

Piston Rod Clevis I
0334 Bore mm Thread

F-M10125II 25/32 M10 x 1.25
F-M12125II 40 M12 x 1.25
F-M16150II 50/63 M16 x 1.5
F-M20150II 80/100 M20 x 1.5
F-M27200II 125 M27 x 2

Tech Sheet 3021

Piston Rod Floating Joint F
0334 Bore mm Thread

F-M10125F 25/32 M10 x 1.25
F-M12125F 40 M12 x 1.25
F-M16150F 50/63 M16 x 1.5
F-M20150F 80/100 M20 x 1.5

Tech Sheet 3022

Piston Rod Universal Joint U
0334 Bore mm Thread

F-M10125U 25/32 M10 x 1.25
F-M12125U 40 M12 x 1.25
F-M16150U 50/63 M16 x 1.5
F-M20150U 80/100 M20 x 1.5
F-M27200U 125 M27 x 2
F-M36200U 160/200 M36 x 2

Tech Sheet 3023

PNEUMATIC CYLINDERS

Repair Kits to suit ISO 15552

Standard
0334 Bore mm

KFRK-32 32
KFRK-40 40
KFRK-50 50
KFRK-63 63
KFRK-80 80
KFRK-100 100
KFRK-125 125
KFRK-160 160
KFRK-200 200

Tech Sheet 20387

Reed Switches to suit ISO 15552

Two Wire, N/O with LED
0413 Length mm Voltage

CSM-E020 2 5-240V AC/DC
CSM-E050 5 5-240V AC/DC

Tech Sheet 20890

Three Wire, NO Current Flows Out (PNP)
0413 Length mm Voltage

DSM-EP020 2 5-30V DC
DSM-EP050 5 5-30V DC

Tech Sheet 20890

Three Wire, NO Current Flows In (NPN)
0413 Length mm Voltage

DSM-EN020 2 5-30V DC
DSM-EN050 5 5-30V DC

Tech Sheet 20890

Working Temperature:
-10°C to +70°C

For Kelm™ One Touch+ Plastic 
Push-in Fittings Emergency Kits 
see Section 8
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ISO 15552 Standard Cylinder Guides

The guide unit allows for standard ISO 15552 cylinder to  
move loads with high positioning accuracy.

With Ball Bearings
0034 Bore mm Stroke mm

KRF-32X50-1 32 50
KRF-32X100-1 32 100
KRF-32X160-1 32 160
KRF-32X200-1 32 200
KRF-32X250-1 32 250
KRF-32X320-1 32 320
KRF-32X400-1 32 400
KRF-32X500-1 32 500
KRF-40X50-1 40 50
KRF-40X100-1 40 100
KRF-40X160-1 40 160
KRF-40X200-1 40 200
KRF-40X250-1 40 250
KRF-40X320-1 40 320
KRF-40X400-1 40 400
KRF-40X500-1 40 500
KRF-50X50-1 50 50
KRF-50X100-1 50 100
KRF-50X160-1 50 160
KRF-50X200-1 50 200
KRF-50X250-1 50 250
KRF-50X320-1 50 320
KRF-50X400-1 50 400
KRF-50X500-1 50 500
KRF-63X50-1 63 50
KRF-63X100-1 63 100
KRF-63X160-1 63 160
KRF-63X200-1 63 200
KRF-63X250-1 63 250
KRF-63X320-1 63 320
KRF-63X400-1 63 400
KRF-63X500-1 63 500
KRF-80X50-1 80 50
KRF-80X100-1 80 100
KRF-80X160-1 80 160
KRF-80X200-1 80 200
KRF-80X250-1 80 250
KRF-80X320-1 80 320
KRF-80X400-1 80 400
KRF-80X500-1 80 500
KRF-100X50-1 100 50
KRF-100X100-1 100 100
KRF-100X160-1 100 160
KRF-100X200-1 100 200
KRF-100X250-1 100 250
KRF-100X320-1 100 320
KRF-100X400-1 100 400
KRF-100X500-1 100 500

Tech Sheet 20892

With Slide Bearings
0034 Bore mm Stroke mm

KRF-32X50-0 32 50
KRF-32X100-0 32 100
KRF-32X160-0 32 160
KRF-32X200-0 32 200
KRF-32X250-0 32 250
KRF-32X320-0 32 320
KRF-32X400-0 32 400
KRF-32X500-0 32 500
KRF-40X50-0 40 50
KRF-40X100-0 40 100
KRF-40X160-0 40 160
KRF-40X200-0 40 200
KRF-40X250-0 40 250
KRF-40X320-0 40 320
KRF-40X400-0 40 400
KRF-40X500-0 40 500
KRF-50X50-0 50 50
KRF-50X100-0 50 100
KRF-50X160-0 50 160
KRF-50X200-0 50 200
KRF-50X250-0 50 250
KRF-50X320-0 50 320
KRF-50X400-0 50 400
KRF-50X500-0 50 500
KRF-63X50-0 63 50
KRF-63X100-0 63 100
KRF-63X160-0 63 160
KRF-63X200-0 63 200
KRF-63X250-0 63 250
KRF-63X320-0 63 320
KRF-63X400-0 63 400
KRF-63X500-0 63 500
KRF-80X50-0 80 50
KRF-80X100-0 80 100
KRF-80X160-0 80 160
KRF-80X200-0 80 200
KRF-80X250-0 80 250
KRF-80X320-0 80 320
KRF-80X400-0 80 400
KRF-80X500-0 80 500
KRF-100X50-0 100 50
KRF-100X100-0 100 100
KRF-100X160-0 100 160
KRF-100X200-0 100 200
KRF-100X250-0 100 250
KRF-100X320-0 100 320
KRF-100X400-0 100 400
KRF-100X500-0 100 500

Tech Sheet 20891

Features and Benefits
• Protection against rotation at high torques. 
• High guide precision for cylinder guiding. 
• Supplied plain or recirculating ball bearing guides.
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REED SWITCH 
KSS1-G

KF-32BX25-S-G

LB

2022-9845  
See page 333

FA/FB

CB

LB

FA/FB

PNEUMATIC COMPACT MAGNETIC CYLINDERS

Accessories & Mounting Selector

Compact Cylinders
CB Rear clevis mounting
FA/FB  Front and rear flange mounting
LB Foot mounting (pair)
Reed Switches Two wire N/O with LED

Cylinders 
Pages 176-177

Mountings 
Pages 178

Reed Switches 
Page 178
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PNEUMATIC COMPACT MAGNETIC CYLINDERS

Technical Information

Inner Structure

Dimensions

Dimensions

Model With Magnet

B1 D E K1 M

N1 N2

O P1 P3 P4 S T1 T2 V W
Item/
Bore A C

Without 
Magnet

With 
Magnet

Without 
Magnet

With 
Magnet

12 31.5 28 3.5 – 6 M3 x 0.5 3.5 7.5 9 5 7 M5 x 0.8  2 sides: Ø6.5 Thread: M4 x 0.7 
Through hole: Ø3.4

11 3.5 25 15.5 22 6 5
16 34 30.5 3.5 – 8 M4 x 0.7 3 8 9.5 5.5 11 3.5 29 20 28 8 6
20 36 31.5 4.5 – 7 M5 x 0.8 4 9 9.5 5.5 M5 x 0.8  2 sides: Ø9 Thread: M6 x 1.0 

Through hole: Ø5.2
17 7 36 25.5 36 10 8

25 37.5 32.5 5 25 12 M6 x 1.0 4.5 11 5.5 17 7 40 28 40 12 10

No. Bore/Item
Material

12 & 16 20 25 32 10-100
1 Back cover – Aluminium Alloy
2 Bumper TPU NBR
3 Piston Brass Aluminium Alloy

4 Wear ring – Wear-resistant 
material

5 Piston O-ring NBR
6 Piston Rod Carbon steel with 20µm chrome plated
7 Body Aluminium alloy

8 Bushing – Wear-resistant 
material

9 Cover Gasket NBR
10 Front Cover Brass Aluminium alloy
11 C clip Spring steel
12 Front cover packing NBR

13 Magnet Sintered metal  
(neodymium-iron-boron) Plastic

14 Magnet holder Brass Aluminium Alloy

Model
With 

Magnet

B1 D E K1 M

N1 N2

Item/Bore A C
Without 
Magnet

With 
Magnet

Without 
Magnet

With 
Magnet

32 St.=5 40 33 7 49.5 13 M8 x 1.25 6 7.5 10.5 6.5 7.5
St.>5 10.5 7.5

40 46.5 39.5 7 57 13 M8 x 1.25 6 11 8

50 St.=5 48.5 40.5 8 71 15 M10 x 1.5 6.5 9 10.5 9 10.5
St.>5 10.5 10.5

63 St.=5 54 46 8 84 15 M10 x 1.5 6.5 14 15 9.5 10.5
St.>5 15 10.5

80 63.5 53.5 10 104 20 M16 x 2.0 8.5 16 14
100 75 63 12 123.5 26 M20 x 2.5 9.5 20 17.5

Item/Bore O P1 P3 P4 S T1 T2 V W

32 1/8”  2 sides: Ø9 Thread: M6 x 1.0 
Through hole: Ø5.2 17 7 45 34 – 16 14

40 1/8”  2 sides: Ø9 Thread: M6 x 1.0 
Through hole: Ø5.2 17 7 53 40 – 16 14

50 1/4”  2 sides: Ø11 Thread: M8 x 1.25 
Through hole: Ø6.5 22 8 64 50 – 20 17

63 1/4”  2 sides: Ø14 Thread: M10 x 1.5 
Through hole: Ø8.7 28.5 10.5 77 60 – 20 17

80 3/8”  2 sides: Ø17.5 Thread: M12 x 1.75 
Through hole: Ø10.7 35.5 13.5 98 77 – 25 22

100 3/8”  2 sides: Ø17.5 Thread: M12 x 1.75 
Through hole: Ø10.7 35.5 13.5 117 94 – 32 27

Ø12 and Ø16 Ø20 and Ø25

Ø32 and Ø100 (stroke ≤100)
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Compact Magnetic Cylinders

Double Acting

0334 Bore mm Stroke mm Thread Piston Rod
Thread

KKS-12X5 12 5 M5 x 0.8 M3 x 0.5
KKS-12X10 12 10 M5 x 0.8 M3 x 0.5
KKS-12X20 12 20 M5 x 0.8 M3 x 0.5
KKS-12X25 12 25 M5 x 0.8 M3 x 0.5
KKS-12X30 12 30 M5 x 0.8 M3 x 0.5
KKS-12X40 12 40 M5 x 0.8 M3 x 0.5
KKS-12X50 12 50 M5 x 0.8 M3 x 0.5
KKS-16X5 16 5 M5 x 0.8 M4 x 0.7
KKS-16X10 16 10 M5 x 0.8 M4 x 0.7
KKS-16X15 16 15 M5 x 0.8 M4 x 0.7
KKS-16X25 16 25 M5 x 0.8 M4 x 0.7
KKS-16X30 16 30 M5 x 0.8 M4 x 0.7
KKS-16X35 16 35 M5 x 0.8 M4 x 0.7
KKS-16X50 16 50 M5 x 0.8 M4 x 0.7
KKS-16X55 16 55 M5 x 0.8 M4 x 0.7
KKS-16X60 16 60 M5 x 0.8 M4 x 0.7
KKS-20X5 20 5 M5 x 0.8 M5 x 0.8
KKS-20X10 20 10 M5 x 0.8 M5 x 0.8
KKS-20X15 20 15 M5 x 0.8 M5 x 0.8
KKS-20X20 20 20 M5 x 0.8 M5 x 0.8
KKS-20X25 20 25 M5 x 0.8 M5 x 0.8
KKS-20X30 20 30 M5 x 0.8 M5 x 0.8
KKS-20X40 20 40 M5 x 0.8 M5 x 0.8
KKS-20X45 20 45 M5 x 0.8 M5 x 0.8
KKS-20X50 20 50 M5 x 0.8 M5 x 0.8
KKS-20X70 20 70 M5 x 0.8 M5 x 0.8
KKS-20X80 20 80 M5 x 0.8 M5 x 0.8
KKS-20X90 20 90 M5 x 0.8 M5 x 0.8
KKS-20X100 20 100 M5 x 0.8 M5 x 0.8
KKS-25X5 25 5 M5 x 0.8 M6 x 1
KKS-25X10 25 10 M5 x 0.8 M6 x 1
KKS-25X15 25 15 M5 x 0.8 M6 x 1
KKS-25X20 25 20 M5 x 0.8 M6 x 1
KKS-25X25 25 25 M5 x 0.8 M6 x 1
KKS-25X30 25 30 M5 x 0.8 M6 x 1
KKS-25X35 25 35 M5 x 0.8 M6 x 1
KKS-25X40 25 40 M5 x 0.8 M6 x 1
KKS-25X45 25 45 M5 x 0.8 M6 x 1
KKS-25X50 25 50 M5 x 0.8 M6 x 1
KKS-25X60 25 60 M5 x 0.8 M6 x 1
KKS-25X70 25 70 M5 x 0.8 M6 x 1
KKS-25X75 25 75 M5 x 0.8 M6 x 1
KKS-25X80 25 80 M5 x 0.8 M6 x 1
KKS-25X90 25 90 M5 x 0.8 M6 x 1
KKS-25X100 25 100 M5 x 0.8 M6 x 1

Medium:  
Clean compressed air. Filtered (40µm) and lubricated cushioning-buffer.
Body: Aluminium
Seals: Nitrile

Working Pressure:
1 to 10 bar

Working Temperature:
-20ºC to +80ºC

0334 Bore mm Stroke mm Thread Piston Rod
Thread

KKS-32X5 32 5 1/8" M8 x 1.25
KKS-32X10 32 10 1/8" M8 x 1.25
KKS-32X15 32 15 1/8" M8 x 1.25
KKS-32X20 32 20 1/8" M8 x 1.25
KKS-32X25 32 25 1/8" M8 x 1.25
KKS-32X30 32 30 1/8" M8 x 1.25
KKS-32X35 32 35 1/8" M8 x 1.25
KKS-32X40 32 40 1/8" M8 x 1.25
KKS-32X45 32 45 1/8" M8 x 1.25
KKS-32X50 32 50 1/8" M8 x 1.25
KKS-32X60 32 60 1/8" M8 x 1.25
KKS-32X70 32 70 1/8" M8 x 1.25
KKS-32X75 32 75 1/8" M8 x 1.25
KKS-32X80 32 80 1/8" M8 x 1.25
KKS-32X100 32 100 1/8" M8 x 1.25
KKS-32X125 32 125 1/8" M8 x 1.25
KKS-32X150 32 150 1/8" M8 x 1.25
KKS-40X5 40 5 1/8" M8 x 1.25
KKS-40X10 40 10 1/8" M8 x 1.25
KKS-40X15 40 15 1/8" M8 x 1.25
KKS-40X20 40 20 1/8" M8 x 1.25
KKS-40X25 40 25 1/8" M8 x 1.25
KKS-40X30 40 30 1/8" M8 x 1.25
KKS-40X35 40 35 1/8" M8 x 1.25
KKS-40X40 40 40 1/8" M8 x 1.25
KKS-40X45 40 45 1/8" M8 x 1.25
KKS-40X50 40 50 1/8" M8 x 1.25
KKS-40X60 40 60 1/8" M8 x 1.25
KKS-40X75 40 75 1/8" M8 x 1.25
KKS-40X100 40 100 1/8" M8 x 1.25
KKS-40X125 40 125 1/8" M8 x 1.25
KKS-50X10 50 10 1/4" M10 x 1.5
KKS-50X15 50 15 1/4" M10 x 1.5
KKS-50X20 50 20 1/4" M10 x 1.5
KKS-50X25 50 25 1/4" M10 x 1.5
KKS-50X30 50 30 1/4" M10 x 1.5
KKS-50X40 50 40 1/4" M10 x 1.5
KKS-50X45 50 45 1/4" M10 x 1.5
KKS-50X50 50 50 1/4" M10 x 1.5
KKS-50X60 50 60 1/4" M10 x 1.5
KKS-50X70 50 70 1/4" M10 x 1.5
KKS-50X75 50 75 1/4" M10 x 1.5
KKS-50X80 50 80 1/4" M10 x 1.5
KKS-50X90 50 90 1/4" M10 x 1.5
KKS-50X100 50 100 1/4" M10 x 1.5

Tech Sheet 3027

Further sizes in this range continued on next page

See page 178 for Compact Cylinder Standard 
and Viton Seal Kits
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Compact Magnetic Cylinders

Medium:  
Clean compressed air. Filtered (40µm) and lubricated cushioning-buffer. 
Body: Aluminium
Seals: Nitrile 

Working Pressure:
1 to 10 bar

Working Temperature:
-20ºC to +80ºC

Double Acting

0334 Bore mm Stroke mm Thread Piston Rod
Thread

KKS-50X125 50 125 1/4" M10 x 1.5
KKS-50X150 50 150 1/4" M10 x 1.5
KKS-50X250 50 250 1/4" M10 x 1.5
KKS-63X5 63 5 1/4" M10 x 1.5
KKS-63X15 63 15 1/4" M10 x 1.5
KKS-63X20 63 20 1/4" M10 x 1.5
KKS-63X25 63 25 1/4" M10 x 1.5
KKS-63X30 63 30 1/4" M10 x 1.5
KKS-63X35 63 35 1/4" M10 x 1.5
KKS-63X50 63 50 1/4" M10 x 1.5
KKS-63X60 63 60 1/4" M10 x 1.5
KKS-63X75 63 75 1/4" M10 x 1.5
KKS-63X80 63 80 1/4" M10 x 1.5
KKS-63X100 63 100 1/4" M10 x 1.5
KKS-63X125 63 125 1/4" M10 x 1.5
KKS-63X150 63 150 1/4" M10 x 1.5
KKS-63X250 63 250 1/4" M10 x 1.5
KKS-80X5 80 5 3/8" M16 x 2
KKS-80X10 80 10 3/8" M16 x 2
KKS-80X15 80 15 3/8" M16 x 2
KKS-80X20 80 20 3/8" M16 x 2
KKS-80X25 80 25 3/8" M16 x 2
KKS-80X30 80 30 3/8" M16 x 2
KKS-80X35 80 35 3/8" M16 x 2
KKS-80X40 80 40 3/8" M16 x 2
KKS-80X45 80 45 3/8" M16 x 2
KKS-80X50 80 50 3/8" M16 x 2
KKS-80X60 80 60 3/8" M16 x 2
KKS-80X70 80 70 3/8" M16 x 2
KKS-80X75 80 75 3/8" M16 x 2

0334 Bore mm Stroke mm Thread Piston Rod
Thread

KKS-80X80 80 80 3/8" M16 x 2
KKS-80X90 80 90 3/8" M16 x 2
KKS-80X100 80 100 3/8" M16 x 2
KKS-80X125 80 125 3/8" M16 x 2
KKS-80X150 80 150 3/8" M16 x 2
KKS-80X175 80 175 3/8" M16 x 2
KKS-80X200 80 200 3/8" M16 x 2
KKS-80X250 80 250 3/8" M16 x 2
KKS-100X5 100 5 3/8" M20 x 2.5
KKS-100X10 100 10 3/8" M20 x 2.5
KKS-100X15 100 15 3/8" M20 x 2.5
KKS-100X20 100 20 3/8" M20 x 2.5
KKS-100X25 100 25 3/8" M20 x 2.5
KKS-100X30 100 30 3/8" M20 x 2.5
KKS-100X35 100 35 3/8" M20 x 2.5
KKS-100X40 100 40 3/8" M20 x 2.5
KKS-100X45 100 45 3/8" M20 x 2.5
KKS-100X50 100 50 3/8" M20 x 2.5
KKS-100X60 100 60 3/8" M20 x 2.5
KKS-100X70 100 70 3/8" M20 x 2.5
KKS-100X75 100 75 3/8" M20 x 2.5
KKS-100X80 100 80 3/8" M20 x 2.5
KKS-100X90 100 90 3/8" M20 x 2.5
KKS-100X100 100 100 3/8" M20 x 2.5
KKS-100X125 100 125 3/8" M20 x 2.5
KKS-100X150 100 150 3/8" M20 x 2.5
KKS-100X175 100 175 3/8" M20 x 2.5
KKS-100X200 100 200 3/8" M20 x 2.5
KKS-100X250 100 250 3/8" M20 x 2.5

Tech Sheet 3027

See page 178 for Compact Cylinder Standard 
and Viton Seal Kits
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Rear Clevis Mounting CB
0334 Bore mm

KSS-20-CB 20
KSS-32-CB 32
KSS-40-CB 40
KSS-50-CB 50
KSS-63-CB 63
KSS-80-CB 80

Tech Sheet 3028

Front/Rear Flange Mounting FA/FB
0334 Bore mm

KSS-12-FAFB 12
KSS-16-FAFB 16
KSS-20-FAFB 20
KSS-25-FAFB 25
KSS-32-FAFB 32
KSS-40-FAFB 40
KSS-50-FAFB 50
KSS-63-FAFB 63
KSS-80-FAFB 80

Tech Sheet 3029

Foot Mountings LB (Pair)
0334 Bore mm To Suit Stroke

KSS-12-LB 12 All
KSS-20-LB 20 >15
KSS-25-LB 25 >10
KSS-32-LB 32 >10
KSS-40-LB 40 All
KSS-50-LB 50 >15
KSS-63-LB 63 >10
KSS-100-LB 100 >15

Tech Sheet 3030

Foot Mountings LBS (Pair) Short Stroke
0334 Bore mm To Suit Stroke

KSS-20-LBS-P1 20 <10
KSS-25-LBS-P1 25 <5
KSS-50-LBS-P1 50 <10

Tech Sheet 3030

Reed Switches to suit  
Compact Cylinders

Two Wire, N/O with LED 2 Metres
0334 Bore mm Voltage
KSS1-G 32-100 5-240V AC/DC

Tech Sheet 3031

Repair Kits to suit  
Compact Cylinders

Standard
0334 Bore mm

KKSRK-12 12
KKSRK-16 16
KKSRK-20 20
KKSRK-25 25
KKSRK-32 32
KKSRK-40 40
KKSRK-50 50
KKSRK-63 63
KKSRK-80 80

Tech Sheet 20388

Viton
0334 Bore mm

KKSRK-12-V 12
KKSRK-20-V 20
KKSRK-50-V 50

Tech Sheet 20389

Compact Cylinder Mountings
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PNEUMATIC GRIPPERS

KHFY: Double Acting

KHFZ: Double Acting

How to select product:
Please select pneumatic finger according to the following steps: 
The selection of the effective gripping force  the confirmation of the  
gripping point  the confirmation of the external force put on the gripping jaw. 
The selection of the gripping force:

Pneumatic Grippers

• Uses a single piston structure to generate a large gripping force
•  Integrated variable flow valve to conveniently adjust the speed of 

opening and closing of the fingers
• Precise positioning accuracy when gripping components
• Body profile adapted with grooves for mounting sensor switches
• Integrated magnet for added control
• Gripping jaw opening and closing angle 30° to -10°
• Single acting N/O available on request
• Interchangeability: SMC

Double Acting, Angular Style

0415 Thread Bore mm Optimum Gripping
Points Length mm

KHFY6 M3 x 0.5 6 30
KHFY10 M3 x 0.5 10 30
KHFY16 M5 x 0.8 16 40
KHFY20 M5 x 0.8 20 60
KHFY25 M5 x 0.8 25 70
KHFY32 M5 x 0.8 32 85

Tech Sheet 20470

• Integrated linear guide rail for high precision and rigidity
• Positioning pin at the base of the unit to prevent deviation of the rail and body
• Deeper hole on the body to improve precision and consistency when 

dismounting and positioning
• Variable positioning jaws
• Body profile adapted with grooves for mounting sensor switches
• Other finger types available on request
• Single acting N/O and N/C available on request
• Interchangeability: SMC

Double Acting, Parallel Style

0415 Thread Bore
mm

Optimum Gripping 
Points Length mm

Open
Diameter mm

Closed
Diameter mm

KHFZ10 M3 x 0.5 6 5-50 15.5 11.5
KHFZ16 M5 x 0.8 16 5-55 21.0 15.0
KHFZ20 M5 x 0.8 20 5-80 26.5 16.5
KHFZ25 M5 x 0.8 25 5-100 33.5 19.5

Tech Sheet 20471

Slim profile for discreet safe 
mounting to grippers.

Sensor Switch, Two-line, N/O
0415 Connection Connecting Cable Length Metres

KDS1-H-C08 Straight M8 Quick Joint 0.15
KDS1-H-020 Straight - 2
KDS1-H-030 Straight - 3
KDS1-H-050 Straight - 5
KDS1-HL-C08 90° M8 Quick Joint 0.15
KDS1-HL-020 90° - 2
KDS1-HL-030 90° - 3
KDS1-HL-050 90° Connection - 5

Tech Sheet 20472

Sensor Switch, Three-line NPN with No Contact (Current Flows In), N/O
0415 Connection Connecting Cable Length Metres

KDS1-H-N-C08 Straight M8 Quick Joint 0.15
KDS1-H-N-020 Straight - 2
KDS1-H-N-030 Straight - 3
KDS1-H-N-050 Straight - 5
KDS1-HL-N-C08 90° M8 Quick Joint 0.15
KDS1-HL-N-020 90° - 2
KDS1-HL-N-030 90° - 3
KDS1-HL-N-050 90° - 5

Tech Sheet 20472

Sensor Switch, Three-line PNP with No Contact (Current Flows Out), N/O
0415 Connection Connecting Cable Length Metres

KDS1-H-P-C08 Straight M8 Quick Joint 0.15
KDS1-H-P-020 Straight - 2
KDS1-H-P-030 Straight - 3
KDS1-H-P-050 Straight - 5
KDS1-HL-P-C08 90° M8 Quick Joint 0.15
KDS1-HL-P-020 90° - 2
KDS1-HL-P-030 90° - 3
KDS1-HL-P-050 90° - 5

Tech Sheet 20472

The gripping work-pieces shown, on the 
impact condition of ordinary handling 
state, taking safety coefficient a=4, have 
a gripping force that is more than 10-20 
times of the mass of the gripped objects.

µ = 0.2 µ = 0.1

F =  mg
2 x 0.2

  x 4

= 10 x mg

F =  mg
2 x 0.1

  x 4

= 20 x mg
10 times  

of the mass of the 
gripped objects

20 times  
of the mass of the 
gripped objects

F: gripping force (N)
µ:  friction coefficient between fittings 

and work-pieces
m: mass of work-pieces
g: acceleration of gravity (=9.8m/s2)

The condition that the work-pieces won’t 
drop is 2 x µ F>mg, so: 

F > mg
2 x µ

Safety coefficient is a, so F is:

F = mg
2 x µ

 x a

Note: if the friction coefficient µ>D.2, for 
safety, please also select clamping force 
according to the principle of 10-20 times 
of the mass of the clamped objects. As for 
large acceleration and shock, it requires 
for greater safety coefficient.
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Screwdriver Quick-Fit 
Flow Regulators

Manual Quick-Fit  
Flow Regulators

Screwdriver Quick-Fit  
Female BSPP

FLOW REGULATORS

For Cylinders, Metric & BSPP
1000 ID mm OD mm Thread

8950-4/2.7-1/8 2.7 4 1/8”
8950-6/4-M5 4 6 M5
8950-6/4-1/8 4 6 1/8”
8950-6/4-1/4 4 6 1/4”
8950-8/6-1/8 6 8 1/8”
8950-8/6-1/4 6 8 1/4”

For Valves, BSPP
1000 ID mm OD mm Thread

8960-6/4-1/8 6/4 6 1/8”
8960-6/4-1/4 6/4 6 1/4”
8960-8/6-1/8 8/6 8 1/8”

For Bi-directional, BSPP
1000 ID mm OD mm Thread

8970-6/4-M5 4 6 M5
8970-6/4-1/8 4 6 1/8”
8970-6/4-1/4 4 6 1/4”
8970-8/6-1/4 6 8 1/4”

Manual Quick-Fit Female BSPP

For Cylinders, BSPP
1000 Thread

8957-1/8 1/8”
8957-1/4 1/4”

For Valves, BSPP
1000 Thread

8967-1/8 1/8”
8967-1/4 1/4”

For Bi-directional, BSPP
1000 Thread

8977-1/8 1/8”
8977-1/4 1/4”

For Cylinders, BSPP
1000 ID mm OD mm Thread

8955-4/2.7-1/8 2.7 4 1/8”
8955-6/4-1/8 4 6 1/8”
8955-6/4-1/4 4 6 1/4”
8955-8/6-1/8 6 8 1/8”
8955-8/6-1/4 6 8 1/4”
8955-10/8-1/4 8 10 1/4”

For Valves, Metric & BSPP
1000 ID mm OD mm Thread

8965-4/2.7-M5 2.7 4 M5
8965-6/4-M5 4 6 M5
8965-8/6-1/8 6 8 1/8”
8965-10/8-1/4 8 10 1/4”

For Bi-directional, BSPP
1000 ID mm OD mm Thread

8975-4/2.7-1/8 2.7 4 1/8”
8975-6/4-1/8 4 6 1/8”

Screwdriver Flow  
Regulator Valves

For Cylinders, Male Thread, BSPP
1000 Thread

8900-1/8 1/8”
8900-1/4 1/4”

For Valves, Male Thread, Metric
1000 Thread

8910-M5 M5

For Bi-directional Male Thread, BSPP
1000 Thread

8920-1/8 1/8”
8920-1/4 1/4”

For Valves, BSPP
1000 Thread

8962-1/8 1/8”

For Cylinders, BSPP
1000 Thread

8952-1/8 1/8”
8952-1/4 1/4”

For Bi-directional, BSPP
1000 Thread

8972-1/8 1/8”
8972-1/4 1/4”

Manual Flow Regulator Valves

For Valves, Male Thread, Metric
1000 Thread

8915-M5 M5

For Bi-directional Male Thread,  
Metric & BSPP
1000 Thread

8925-M5 M5
8925-1/4 1/4”
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MANUAL & MECHANICAL VALVES

Panel Mount Valves, Manual & Mechanical 3/2 Way Valves

Medium: Clean compressed air. Filtered (40µm) 
Material: Valve body aluminium alloy
Seals: Nitrile

Basic Valve, Metric & BSPP
0335 Thread

K3M3B-05 M5
K3M3B-06 1/8"
K3M3B-08 1/4"

Tech Sheet 3097

Roller Lever Valve, Metric & BSPP
0335 Thread

K3M3R-05 M5
K3M3R-06 1/8"
K3M3R-08 1/4"

Tech Sheet 3097

Roller Valve, Metric & BSPP
0335 Thread

K3M3V-05 M5
K3M3V-06 1/8"
K3M3V-08 1/4"

Tech Sheet 3097

One Way Roller Lever Valve, Metric & BSPP
0335 Thread

K3M3L-05 M5
K3M3L-06 1/8"
K3M3L-08 1/4"

Tech Sheet 3097

Lever/Lever, Metric & BSPP
0335 Thread

K3M3Y-05 M5
K3M3Y-06 1/8"
K3M3Y-08 1/4"

Tech Sheet 3097

Maximum Working Pressure:
10 bar

Working Temperature:
-20ºC to +70ºC
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MANUAL & MECHANICAL VALVES

Panel Mount Valves, Manual & Mechanical 3/2 Way Valves

Push Button (Shrouded), Metric & BSPP
0335 Thread Colour

K3M3PF-05-B M5 Black
K3M3PF-05-G M5 Green
K3M3PF-05-R M5 Red
K3M3PF-06-B 1/8" Black
K3M3PF-06-G 1/8" Green
K3M3PF-06-R 1/8" Red
K3M3PF-08-B 1/4" Black
K3M3PF-08-G 1/4" Green
K3M3PF-08-R 1/4" Red

Tech Sheet 3097

Push Button (External), Metric & BSPP
0335 Thread Colour

K3M3PP-05-B M5 Black
K3M3PP-05-G M5 Green
K3M3PP-05-R M5 Red
K3M3PP-06-B 1/8" Black
K3M3PP-06-G 1/8" Green
K3M3PP-06-R 1/8" Red
K3M3PP-08-B 1/4" Black
K3M3PP-08-G 1/4" Green
K3M3PP-08-R 1/4" Red

Tech Sheet 3097

Palm Button, Metric & BSPP
0335 Thread Colour

K3M3PM-05-B M5 Black
K3M3PM-05-G M5 Green
K3M3PM-05-R M5 Red
K3M3PM-06-B 1/8" Black
K3M3PM-06-G 1/8" Green
K3M3PM-06-R 1/8" Red
K3M3PM-08-B 1/4" Black
K3M3PM-08-G 1/4" Green
K3M3PM-08-R 1/4" Red

Tech Sheet 3097

Palm Button, Latching, Metric & BSPP
0335 Thread Colour

K3M3PL-05-R M5 Red
K3M3PL-06-R 1/8" Red
K3M3PL-08-R 1/4" Red

Tech Sheet 3097

R P

A

2 Position Selector Switch, Metric & BSPP
0335 Thread

K3M3HS05 M5
K3M3HS06 1/8"
K3M3HS08 1/4"

Tech Sheet 3097

Medium: Clean compressed air. Filtered (40µm) 
Material: Valve body aluminium alloy   
Seals: Nitrile

Maximum Working Pressure:
10 bar

Working Temperature:
-20ºC to +70ºC
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MANUAL & MECHANICAL VALVES

Push/Pull, BSPP
0335 Thread

CKL110-06 1/8”
CKL210-08 1/4”
CKL310-10 3/8”

Tech Sheet 3032

Push Button (Shrouded), 1/8” BSPP
0335 Colour

KSCPF-06-B Black
KSCPF-06-G Green
KSCPF-06-R Red

Tech Sheet 3038

Push Button (External), 1/8” BSPP
0335 Colour

KSCPP-06-B Black
KSCPP-06-G Green
KSCPP-06-R Red

Tech Sheet 3038

Palm Button, 1/8” BSPP
0335 Colour

KSCPM-06-B Black
KSCPM-06-G Green
KSCPM-06-R Red

Tech Sheet 3038

Palm Button, Latching, 1/8” BSPP
0335 Colour

KSCPL-06-R Red
Tech Sheet 3038

Lever/Lever, 1/8” BSPP
0335

KSY-06
Tech Sheet 3038

Switch, 1/8” BSPP
0335 Colour

KSCHS-06-B Black
KSCHS-06-G Green
KSCHS-06-R Red

Tech Sheet 3038

Medium: Clean compressed air. Filtered (40µm) and lubricated
Material: Aluminium alloy
Seals: Nitrile

Manual 3/2 Way Valves

R P

A

Maximum Working Pressure:
8 bar

Working Temperature:
-20ºC to +70ºC



184

3
Ke

lm
PN

EU
M

AT
IC

S
MANUAL & MECHANICAL VALVES

Mechanical 3/2 Way Valves

One Way Roller Lever, 1/8” BSPP
0335

KSCL-06
Tech Sheet 3038

Plunger, 1/8” BSPP
0335

KCB-06
Tech Sheet 3038

Roller/Spring, 1/8” BSPP
0335

ZMCR-06-W
Tech Sheet 10061

Adjustable Roller/Spring, 1/8” BSPP
0335

ZMCJ-06-W
Tech Sheet 10061

Antenna/Spring, 1/8” BSPP
0335

ZMCP-06-W
Tech Sheet 10061

Manual 4/2 Way Valves

A B

P R

Lever/Lever, BSPP
0335 Thread

DKHV210-06-S 1/8”
DKHV310-08-S 1/4”
DKHV310-10-S 3/8”
DKHV410-15-S 1/2”
DKHV410-20-S 3/4”

Tech Sheet 3033

Manual 4/3 Way Valves

A B

P R

Lever/Lever/Lever 
(Fully Sealed Mid Position), BSPP
0335 Thread

DKHV230-C-06-S 1/8”
DKHV330-C-08-S 1/4”
DKHV330-C-10-S 3/8”
DKHV430-C-15-S 1/2”
DKHV430-C-20-S 3/4”

Tech Sheet 3033

Roller Lever, 1/8” BSPP
0335

KSCR-06
Tech Sheet 3038

Roller, 1/8” BSPP
0335

KSCV-06
Tech Sheet 3038

Maximum Working Pressure:
8 bar

Working Temperature:
-20ºC to +70ºC

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
10 bar

Maximum Working Pressure:
10 bar

Maximum Working Pressure:
10 bar

Maximum Working Pressure:
10 bar

Maximum Working Pressure:
10 bar



Ke
lm

185

3

PN
EU

M
AT

IC
SLever/Spring/Lever, 

Fully Sealed Mid Position, BSPP
0335 Thread

DKHA230-C-06 1/8"
DKHA230-C-08 1/4"
DKHA330-C-10 3/8"

Tech Sheet 3046

Foot/Spring, 1/4” BSPP
0335 Description

DKF210-08 -
DKF210-08G Guarded

Tech Sheet 3055

Foot/Foot, 1/4” BSPP
0335 Description

DKF210-08L -
DKF210-08LG Guarded

Tech Sheet 3055

MANUAL & MECHANICAL VALVES

Manual 5/2 Way Valves Manual 5/2 Way Foot Valves

Push/Pull, BSPP
0335 Thread

DKL110-06 1/8"
DKL210-08 1/4"
DKL310-10 3/8"

Tech Sheet 3034

Lever/Lever, BSPP
0335 Thread

DKH210-06 1/8"
DKH310-08 1/4"
DKH310-10 3/8"

Tech Sheet 3041

Lever/Lever/Lever, 
Fully Sealed Mid Position, BSPP
0335 Thread

DKH230-C-06 1/8"
DKH230-C-08 1/4"
DKH330-C-10 3/8"

Tech Sheet 3045

2

31

Flow Control Valves

Uni-directional, BSPP
0335 Thread

K100-06 1/8"
K200-08 1/4"
K300-10 3/8"
K300-15 1/2"

Tech Sheet 3056

3/2 Hand Slide Valves

Hand Slide Valves, BSPP
0335 Thread

KSV-06 1/8"
KSV-08 1/4"
KSV-10 3/8"
KSV-15 1/2"
KSV-20 3/4"
KSV-25 1"

Tech Sheet 3035

Manual 5/3 Way Valves

2

31

Working Temperature:
-20ºC to +70ºC

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
8 bar

Maximum Working Pressure:
0.5 to 10 bar

Maximum Working Pressure:
10 bar
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Pilot 3/2 Way Valves

Pilot/Spring, Normally Open, BSPP
0335 Thread

CKA210-06-NO 1/8"
CKA210-08-NO 1/4"
CKA310-10-NO 3/8"

Tech Sheet 3036

Pilot/Spring, Normally Closed, BSPP
0335 Thread

CKA210-06-NC 1/8"
CKA210-08-NC 1/4"
CKA310-10-NC 3/8"

Tech Sheet 3036

Pilot/Pilot, BSPP
0335 Thread

CKA220-06 1/8"
CKA220-08 1/4"
CKA320-10 3/8"

Tech Sheet 3036

Pilot 5/2 Way Valves

Pilot/Spring, BSPP
0335 Thread

DKA210-06 1/8"
DKA210-08 1/4"
DKA310-10 3/8"
DKA410-15 1/2"

Tech Sheet 3037

Pilot/Pilot, BSPP
0335 Thread

DKA220-06 1/8"
DKA220-08 1/4"
DKA320-10 3/8"
DKA420-15 1/2"

Tech Sheet 3037

Medium: Clean compressed air. Filtered (40µm) and lubricated
Body Material: Aluminium alloy
Seals: Nitrile

Working Pressure:
1.5 to 8 bar

Working Temperature:
-20ºC to +70ºC
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Pilot 5/3 Way Valves

Pilot/Pilot, Fully Sealed Mid Position, BSPP
0335 Thread

DKA230C-06 1/8”
DKA230C-08 1/4”
DKA330C-10 3/8”
DKA430C-15 1/2”

Tech Sheet 3037

Pilot/Pilot, Supply Sealed Mid Position, BSPP
0335 Thread

DKA230E-06 1/8”
DKA230E-08 1/4”
DKA330E-10 3/8”
DKA430E-15 1/2”

Tech Sheet 3037

Pilot/Pilot, Centre Open Pressurised, BSPP
0335 Thread

DKA230P-06 1/8”
DKA230P-08 1/4”
DKA330P-10 3/8”
DKA430P-15 1/2”

Tech Sheet 3037

Medium: Clean compressed air. Filtered (40µm) and lubricated
Body Material: Aluminium alloy
Seals: Nitrile

Working Pressure:
1.5 to 8 bar

Working Temperature:
-20ºC to +70ºC
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Solenoid 3/2 Way Valves

Direct Acting, Normally Closed, M5
0335 Voltage

KCV1-M5-B 24V DC
KCV1-M5-C 110V 50/60Hz
KCV1-M5-A 220V 50/60Hz

Tech Sheet 3107

Direct Acting, Normally Closed, 1/8" BSPP
0335 Voltage

KCV1-06-B 24V DC
KCV1-06-C 110V 50/60Hz
KCV1-06-A 220V 50/60Hz

Tech Sheet 3107

Solenoid/Spring, Normally Open, BSPP
0335 Thread

CKV210-06-NO 1/8"
CKV210-08-NO 1/4"
CKV310-10-NO 3/8"

Tech Sheet 3039

Solenoid/Spring, Normally Closed, BSPP
0335 Thread

CKV210-06-NC 1/8"
CKV210-08-NC 1/4"
CKV310-10-NC 3/8"

Tech Sheet 3039

Solenoid/Solenoid, BSPP
0335 Thread

CKV220-06 1/8"
CKV220-08 1/4"
CKV320-10 3/8"

Tech Sheet 3039

Gang Mount Components, to suit KCV Series

Coupling Screws & O-Ring
0335

KCV1-P31
Tech Sheet 3107

Coupling Screws & End Fixing Nuts
0335

KCV1-P30
Tech Sheet 3107

Base Plate
0335

KCV1-P32
Tech Sheet 3107

Medium: Clean compressed air. Filtered (40µm) and lubricated
Body Material: Aluminium alloy
Seals: Nitrile

Working Pressure:
1.5 to 8 bar

Working Temperature:
-20ºC to +70ºC

For solenoid coils to suit valves see page 190
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Solenoid 5/2 Way Valves

Solenoid/Spring, BSPP
0335 Thread

DKV210-06 1/8”
DKV210-08 1/4”
DKV310-10 3/8”
DKV410-15 1/2”

Tech Sheet 3040

Solenoid/Solenoid, BSPP
0335 Thread

DKV220-06 1/8”
DKV220-08 1/4”
DKV320-10 3/8”
DKV420-15 1/2”

Tech Sheet 3040

Solenoid 5/3 Way Valves

Solenoid/Solenoid, Fully Sealed Mid Position, BSPP
0335 Thread

DKV230C-06 1/8”
DKV230C-08 1/4”
DKV330C-10 3/8”
DKV430C-15 1/2”

Tech Sheet 3040

Solenoid/Solenoid, Supply Sealed Mid Position, BSPP
0335 Thread

DKV230E-06 1/8”
DKV230E-08 1/4”
DKV330E-10 3/8”
DKV430E-15 1/2”

Tech Sheet 3040

Solenoid/Solenoid, Centre Open Pressurised, BSPP
0335 Thread

DKV230P-06 1/8”
DKV230P-08 1/4”
DKV330P-10 3/8”
DKV430P-15 1/2”

Tech Sheet 3040

Medium: Clean compressed air. Filtered (40µm) and lubricated
Body Material: Aluminium alloy
Seals: Nitrile

Working Pressure:
1.5 to 8 bar

Working Temperature:
-20ºC to +70ºC

For Nickel Plated Brass 
Adaptors & Silencers 
see Industrial Section 2
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B Series, to suit 1/8” & 1/4” BSPP Valves, 1/4” BSPP Inlet
0335 No. of Stations

B00KM-1F 1
B00KM-2F 2
B00KM-3F 3
B00KM-4F 4
B00KM-5F 5
B00KM-6F 6
B00KM-8F 8
B00KM-10F 10

Tech Sheet 3042

C Series, to suit 3/8” BSPP Valves, 3/8” BSPP Inlet
0335 No. of Stations

C00KM-1F 1
C00KM-2F 2
C00KM-3F 3
C00KM-4F 4
C00KM-5F 5
C00KM-6F 6
C00KM-8F 8
C00KM-10F 10

Tech Sheet 3042

D Series, to suit 1/2” BSPP Valves, 1/2” BSPP Inlet
0335 No. of Stations

D00KM-1F 1
D00KM-2F 2
D00KM-3F 3
D00KM-4F 4
D00KM-5F 5
D00KM-6F 6
D00KM-8F 8

Tech Sheet 3042

Blanking Plates

Single
0335 To Suit

B00KM-B B Series
C00KM-B C Series
D00KM-B D Series

Tech Sheet 3042

5/2 Namur Solenoid Valves

Solenoid/Spring, BSPP
0335 Thread

DKM310-08 1/4”
DKM310-10 3/8”

Tech Sheet 3043

Solenoid/Solenoid, BSPP
0335 Thread

DKM320-08 1/4”
DKM320-10 3/8”

Tech Sheet 3043

Solenoid Coils & Plugs

Coil & LED Connector
0335 Voltage

K-12DC 12V DC
K-24DC 24V DC
K-24AC 24V 50/60Hz
K-110AC 110V 50/60Hz
K-220AC 220V 50/60Hz

Tech Sheet 3044

Suitable for use with 5/2 and 5/3 Valves only

Valve Manifolds

Please contact our Technical Department if larger 
manifolds are required up to 12 stations.

Maximum number of stations available is 8.

Please contact our Technical Department if larger 
manifolds are required up to 16 stations.
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YES Valve

4mm Push-in Connection
0335

KP080494
Tech Sheet 3098

4mm Push-in Connection
0335

KP080214
Tech Sheet 3098

AND Valve

4mm Push-in Connection
0335

KP080254
Tech Sheet 3098

Mono-stable Valve

4mm Push-in Connection
0335

KP040034
Tech Sheet 3098

LOGIC VALVES

NOT Valve

4mm Push-in Connection
0335

KP080394
Tech Sheet 3098

OR Valve

Medium: Clean compressed air. Filtered (40µm) and lubricated
Body Material: Aluminium alloy
Seals: Nitrile

Working Pressure:
2 to 10 bar

Working Temperature:
0ºC to +60ºC
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Impulse Valves

Normally Open, 1/8” BSPP
0335

KP100014
Tech Sheet 3099

Normally Closed, 1/8” BSPP
0335

KP100094
Tech Sheet 3099

Oscillating Valves

Continuous Cycle, 1/4” BSPP
0335

KP010444
Tech Sheet 3100

Pneumatically Piloted, 1/4” BSPP
0335

KP010464
Tech Sheet 3100

Flip Flop Valve

Pneumatically Piloted, 1/4” BSPP
0335

KP100354
Tech Sheet 3103

Working Temperature:
0°C to +60°C

Working Pressure:
2 to 10 bar

Working Pressure:
2 to 10 bar

Working Pressure:
2 to 10 bar

Working Pressure:
2 to 10 bar

Working Pressure:
3 to 10 bar
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SPECIALIST VALVES

High Flow Pneumatic Timer for  
Automatic Return

Vacuum Driven Liquid Sprayer

The pre-assembled unit is specially designed with the 
operator’s safety in mind. The unit requires both hands of 
the operator to function; if both 3/2 button valves are not 
activated within 0.5 seconds of each other the unit will 
not operate.

1/8” BSPP
0335

KP000744
Tech Sheet 3101

M5 Thread
0335

KP2005
Tech Sheet 3102

4mm Push-in
0341

KP081564
Tech Sheet 3099

Two Hand Safety Base Unit, 1/8” BSPP
0335

KPBU081564
Tech Sheet 3099

Two Hand Safety Unit

Working Temperature:
0°C to +60°C

Working Pressure:
2 to 10 bar

Working Pressure:
3 to 8 bar

Working Pressure:
3 to 8 bar

Working Temperature:
0°C to +60°C
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200 Series Filter + Regulator + Lubricator  
Combination Units

300 Series Filter + Regulator + Lubricator 
Combination Units

400 Series Filter + Regulator + Lubricator  
Combination Units

600 Series Filter + Regulator + Lubricator 
Combination Units

Operating Pressure  
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 203

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS200-06-F-3 1/8" 3000
KCS200-08-F-3 1/4" 3000

Tech Sheet 3060

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS300-08-F-3 1/4" 4000
KCS300-10-F-3 3/8" 4000
KCS300-15-F-3 1/2" 4000

Tech Sheet 3060

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS300-08-A-F-3 1/4" 4000
KCS300-10-A-F-3 3/8" 4000
KCS300-15-A-F-3 1/2" 4000

Tech Sheet 3060

Semi-auto Drain, supplied with 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS600-20-F-3 3/4" 9000
KCS600-25-F-3 1" 9000

Tech Sheet 3060

Auto Drain, supplied with 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS600-20-A-F-3 3/4" 9000
KCS600-25-A-F-3 1" 9000

Tech Sheet 3060

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS400-10-F-3 3/8" 6000
KCS400-15-F-3 1/2" 6000

Tech Sheet 3060

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KCS400-10-A-F-3 3/8" 6000
KCS400-15-A-F-3 1/2" 6000

Tech Sheet 3060
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300 Series Filter/Regulator + Lubricator 
Combination Units

600 Series Filter/Regulator + Lubricator 
Combination Units

200 Series Filter/Regulator + Lubricator 
Combination Units

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

400 Series Filter/Regulator + Lubricator  
Combination Units

AIR PREPARATION

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS200-06-F-3 1/8" 3000
KFCS200-08-F-3 1/4" 3000

Tech Sheet 3061

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS300-08-A-F-3 1/4" 4000
KFCS300-10-A-F-3 3/8" 4000
KFCS300-15-A-F-3 1/2" 4000

Tech Sheet 3061

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS300-08-F-3 1/4" 4000
KFCS300-10-F-3 3/8" 4000
KFCS300-15-F-3 1/2" 4000

Tech Sheet 3061

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS600-20-A-F-3 3/4" 9000
KFCS600-25-A-F-3 1" 9000

Tech Sheet 3061

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS600-20-F-3 3/4" 9000
KFCS600-25-F-3 1" 9000

Tech Sheet 3061

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS400-10-A-F-3 3/8" 6000
KFCS400-15-A-F-3 1/2" 6000

Tech Sheet 3061

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFCS400-10-F-3 3/8" 6000
KFCS400-15-F-3 1/2" 6000

Tech Sheet 3061



196

3
Ke

lm
PN

EU
M

AT
IC

S
AIR PREPARATION

200 Series Filter/Regulators 400 Series Filter/Regulators

Operating Pressure 
 1.5 to 9.0 bar

Operating Pressure 
 1.5 to 9.0 bar

Operating Pressure 
 1.5 to 9.0 bar

Operating Pressure 
 1.5 to 9.0 bar

300 Series Filter/Regulators

600 Series Filter/Regulators

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS300-08-F-3 1/4" 4000
KFRS300-10-F-3 3/8" 4000
KFRS300-15-F-3 1/2" 4000

Tech Sheet 3062

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS300-08-A-F-3 1/4" 4000
KFRS300-10-A-F-3 3/8" 4000
KFRS300-15-A-F-3 1/2" 4000

Tech Sheet 3062

Semi-auto Drain, supplied with
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS200-06-F-3 1/8" 3000
KFRS200-08-F-3 1/4" 3000

Tech Sheet 3062

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS400-10-A-F-3 3/8" 6000
KFRS400-15-A-F-3 1/2" 6000

Tech Sheet 3062

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS400-10-F-3 3/8" 6000
KFRS400-15-F-3 1/2" 6000

Tech Sheet 3062

Auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS600-20-A-F-3 3/4" 9000
KFRS600-25-A-F-3 1" 9000

Tech Sheet 3062

Semi-auto Drain, supplied with  
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KFRS600-20-F-3 3/4" 9000
KFRS600-25-F-3 1" 9000

Tech Sheet 3062

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar
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Mini Regulators

Max inlet pressure 10 bar
Operating pressure 0.5 to 9.0 bar

400 Series Regulators

600 Series Regulators

Operating pressure 1.5 to 9.0 bar

Operating pressure 1.5 to 9.0 bar

300 Series Regulators

200 Series Regulators

Operating pressure 1.5 to 9.0 bar

Operating pressure 1.5 to 9.0 bar

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS300-08-F-3 1/4" 5000
KRS300-10-F-3 3/8" 5000
KRS300-15-F-3 1/2" 5000

Tech Sheet 3064

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS200-06-F-3 1/8" 3000
KRS200-08-F-3 1/4" 3000

Tech Sheet 3064

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS600-20-F-3 3/4" 9500
KRS600-25-F-3 1" 9500

Tech Sheet 3064

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KRS200-06 1/8"
KRS200-08 1/4"

Tech Sheet 3066

Supplied with Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread LPM
KRS400-10-F-3 3/8" 7500
KRS400-15-F-3 1/2" 7500

Tech Sheet 3064

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 203

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar
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200 Series Lubricators

300 Series Lubricators

400 Series Lubricators

600 Series Lubricators

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS300-08 1/4" 5000
KLS300-10 3/8" 5000
KLS300-15 1/2" 5000

Tech Sheet 3065

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS600-20 3/4” 9000
KLS600-25 1” 9000

Tech Sheet 3065

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS200-06 1/8" 3000
KLS200-08 1/4" 3000

Tech Sheet 3065

Supplied with Mounting Bracket, BSPP
0338 Thread LPM
KLS400-10 3/8" 7500
KLS400-15 1/2" 7500

Tech Sheet 3065

For Malleable Iron 
see Industrial Section 4

Guarded bowl protection on Series 300, 400 and 600Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar
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200 Series Filters

300 Series Filters

400 Series Filters

600 Series Filters

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS200-06 1/8" 3000
KFS200-08 1/4" 3000

Tech Sheet 3063

Auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS300-08-A 1/4" 5000
KFS300-10-A 3/8" 5000
KFS300-15-A 1/2" 5000

Tech Sheet 3063

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS300-08 1/4" 5000
KFS300-10 3/8" 5000
KFS300-15 1/2" 5000

Tech Sheet 3063

Auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS600-20-A 3/4" 10000
KFS600-25-A 1" 10000

Tech Sheet 3063

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS600-20 3/4" 10000
KFS600-25 1" 10000

Tech Sheet 3063

Auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS400-10-A 3/8" 7500
KFS400-15-A 1/2" 7500

Tech Sheet 3063

Semi-auto Drain, supplied with Mounting Bracket, BSPP
0338 Thread LPM
KFS400-10 3/8" 7500
KFS400-15 1/2" 7500

Tech Sheet 3063

40 Micron fitted as standard
Auto or semi-auto drain fitted as standard
Guarded bowl protection on Series 300, 400 and 600

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar
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300 Series Air Service Unit, Wall Mount 400 Series Air Service Unit, Wall Mount

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

Operating Pressure 
1.5 to 9.0 bar

KELM™ Air Service Units come complete with: 
Filter/regulator, lubricator, 3/2 shut-off valve, 
mounting bracket and 10 bar pressure gauge.

Available in both auto drain and semi-auto drain.
The units are also available on a floor stand for use 
with mobile compressors for use on site.
All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 203

Auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS300-15-A-F-3 1/2” 4000

Tech Sheet 10286

Auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS400-15-A-F-3 1/2” 6000

Tech Sheet 10286

Semi-auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS300-15-F-3 1/2” 4000

Tech Sheet 10286

Semi-auto Drain, supplied with  
Shut-off Valve & 10 bar Gauge, BSPP
0338 Thread LPM
KCAS400-15-F-3 1/2” 6000

Tech Sheet 10286

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar
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200 Series Soft Start 
Valves, Solenoid

300 Series Soft Start 
Valves, Solenoid

400 Series Soft Start 
Valves, Solenoid

200 Series 3/2 Shut-off 
Valves, Lockable

300 Series 3/2 Shut-off 
Valves, Lockable

400 Series 3/2 Shut-off 
Valves, Lockable

Soft Start Valves are increasingly being used 
where safety is key in the start up of systems and 
machines in helping protect the operators and the 
equipment.
The valves allow the pressure to gradually increase 
to the full flow required on start up of the system.

Lockable shut off valves prevent accidental start 
ups when maintenance or service work is being 
carried out on the machines.
Padlock supplied.

Working  
Temperature:
-20°C to +70°C

Working  
Temperature:
-20°C to +70°C

Maximum Working
Pressure: 9 bar

Maximum Working
Pressure: 9 bar

OSHA approved.
These units can be used in conjunction with KELM™ 
Air Preparation with the addition of brackets style ‘U’ 
or ‘L’, or as a stand alone in-line unit.
All KELM™ Regulators can now be adapted to use 
either a 40mm or 50mm round face gauge with the 
new KELM Gauge Adaptor. See page 203

24V DC, supplied with Coil, DIN Plug, 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KC200-06 1/8"
KC200-08 1/4"

Tech Sheet 3067

24V DC, supplied with Coil, DIN Plug, 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KC300-08 1/4"
KC300-10 3/8"
KC300-15 1/2"

Tech Sheet 3067

24V DC, supplied with Coil, DIN Plug, 
Mounting Bracket & 10 bar Gauge, BSPP
0338 Thread
KC400-10 3/8"
KC400-15 1/2"

Tech Sheet 3067

These units can be used in conjunction with KELM™ 
Air Preparation with the addition of brackets style ‘U’ 
or ‘L’, or as a stand alone 3/2 exhausting ball valve.

Supplied with Padlock & Mounting 
Bracket, BSPP
0338 Thread
KZ300-08 1/4"
KZ300-10 3/8"
KZ300-15 1/2"

Tech Sheet 3068

Supplied with Padlock & Mounting 
Bracket, BSPP
0338 Thread
KZ200-06 1/8"
KZ200-08 1/4"

Tech Sheet 3068

Supplied with Padlock & Mounting 
Bracket, BSPP
0338 Thread
KZ400-10 3/8"
KZ400-15 1/2"

Tech Sheet 3068
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200 Series Porting Blocks

300 Series Porting Blocks

400 Series Porting Blocks

600 Series Porting Blocks

Fixing Brackets

Can be fitted to any combination units, fitted 
before the lubricator it can be used to port off a 
non-lubricated air supply that might be required for 
your system.

These units are to be used in conjunction with  
KELM™ Air Preparation, or as a stand alone BSPP 
manifold block. When using with existing  
KELM™ Air Preparation, you will also require 
additional fixing brackets.

U Style Brackets
0338 To Suit Series
KA200U-P1 200
KA300U-P1 300
KA400U-P1 400
KA600U-P1 600

Tech Sheet 3069

L Style Brackets
0338 To Suit Series
KA201-P1 200
KA301-P1 300
KA401-P1 400
KA601-P1 600

Tech Sheet 3069

BSPP
0338 Thread
KA200-06 1/8"
KA200-08 1/4"

Tech Sheet 3069

BSPP
0338 Thread
KA400-10 3/8"
KA400-15 1/2"

Tech Sheet 3069

BSPP
0338 Thread
KA300-08 1/4"
KA300-10 3/8"

Tech Sheet 3069

BSPP
0338 Thread
KA600-20 3/4"
KA600-25 1"

Tech Sheet 3069

Working  
Temperature:
-5ºC to +60ºC

Maximum Working  
Pressure:
10 bar



Ke
lm

203

3

PN
EU

M
AT

IC
S

AIR PREPARATION

Accessories

Complete with  
2 x screws.

All KELM ™ regulators can be fitted with a 40mm or 50mm 
round faced gauge, by using the KELM gauge adaptor

Drain Bowl & Auto Drain
0338 To Suit Series
KF300-P6 300
KF400-P10 400
KF600-P1 600

Tech Sheet 20382

Drain Bowl & Semi-auto Drain
0338 To Suit Series
KF200-P3 200
KF300-P5 300
KF400-P9 400
KF600-P2 600

Tech Sheet 20896

Drain Bowl & Manual Drain
0338 To Suit Series
KF200-P6 200
KF300-P4 300
KF400-P11 400
KF600-P3 600

Tech Sheet 20380

Filter Elements 5 Micron
0338 To Suit Series
KF200-004-2 200
KF300-004-2 300
KF400-004-2 400
KF600-004-2 600

Tech Sheet 20379

Filter Elements 40 Micron
0338 To Suit Series
KF200-004-1 200
KF300-004-1 300
KF400-004-1 400
KF600-004-1 600

Tech Sheet 20379

Panel Mount Brackets, to suit  
Steel Dry Gauges
0338 To Suit mm
KPMB40R 40
KPMB50R 50

Gauge Adaptor
0338 Thread To Suit Series
KGA-1/8 1/8” 200 & 300
KGA-1/4 1/4” 400 & 600

Tech Sheet 20381

1/8” BSPT, Steel Case Centre Back 
Connection

0338
Gauge

Diameter 
mm

Pressure 
Range 

PSI

Pressure 
Range 

Bar
KG40-10R 40 0-160 0-10
KG50-10R 50 0-160 0-10

Micro Gauge
0338
K-PR010B-P1

Tech Sheet 20381

All KELM™ Regulators can now be adapted to use either a 40mm or 50mm round face gauge with the new KELM Gauge Adaptor. See below
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•  The JMT range of turbine vibrators produces a rotative 
vibration with infinitely variable amplitude and frequency. 
The frequency is controlled by air pressure. The vibrator is 
designed to perform the following activities: moving, feeding, 
compacting and/or separating of all kinds of materials such as 
chemical powders, corn, sand, gravel and cement, etc.

•  The JM range of ball vibrators produces a rotative 
vibration with infinitely variable amplitude and frequency. 
The frequency is controlled by air pressure. The vibrator is 
designed to perform the following activities: moving, feeding, 
compacting and/or separating of all kinds of materials such 
as chemical powders, corn, sand, gravel and cement, etc.

•  It is designed for indoor and outdoor applications but not to 
be submerged in any kind of liquid.

BSPP

0314 Thread Min Pressure
Bar

Max Pressure
Bar

Air Consumption  
in Litres at 6 Bar

JM8 1/4” 2 6 195
JM10 1/4” 2 6 200
JM13 1/4” 2 6 225
JM16 1/4” 2 6 280
JM20 1/4” 2 6 340
JM25 1/4” 2 6 425
JM30 3/8” 2 6 570
JM36 3/8” 2 6 675

Tech Sheet 1012

BSPP

0314 Thread Min Pressure
Bar

Max Pressure
Bar

Air Consumption  
in Litres at 6 Bar

JMT8 1/8” 2 6 120
JMT10 1/8” 2 6 120
JMT13 1/4” 2 6 290
JMT16 1/4” 2 6 290
JMT20 1/4” 2 6 455
JMT25 1/4” 2 6 455
JMT30 3/8” 2 6 745
JMT36 3/8” 2 6 745

Tech Sheet 1013

Aluminium, BSPP

0314 Thread Min Pressure
Bar

Min Pressure
Bar

Air Consumption  
in Litres at 6 Bar

KFP-12-M 1/8” 2 6 20
KFP-18-M 1/8” 2 6 55
KFP-25-M 1/4” 2 6 88
KFP-35-M 1/4” 2 6 145

Tech Sheet 10158

Piston Vibrators

Pneumatic Ball Vibrators Pneumatic Turbine Vibrators

Maximum Working 
Temperature:
+100ºC (220°F)

Maximum Working 
Temperature:
+100ºC (220°F)

Maximum Working 
Pressure:
6 bar

Maximum Working 
Pressure:
6 bar

CORN • CEMENT • CHEMICAL • POWDERS • SAND • GRAVEL

PNEUMATIC VIBRATORS




